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THE CITY OF NEWARK 
LANDS N/F

DEED REF. 20110801-0043332
PARCEL #1805400088

MICROFILM REF. 201012280070618
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LANDS N/F

IRON HILL PROPERTIES LLC
LANDS N/F

DEED REF. 20061025-0101098
PARCEL #1805400089

MICROFILM REF. 202007090056246
ZONING - 18RM
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STANTON ASSOCIATES
LANDS N/F

DEED REF. 20190307-0016825
PARCEL #1805700005

MICROFILM REF. 010611
ZONING - 18BL

CHRYCO NEWARK FEDERAL CREDIT
LANDS N/F

DEED REF. 20190128-0006803
PARCEL #1805700006

MICROFILM REF. 010611
ZONING - 18BL/18OFD

THOMPSON LOUIS E II & KATHLEEN DEBRA CO-TR
LANDS N/F

DEED REF. 20200117-0005023
PARCEL #1100400014

MICROFILM REF. 007386
ZONING - NC21

SHENG SHENG

DEED REF. 20200723-0060699
PARCEL #1805400035

MICROFILM REF. 201012160068325
ZONING - 18RR

SCARANGELLO ANTHONY II
LANDS N/F

DEED REF. 20131227-0079542
PARCEL #1805400002

MICROFILM REF. 000000
ZONING - 18BC/18OFD
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SHENG SHENG
LANDS N/F

DEED REF. 20200710-0057069
PARCEL #1805400036

MICROFILM REF. 201012160068325
ZONING - 18RR

WETLAND LINE 
SEE GENERAL NOTE #7

APPROXIMATE LIMITS OF REGULATORY
FLOODWAY AS TAKEN FROM FEMA MAP
NUMBER 10003C0120K, PANEL 120 OF
475, DATED JANUARY 2020
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TO MARYLAND

ELKTON  ROAD  (ROAD #NC-00011-R) 
RIGHT-OF-WAY WIDTH VARIES  "OTHER PRINCIPAL ARTERIAL" 
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APPROXIMATE LIMITS OF REGULATORY
FLOODWAY AS TAKEN FROM FEMA MAP
NUMBER 10003C0120K, PANEL 120 OF
475, DATED JANUARY 2020

APPROXIMATE LOCATION
OF E.S.N.G. PIPELINE SEE
DEED 20030527-0063887 FOR
EASEMENT INFORMATION

"CONVENIENCE STORE" 
PROPOSED

5,585 S.F. ±
F.F. = 105.50' 
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C-001LAYER STATE:
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Dover, DE 19904
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3333 Jaeckle Drive, Suite 120

The Tower at STAR Campus
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Newark, DE 19713
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PRELIMINARY

APPROVED  BY :  CITY  OF  NEWARK

RECORDED: INSTRUMENT NO:

CITY SECRETARY - CITY OF NEWARK

CITY MANAGER - CITY OF NEWARK

DIRECTOR OF PLANNING AND DEVELOPMENT

PRINTED NAME

PRINTED NAME

PRINTED NAME

DATE

DATE

DATE
CITY OF NEWARK

P.E. NO. 16378 DATECHRISTOPHER D. DUKE

OWNERS  CERTIFICATION

OWNER

I, VARS PROPERTY MANAGERS, HEREBY CERTIFY THAT WE ARE THE OWNER OF THE PROPERTY DESCRIBED
AND SHOWN ON  THIS PLAN, THAT THE PLAN WAS MADE AT OUR DIRECTION, AND THAT WE ACKNOWLEDGE THE
SAME TO BE  OUR ACT AND DESIRE THE PLAN TO BE DEVELOPED AS SHOWN IN ACCORDANCE WITH ALL
APPLICABLE LAWS  AND REGULATIONS.

ENGINEERS  CERTIFICATION
I, CHRISTOPHER D. DUKE, HEREBY CERTIFY THAT I AM A REGISTERED ENGINEER IN THE STATE OF DELAWARE,
THAT THE INFORMATION SHOWN HEREON HAS BEEN PREPARED UNDER MY SUPERVISION AND TO MY BEST
KNOWLEDGE AND BELIEF REPRESENTS GOOD ENGINEERING PRACTICES AS REQUIRED BY THE APPLICABLE
LAWS OF THE STATE OF DELAWARE.

DATE

CERT-OWNER

CERT-GVM

REQUIRED:

PROVIDED:

5. PARCEL NUMBER: 1805400090

SETBACKS:14.

SITE  DATA

2.

PRESENT USE:10.

309 SOUTH GOVERNORS AVE.
DOVER, DELAWARE 19904
302-734-7950

ENGINEER / SURVEYOR: BECKER MORGAN GROUP INC.

20.

SURVEY DATUM:

MONUMENTATION: 7 FOUND

VERTICAL: 
HORIZONTAL:

NGS MONUMENTS
NAVD 88 - RV17
NAD 83 (2011) DSP - CORS

2 SET

1103 ELKTON ROAD
VARS PROPERTY MANAGERS1. OWNER OF RECORD:

12. ZONING CLASSIFICATION: EXISTING:

8.

23.

SURVEY CLASSIFICATION: URBAN SURVEY21.
SURVEY UNIT: LINEAR: US SURVEY FOOT22.

ANGULAR: DEGREES MINUTES SECONDS (DMS)

NEWARK, DE 19711

SITE AREA SUMMARY:

4. PROPERTY LOCATION:

COMMERCIAL 

LONGITUDE W75° 47' 04.75" WRS80 - NAD83 (2011)  
LATITUDE  N39° 39' 23.03" WRS80 - NAD83 (2011) 

BULK REQUIREMENTS:15.

MINIMUM LOT AREA:
MINIMUM LOT WIDTH:

14,000 SQ. FT.
140 FT

DELDOT TID: PARCEL IS NOT WITHIN THE DELDOT TRANSPORTATION26.

5.8733 ACRES

MAX BUILDING HEIGHT: 35 FT

3.
NEWARK, DE 19711

PROPERTY ADDRESS: 1105 ELKTON ROAD 

STREET YARD:
SIDE YARD:
REAR YARD:

40 FT (PRE MICROFILM 6442) 
25 FT 
25 FT

COORDINATE: GROUND

6. DEED REFERENCE : 400-247

24. DELDOT CONTRACT: 6403002 - ELKTON ROAD 

MAXIMUM LOT COVERAGE: NONE

7. MICROFILM  REFERENCE : 6442 "IRON HILL LUMBER COMPANY"

IMPROVEMENT DISTRICTS

WETLAND AREA:18. AREA 1
AREA 2
TOTAL 

3,388 SQ. FT.
7,777 SQ. FT.
11,165 SQ. FT.

7111006 - OTTS CHAPEL ROAD 

BC - CITY OF NEWARK - GENERAL BUSINESS

BC - CITY OF NEWARK - GENERAL BUSINESS

PROPOSED:
BC - CITY OF NEWARK - GENERAL BUSINESS
BC - CITY OF NEWARK - GENERAL BUSINESS

BICYCLE PARKING: REQUIRED:17.

SANITARY SEWER FLOW: EXISTING TOTAL AVERAGE DAILY FLOW:
EXISTING TOTAL PEAK FLOW:

20,249 SF * 0.1 GPD / SF = 2,024.9 GPD
2,024.9 GPD (4.0 PEAKING FACTOR) = 8,100 GPD

19.

PARKING CALCULATIONS:16.

TRACT AREA CALCS:
BUILDING:

9.

LIMIT OF DISTURBANCE: ± 5.29 ACRES 13.

PROPOSED USE:11. RETAIL FOOD STORE WITH AUTOMOBILE SERVICE STATION

IMPERVIOUS:
±0.47 ACRES
±2.08 ACRES

(5,585 SF / 200 SF) + 10 EMPLOYEES =  38 SPACES

67 SPACES (3 ACCESSIBLE)
38 SPACES / 5 = 7.6 = 8 SPACES

STATE STRATEGY LEVEL: INVESTMENT LEVEL 125.

ROAD CLASSIFICATION: ELKTON ROAD (50 M.P.H.) - OTHER PRINCIPAL ARTERIAL27.

OTTS CHAPEL ROAD (40 M.P.H.) - MAJOR COLLECTOR

JURISDICTION: CITY OF NEWARK28.

NCR-00011

NCR-00397

DELDOT PROJECT ID No.: TBD29.

OPEN SPACE: ±3.32 ACRES
TOTAL: ±5.87 ACRES

±0.29 ACRES
±1.45 ACRES
±4.13 ACRES
±5.87 ACRES

(8.0%)
(35.4%)
(56.6%)

(4.9%)
(24.7%)
(70.4%)

   EXISTING    PROPOSED 

3 ADA SPACES FOR 51-75 SPACES PROVIDED

PROVIDED: 8 SPACES

PROPOSED TOTAL AVERAGE DAILY FLOW:
PROPOSED TOTAL PEAK FLOW:

5,585 SF * 0.1 GPD / SF = 558.5 GPD
558.5 GPD (4.0 PEAKING FACTOR) = 2,234 GPD

GENERAL  NOTES :
1. TOPOGRAPHIC  AND BOUNDARY RETRACEMENT SURVEY WAS PREPARED BY BECKER MORGAN GROUP,

DOVER, DE., IN MAY OF 2018.
2. THE BOUNDARY LINES PORTRAYED HEREON HAVE BEEN ESTABLISHED BASED SOLELY ON PHYSICAL

EVIDENCE DISCOVERED IN THE FIELD IN CONJUNCTION WITH DETERMINATIONS DERIVED FROM SOURCE OF
TITLE AND ADJACENT DEED RECORD INFORMATION.

3. PROPERTY SHOWN HEREON IS SUBJECT TO ANY RIGHT-OF-WAY, EASEMENTS, RESTRICTIONS,  ETC. AS MAY
BE SHOWN OR NOTED IN ANY RECORD, PUBLIC OR OTHERWISE, OR ANY REQUIREMENT OR REGULATION OF
ANY PUBLIC AGENCY.

4. PARCEL IS LOCATED WITHIN THE ONE HUNDRED YEAR FLOOD PLAIN ZONE, BASED ON FIRM MAP 10003C0120J
PANEL 120 OF 475, DATED JANUARY 17, 2007.

5. ALL MEASUREMENTS MADE ARE BASED ON A GNSS RTK SITE CALIBRATION SET BY BECKER MORGAN GROUP,
DOVER DE., IN APRIL OF 2018.  BOTH VERTICAL AND HORIZONTAL COORDINATES FOR SITE CALIBRATION
WERE DERIVED THROUGH A LIMITED CONSTRAINT POST PROCESS OF  STATIC GNSS OBSERVATIONS.
VERTICAL DATUM IS BASED ON NGS MONUMENT RV17 (NAVD 88) WITH TIES TO OTHER NEAR BY PASSIVE NGS
MONUMENTS.  HORIZONTAL DATUM IS BASED ON ACTIVE NGS MONUMENTS - DELAWARE  STATE PLANE NAD
83 (2011).

6. WHERE GNSS OBSERVATION WERE NOT SUITABLE, MEASUREMENTS WERE MADE  WITH A TOPCON QS-3A
ELECTRONIC TOTAL STATION.  TRAVERSE RAN TO/FROM POINTS SET WITHIN CALIBRATION FILE WERE WITHIN
MINIMUM CLOSURE STANDARD SET BY STATE STATUE FOR A URBAN SURVEY.

7. A WETLANDS DELINEATION WAS COMPLETED BY WATERSHED ECO, NEWARK, DELAWARE AND IS BASED ON A
SITE DELINEATION PERFORMED IN MAY OF 2018 BY JIM MCCULLEY (PWS 471). THE DELINEATION DETERMINED
THAT THERE ARE WETLANDS EXISTENT ON THE SITE.

8. ALL UNDERGROUND UTILITIES SHOWN HEREON ARE DEPICTED BASED ON EVIDENCE COLLECTED FROM
TOPOGRAPHIC SURVEY AND INFORMATION PROVIDED FROM MISS UTILITY TICKET #181090674 & #181090679.
THIS PLAN SHOULD BE CONSIDERED A QUALITY LEVEL D ACCURACY DEFINED BY FHWA - SUBSURFACE
UTILITY ENGINEERING.

9. DELAWARE REGULATIONS PROHIBIT THE BURIAL OF CONSTRUCTION DEMOLITION DEBRIS, INCLUDING TREES
AND STUMPS ON CONSTRUCTION SITES.  ANY SOLID WASTE FOUND DURING EXCAVATION MUST BE
REMOVED AND PROPERLY DISCARDED.

10. THIS DRAWING DOES NOT INCLUDE NECESSARY COMPONENT FOR CONSTRUCTION SAFETY.  ALL
CONSTRUCTION MUST BE DONE IN COMPLIANCE WITH THE OCCUPATIONAL SAFETY AND HEALTH ACT OF 1970
AND ALL RULES AND REGULATIONS THERETO APPURTENANT.

11. BEFORE THE CONTRACTOR CAN BEGIN CONSTRUCTION HE MUST OBTAIN THE PROPER PERMITS AND/OR
APPROVALS FROM THE CITY OF NEWARK, DELAWARE DEPARTMENT OF TRANSPORTATION AND
APPROPRIATE STATE AND COUNTY AGENCIES.

12. NO TREES GROWING OVER 18' AT MATURITY CAN BE PLANTED UNDER THE AERIAL POWER LINES ON SOUTH
MAIN STREET.

13. A BLANKET UTILITY EASEMENT IS PROVIDED ACROSS THE ENTIRE SITE TO THE CITY OF NEWARK TO PROVIDE
CITY SERVICES TO THIS PROPERTY OR ADJACENT PROPERTIES.

14. ALL CONSTRUCTION METHODS AND MATERIALS SHALL BE ACCORDING TO THE CITY OF NEWARK AND THE
STATE OF DELAWARE STANDARDS, MOST CURRENT DETAIL STANDARDS & SPECIFICATIONS.

15. AS-BUILT PLANS AND CHECKLIST SHALL BE SUBMITTED TO THE CITY OF NEWARK PRIOR TO ISSUANCE OF
OCCUPANCY.

16. ALL HANDICAPPED PARKING STALLS, LOGOS, AND ACCESS AISLES SHALL BE MARKED WITH BLUE PAINT AND
HATCHED ACCORDINGLY.

17. AN "APPROVAL TO CONSTRUCT" WILL BE REQUIRED FROM THE DEPARTMENT OF PUBLIC HEALTH OFFICE OF
DRINKING WATER. A COPY OF THE APPROVED PERMIT SHALL BE FURNISHED TO THE CITY PRIOR TO CIP
APPROVAL.

18. AN "APPROVAL TO OPERATE" FROM THE DEPARTMENT OF PUBLIC HEALTH SHALL BE PROVIDED TO THE CITY
PRIOR TO THE USE OF ANY DOMESTIC WATER OR ISSUANCE OF ANY CERTIFICATE OF OCCUPANCY.

19. A DNREC "CONSTRUCTION OF WASTEWATER COLLECTION AND CONVEYANCE SYSTEMS" PERMIT WILL BE
REQUIRED AND SHALL BE FURNISH TO THE CITY PRIOR TO CIP APPROVAL.

20. THE DEVELOPER SHALL PAY THE SEWAGE TREATMENT PLANT (STP) FEE PRIOR TO THE ISSUANCE OF ANY
BUILDING PERMIT.

21. A BLANKET UTILITY EASEMENT IS PROVIDED ACROSS THE ENTIRE SITE TO THE CITY OF NEWARK TO PROVIDE
CITY SERVICES TO THIS PROPERTY OR ADJACENT PROPERTIES.

22. ALL EXISTING SANITARY FLOWS WERE PREVIOUSLY HANDLED BY AN ON-SITE SEPTIC SYSTEM WHICH IS TO
BE REMOVED AS PART OF THIS PLAN.

NEWARK, DE 19711

NEW CASTLE COUNTY
PENCADER HUNDRED 

1105 ELKTON ROAD

CONVENIENCE
STORE WITH 

MINOR SUBDIVISION AND
SPECIAL USE PERMIT
PR#22-11-01

GAS

0

SCALE:  1" = 50'

25 50 100

Do Not Explode - Select Scale

SITE

OTTS  CHAPEL  ROAD

VICINITY  MAP
NEW CASTLE COUNTY TAX ASSESSMENT MAP

SCALE : 1" =  800'
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COVER SHEET AND
OVERALL LAYOUT

SHEET  INDEX

C-001 COVER  SHEET  &  OVERALL  LAYOUT

C-101 EXISTING  CONDITIONS  &  OVERALL  DEMOLITION  PLAN

C-601 - 602 ENTRANCE  PLANS:  DEMOLITION  PLAN

COVER  SHEET

EXISTING  CONDITIONS  AND  DEMOLITION  PLANS

ENTRANCE  PLANS

C-201 SITE  PLAN
SITE  PLANS

C-500 SEDIMENT  &  SWM  PLANS:  COVER  SHEET  AND  GENERAL  NOTES
EROSION  &  SEDIMENT  CONTROL  PLANS

C-502 SEDIMENT  &  SWM  PLANS:  CONSTRUCTION  SITE  SWM  PLAN

C-301
UTILITY  PLANS

C-401
GRADING  PLANS

UTILITY  PLAN

GRADING  PLAN

C-901 - 902 SITE  CONSTRUCTION  DETAILS
CONSTRUCTION  DETAILS

C-603 - 604 ENTRANCE  PLANS:  SITE,  STRIPING,  &  SIGNAGE  PLAN
C-605 - 606 ENTRANCE  PLANS:  CONSTRUCTION  PLAN
C-607 - 608 ENTRANCE  PLANS:  GRADING  PLAN
C-609 - 610 ENTRANCE  PLANS:  PRE-CONSTRUCTION  MOT  AND  E&S  CONTROL  PLAN
C-611 - 612 ENTRANCE  PLANS:  POST-CONSTRUCTION  MOT  AND  E&S  CONTROL  PLAN
C-613 ENTRANCE  PLANS:  TYPICAL  SECTIONS  -  OTTS  CHAPEL  ROAD
C-614 - 616 ENTRANCE  PLANS:  CROSS  SECTIONS  -  OTTS  CHAPEL  ROAD

C-002 COVER  SHEET  &  DELDOT  NOTES

C-501 SEDIMENT  &  SWM  PLANS:  PRE-CONSTRUCTION  SITE  SWM  PLAN

C-503 - 505 SEDIMENT  &  SWM  PLANS:  EROSION  AND  SEDIMENT  CONTROL  DETAILS

L-101 SITE  LANDSCAPE  PLAN
LANDSCAPE  PLANS

C-617 ENTRANCE  PLANS:  TYPICAL  SECTIONS  -  ELKTON  ROAD
C-618 - 622 ENTRANCE  PLANS:  CROSS  SECTIONS  -  ELKTON  ROAD

C-302 UTILITY  SCHEDULES

C-623 ENTRANCE  PLANS:  PEDESTRIAN  MAINTENANCE  OF  TRAFFIC  PLAN

PURPOSE  OF  PLAN
1. TO DEMOLISH EXISTING BUILDINGS AND CONSTRUCT A GAS/SERVICE STATION WITH CONVENIENCE MARKET

ALONG WITH ASSOCIATED SITE IMPROVEMENTS.

CONCRETE CURB & GUTTER

CONCRETE SIDEWALK, SLAB / PAVING

IMPERVIOUS SURFACED ROAD, DRIVE

INDIVIDUAL TREE OR BUSH

STRUCTURE (CONCRETE, WOOD,

DRAINAGE DITCH OR SWALE

WETLAND BOUNDARY LINE

ELEVATION SPOT SHOT

PROPERTY OR RIGHT-OF-WAY LINE

LIGHT POLE

CENTERLINE

BENCH MARK

  METAL, ETC.)

CONTOUR 

OR PARKING LOT

WIRE FENCE

49

EVERGREEN DECIDUOUS

N/A

N/A

ITEM

WATER MAIN & SIZE

PROPOSED
LEGEND

EXISTING

EX. 10" F.M.

EX. 10"S

EX. 10" W

U.E.

U.T.

EX. 2" G

X X X

CHAINLINK  FENCE
STOCKADE  FENCE

43.55

10" S

12" F.M.

12" W

U.E.

U.T.

2" G

X X X

55

25.15
B.C.25.00
T.C.25.50

ITEM PROPOSEDEXISTING
SANITARY GRAVITY SEWER LINE  (S)
SIZE & FLOW DIRECTION

C-1-Notes-Legend-Landscape

SANITARY SEWER CLEANOUT  (C.O.)

WATER VALVE  (W.V.)  OR METER  (W.M.)

FIRE HYDRANT  (F.H.)

SANITARY SEWER MANHOLE  (S.S.M.H.)

STORM DRAIN MANHOLE  (S.D.M.H.)

CATCH BASIN  (C.B.)

STORM DRAIN LINE  (CMP, RCP, HDPE)

SANITARY SEWER FORCE MAIN  (F.M.)
SIZE & FLOW DIRECTION

UNDERGROUND ELECTRIC  (U.E.)

UNDERGROUND TELEPHONE  (U.T.)

UNDERGROUND GAS MAIN  (G)

UTILITY POLE W/ OVERHEAD SERVICE
(TELEPHONE  (O.T.), ELECTRIC  (O.E.)

V V V N/A

F.H.

W.V.W.M.W.M. W.V.

F.H. SURVEY LEGEND
ITEM EXISTING PROPOSED

CONCRETE MONUMENT

IRON PIPE

IRON PIPE W/ CAP

IRON ROD

IRON ROD W/ CAP

DRILL HOLE

UNMARKED POINT

STONE

PK NAIL

FCM

FIP

FIPC

FIR

FIRC

FDH

FSTONE

FPK

SCM

SIP

SIR

SIRC

SDH

SPK

C-1-Notes-Legend-Survey

.

N
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DELDOT  NOTES : DELDOT ISSUED 03/21/19

1. ALL ENTRANCES SHALL CONFORM TO THE DELAWARE DEPARTMENT OF
TRANSPORTATION'S (DELDOT'S)  DEVELOPMENT COORDINATION MANUAL (DCM) AND
SHALL BE SUBJECT TO ITS APPROVAL.

2. UPON COMPLETION OF THE CONSTRUCTION OF THE SIDEWALK OR SHARED-USE
PATH ACROSS THIS PROJECT'S FRONTAGE AND PHYSICAL CONNECTION TO
ADJACENT EXISTING FACILITIES, THE DEVELOPER, THE PROPERTY OWNERS OR
BOTH ASSOCIATED WITH THIS PROJECT, SHALL BE RESPONSIBLE TO REMOVE ANY
EXISTING ROAD TIE-IN CONNECTIONS LOCATED ALONG ADJACENT PROPERTIES, AND
RESTORE THE AREA TO GRASS.  SUCH ACTIONS SHALL BE COMPLETED AT DELDOT'S
DISCRETION, AND IN CONFORMANCE WITH DELDOT'S DEVELOPMENT COORDINATION
MANUAL.

3. TO MINIMIZE RUTTING AND EROSION OF THE ROADSIDE DUE TO ON-STREET
PARKING, DRIVEWAY AND BUILDING LAYOUTS MUST BE CONFIGURED TO ALLOW FOR
VEHICLES TO BE STORED IN THE DRIVEWAY BEYOND THE RIGHT-OF-WAY, WITHOUT
INTERFERING WITH SIDEWALK ACCESS AND CLEARANCE.

4. AT THE DISCRETION OF THE PUBLIC WORKS INSPECTOR, ANY DAMAGED OR MISSING
CURB OR SIDEWALK FOUND ON SITE WILL NEED TO BE REPAIRED OR REPLACED TO
MEET CURRENT DELDOT STANDARDS.

5. CONSTRUCTION WILL NOT BE PERMITTED UNTIL CONSTRUCTION PLANS HAVE BEEN
APPROVED, SURETY HAS BEEN RECEIVED AND THE TRAFFIC SIGNAL AGREEMENT IS
COMPLETE.  AT DELDOT'S DISCRETION, A TEMPORARY CONSTRUCTION ENTRANCE
PERMIT MAY BE ISSUED FOR CLEARING, GRUBBING, TEMPORARY ENTRANCE
CONSTRUCTION, BULK GRADING AND PERIMETER EROSION AND SEDIMENT
CONTROLS UP TO THIRTY (30) DAYS PRIOR TO PLAN APPROVAL.  NO BUILDING
CONSTRUCTION WILL BE PERMITTED UNDER A TEMPORARY ENTRANCE
CONSTRUCTION PERMIT.  IF PLAN APPROVAL IS NOT RECEIVED WITHIN THIRTY (30)
CALENDAR DAYS, ALL CONSTRUCTION ACTIVITIES SHALL BE STOPPED.  DELDOT WILL
NOT RECOMMEND A CERTIFICATE OF OCCUPANCY APPROVAL FOR A COMMERCIAL
ENTRANCE TO NCC UNTIL THE ENTRANCE(S) ARE COMPLETED TO THE SATISFACTION
OF THE DEPARTMENT.

6. A TRAFFIC IMPACT STUDY (T.I.S.) LAST REVISED OCTOBER 2022 WAS COMPLETED
FOR THIS PLAN BY BECKER MORGAN GROUP, INC. DELDOT REVIEWED AND
ACCEPTED THE T.I.S. REVIEW COMMENTS AND RECOMMENDATIONS IN A LETTER
DATED OCTOBER 7, 2022.  DELDOT'S APPROVAL OF THE T.I.S. REQUIRES THE
DEVELOPER'S CONSENT TO THE FOLLOWING IMPROVEMENTS:

6.1. CONSTRUCT A RIGHT-INS / RIGHT-OUTS ENTRANCE ALONG ELKTON RD
PROVIDING AN ISLAND TO PROHIBIT THE RIGHT TURN LANE INTO SITE TO
BECOME A CONTINUOUS RIGHT TURN LANE TO OTTS CHAPEL RD INTERSECTION.

6.2. IMPROVE EXISTING RIGHT-IN / RIGHT-OUT ENTRANCE ALONG OTTS CHAPEL RD
TO PROVIDE LEFT-IN MOVEMENTS.

6.3. MODIFY N.B. ELKTON RD RIGHT TURN LANE ONTO OTTS CHAPEL RD TO HAVE A
MINIMUM STORAGE LENGTH OF 250' WITH A 50' TAPER AND REMOVE
ACCELERATION LANE ON OTTS CHAPEL RD.

6.4. ENTER INTO A TRAFFIC SIGNAL AGREEMENT OR PAY INTO THE TRAFFIC SIGNAL
REVOLVING FUND IN LIEU OF AGREEMENT.

6.5. CONSTRUCT VARIOUS BICYCLE, PEDESTRIAN, AND TRANSIT IMPROVEMENTS
PER APPROVED T.I.S.

COVER SHEET AND
DELDOT NOTES

SCALE : 1" = 50'

DELDOT STANDARD SIGHT DISTANCE NOTE:
SHRUBBERY, PLANTINGS, SIGNS AND/OR OTHER VISUAL BARRIERS THAT
COULD OBSTRUCT THE SIGHT DISTANCE OF A DRIVER PREPARING TO ENTER
THE ROADWAY ARE PROHIBITED WITHIN THE DEFINED DEPARTURE SIGHT
TRIANGLE AREA ESTABLISHED ON THIS PLAN.  IF THE ESTABLISHED
DEPARTURE SITE TRIANGLE AREA IS OUTSIDE THE RIGHT-OF-WAY OR
PROJECTS ONTO AN ADJACENT PROPERTY OWNER'S LAND, A SIGHT
EASEMENT SHOULD BE ESTABLISHED AND RECORDED WITH ALL AFFECTED
PROPERTY OWNERS TO MAINTAIN THE REQUIRED SIGHT DISTANCE.

RIGHT-OF-WAY WIDTH VARIES
NCR-11, OTHER PRINCIPAL ARTERIAL

ELKTON ROAD

.

N

NAD83 DSP GRID

ELKTON  ROAD  -  SIGHT  DISTANCE  TRIANGLE

DECISION POINT  (18'
FROM OUTSIDE EDGE

SIGHT TRIANGLES PER 
DELDOT AND AASHTO
STANDARDS.

TRAVEL LANE.)

526'

24
'

TRUCKS COMBO UNIT:

AADT =

K FACTOR:

NCR-397 (OTTS CHAPEL ROAD)  -  SPEED LIMIT = 40 MPH

D FACTOR:

ROAD  TRAFFIC  DATA:

10 YEAR PROJECTED AADT:

TRAFFIC PATTERN GROUP:
DESIGN VEHICLE:

3
WB-62

1.16 x 18,107 = 21,005 TRIPS

11.90%

18,107 TRIPS  (FROM 2021 DelDOT TRAFFIC COUNTS)

TRUCKS COMBO UNIT:

AADT =

K FACTOR:

NCR-11 (ELKTON ROAD)  -  SPEED LIMIT = 50 MPH

D FACTOR:

ROAD  TRAFFIC  DATA:

10 YEAR PROJECTED AADT:

TRAFFIC PATTERN GROUP:
DESIGN VEHICLE:

2
WB-62

1.16 x 29,655 = 34,400 TRIPS

10.20%

29,655 TRIPS  (FROM 2021 DelDOT TRAFFIC COUNTS)

17,200

17,200

A.D.T. (A.M. PK) [P.M. PK]
TRAFFIC  GENERATION  DIAGRAM

ENTRANCE
PROPOSED

[132] (156) 1,705

1,727 (158) [135]

ELKTON ROAD (N-11)
10 YEAR PROJECTED ADT = 34,400

N

A.D.T. (A.M. PK) [P.M. PK]
TRAFFIC  GENERATION  DIAGRAM

ENTRANCE
PROPOSED

[59] (69) 754

1,039 (95) [80]

OTTS CHAPEL ROAD (N-397)
10 YEAR PROJECTED ADT = 21,005

N

306 (28) [24]

SOURCE:  ITE TRIP GENERATION MANUAL (11TH EDITION)

SITE  TRIPS  GENERATED:

P.M. PEAK HR. TRIPS =

DIRECTIONAL DISTRIBUTION:

A.M. PEAK HR. TRIPS =
TOTAL SITE ADT:

ITE:  945  -  CONVENIENCE  STORE  /  GAS  STATION [VFP (16-24)]  (5,500-10,000 S.F.)

30% ENTERING FROM N.B. OTTS CHAPEL RD:

NEW TRIPS:

50% ENTERING FROM S.B. OTTS CHAPEL RD:

70% EXITING TO E.B. ELKTON RD:

DESIGN VEHICLE:  WB-62

5,532 TRIPS  (50% IN / 50% OUT) (2766 IN / 2,766 OUT)

    108 NEW TRIPS        (50% IN / 50% OUT) (54 IN / 54 OUT)

30% EXITING TO S.B. OTTS CHAPEL RD:

(18 AM) [16 PM]

(12 AM) [11 PM]
(31 AM) [27 PM]

(43 AM) [38 PM]
(18 AM) [16 PM]

ROADWAY CLASSIFICATION:ROADWAY CLASSIFICATION: OTHER PRINCIPAL ARTERIALMAJOR COLLECTOR

61.40% 57.40%
1.8% 1.4%

20% ENTERING FROM E.B. ELKTON RD:

PASS-BY TRIPS:

  5% ENTERING FROM N.B. OTTS CHAPEL RD:
20% ENTERING FROM S.B. OTTS CHAPEL RD:

60% EXITING TO E.B. ELKTON RD:
40% EXITING TO S.B. OTTS CHAPEL RD:

75% ENTERING FROM E.B. ELKTON RD:

(10 AM) [  8 PM]

(144 AM) [121 PM]
(38 AM) [32 PM]

(115 AM) [97 PM]
(77 AM) [64 PM]

TOTAL TRIPS:

ENTERING FROM N.B. OTTS CHAPEL RD:
ENTERING FROM S.B. OTTS CHAPEL RD:

EXITING TO E.B. ELKTON RD:
EXITING TO S.B. OTTS CHAPEL RD:

ENTERING FROM E.B. ELKTON RD:

(28 AM) [24 PM]

(156 AM) [132 PM]
(69 AM) [59 PM]

(158 AM) [135 PM]
(95 AM) [80 PM]

+  384 PASS-BY TRIPS (50% IN / 50% OUT) (192 IN / 192 OUT)
    506 TOTAL                 (50% IN / 50% OUT) (253 IN / 253 OUT)

    122 NEW TRIPS        (50% IN / 50% OUT) (61 IN / 61 OUT)

+  322 PASS-BY TRIPS (50% IN / 50% OUT) (161 IN / 161 OUT)
    430 TOTAL                 (50% IN / 50% OUT) (215 IN / 215 OUT)

TWO ENTRANCES: RIGHT IN / RIGHT OUT / LEFT IN ON OTTS CHAPEL RD
RIGHT IN / RIGHT OUT ON ELKTON RD

10,502

10,503

TRUCK PERCENTAGE: 5%

SCALE : 1" = 50'

DELDOT STANDARD SIGHT DISTANCE NOTE:
SHRUBBERY, PLANTINGS, SIGNS AND/OR OTHER VISUAL BARRIERS THAT
COULD OBSTRUCT THE SIGHT DISTANCE OF A DRIVER PREPARING TO ENTER
THE ROADWAY ARE PROHIBITED WITHIN THE DEFINED DEPARTURE SIGHT
TRIANGLE AREA ESTABLISHED ON THIS PLAN.  IF THE ESTABLISHED
DEPARTURE SITE TRIANGLE AREA IS OUTSIDE THE RIGHT-OF-WAY OR
PROJECTS ONTO AN ADJACENT PROPERTY OWNER'S LAND, A SIGHT
EASEMENT SHOULD BE ESTABLISHED AND RECORDED WITH ALL AFFECTED
PROPERTY OWNERS TO MAINTAIN THE REQUIRED SIGHT DISTANCE.

RIGHT-OF-WAY WIDTH VARIES
NCR-397, MAJOR COLLECTOR

OTTS CHAPEL ROAD

.

N

NAD83 DSP GRID

OTTS  CHAPEL  ROAD  -  SIGHT  DISTANCE  TRIANGLE

DECISION POINT  (18'
FROM OUTSIDE EDGE

SIGHT TRIANGLES PER 
DELDOT AND AASHTO
STANDARDS.

TRAVEL LANE.)

430'

23
.6

'

ELKTON RD ALLOWABLE LANE CLOSURE HOURS
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SUNDAY 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

MONDAY 1 1 1 1 1 1 1 1 1 1 1 1 1 1

TUESDAY 1 1 1 1 1 1 1 1 1 1 1 1 1 1

WEDNESDAY 1 1 1 1 1 1 1 1 1 1 1 1 1 1

THURSDAY 1 1 1 1 1 1 1 1 1 1 1 1 1 1

FRIDAY 1 1 1 1 1 1 1 1 1 1 1 1 1 1

SATURDAY 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

1 ONE TRAVEL LANE AND/OR ONE TURNING LANE CLOSED
NO LANE CLOSURES (ALL LANES OPEN)

 OTTS CHAPEL RD ALLOWABLE LANE CLOSURE HOURS
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SUNDAY 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

MONDAY 1 1 1 1 1 1 1 1 1

TUESDAY 1 1 1 1 1 1 1 1 1

WEDNESDAY 1 1 1 1 1 1 1 1 1

THURSDAY 1 1 1 1 1 1 1 1 1

FRIDAY 1 1 1 1 1 1 1 1 1

SATURDAY 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

1 ONE TRAVEL LANE AND/OR ONE TURNING LANE CLOSED
NO LANE CLOSURES (ALL LANES OPEN)

MAINTENANCE  OF  TRAFFIC  GENERAL  NOTES
1. ALL TEMPORARY TRAFFIC CONTROL AND TEMPORARY TRAFFIC CONTROL DEVICES SHALL BE IN ACCORDANCE WITH: THE CONTRACT DOCUMENTS, THE LATEST VERSION OF THE DELAWARE

MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (DE MUTCD), CURRENT STATE OF DELAWARE DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION, AND STANDARD CONSTRUCTION DETAILS, INCLUDING ALL REVISIONS AS OF THE DATE OF THE ENTRANCE PERMIT APPROVAL. TEMPORARY TRAFFIC CONTROL DEVICES USED ON
THE PROJECT SHALL ONLY BE THOSE LISTED ON THE APPROVED PRODUCTS LIST (APL). IF A CATEGORY OF DEVICES DOES NOT HAVE AN APL, THE DEVICE SHALL BE COMPLIANT WITH THE DE
MUTCD.

2. CONTRACTOR SHALL SUPPLY MESSAGE BOARDS THAT ARE TO BE PLACED TEN (10) DAYS PRIOR TO THE START OF CONSTRUCTION AND/OR TRAFFIC PATTERN CHANGES. THE MESSAGE BOARDS
MUST REMAIN IN PLACE FIVE (5) DAYS AFTER WORK HAS STARTED AND/OR AFTER TRAFFIC PATTERN CHANGES HAVE BEEN IMPLEMENTED. THE NUMBER OF MESSAGE BOARDS, LOCATIONS, AND
WORDING ON THE MESSAGE BOARDS SHALL BE COORDINATED WITH THE DISTRICT SAFETY OFFICER.

3. IN ACCORDANCE WITH SECTION 105.1.C OF THE STANDARD SPECIFICATIONS, THE DEPARTMENT RESERVES THE RIGHT TO SUSPEND THE CONTRACTOR'S OPERATIONS, IF, IN THE OPINION OF THE
DEPARTMENT'S REPRESENTATIVE, THE CONTRACTOR'S OPERATIONS ARE NOT IN COMPLIANCE WITH THE DE MUTCD, THE SPECIFICATIONS OR THE PLANS OR IF THE CONTRACTOR'S OPERATIONS
ARE DEEMED UNSAFE IN ACCORDANCE WITH SECTION 801.3.

4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING THE LOCAL 911 CENTER, LOCAL SCHOOLS AND DELDOT COMMUNITY RELATIONS OF ALL ROADS AND LANES TO BE CLOSED A MINIMUM
OF SEVEN (7) CALENDAR DAYS BEFORE THE CLOSURE.

5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING THAT THE TRANSPORTATION MANAGEMENT CENTER (TMC) IS NOTIFIED DAILY BEFORE ROADWAY ACTIVITY IS BEING PERFORMED IN
STATE RIGHT-OF-WAY. THE CONTRACTOR SHALL IDENTIFY THE TYPE OF WORK, ANY LANE(S) OR SHOULDER(S) CLOSED, THE LENGTH OF TIME FOR WORK, WHEN THE LANE RESTRICTIONS ARE IN
PLACE AND WHEN LANE RESTRICTIONS ARE LIFTED, CONTACT PERSON/PHONE NUMBER AND STATE INSPECTOR. THE TRANSPORTATION MANAGEMENT CENTER CAN BE REACHED AT (302) 659-4600.

6. WHEN SIDE ROADS INTERSECT THE WORK ZONE, ADDITIONAL TEMPORARY TRAFFIC CONTROL DEVICES SHALL BE ERECTED INCLUDING PERMANENT WARNING SIGNS (SEE NOTE 11).

7. ALL STORAGE OF EQUIPMENT AND MATERIAL SHALL COMPLY WITH THE DE MUTCD, SECTION 6G.21.

8. ALL PAVEMENT MARKINGS THAT ARE NO LONGER IN USE AND CONFLICT WITH TEMPORARY PAVEMENT MARKINGS SHALL BE REMOVED AND COMPLETELY OBLITERATED BY A METHOD APPROVED BY
THE ENGINEER. PAINTING OVER THE CONFLICTING PAVEMENT MARKINGS WILL NOT BE ACCEPTED AS A METHOD OF REMOVAL.

9. THE CONTRACTOR IS RESPONSIBLE FOR THE MAINTENANCE OF EXISTING PAVEMENT WITHIN THE PROJECT LIMITS FOR THE DURATION OF THE CONTRACT OR AS DIRECTED BY THE ENGINEER.

10. TYPICAL APPLICATIONS PER THE DE MUTCD SHALL BE INCORPORATED TO ACHIEVE REQUIRED TEMPORARY TRAFFIC CONTROL AND SAFETY REQUIREMENTS. THIS PROJECT IS SUBJECT TO THE
FOLLOWING TYPICAL APPLICATIONS UNLESS DIRECTED OTHERWISE BY THE DELDOT DISTRICT SAFETY OFFICER:

OTTS CHAPEL ROAD
TA-1 -  (WORK BEYOND THE SHOULDER > 10 FEET FROM THE EDGE OF THE TRAVELED WAY)
TA-3A -  (WORK ON THE SHOULDER OF A MULTI-LANE, DIVIDED HIGHWAY)
TA-21A -  (TURN LANE CLOSURE ON THE NEAR SIDE OF AN INTERSECTION)
TA-23 -  (RIGHT-HAND LANE CLOSURE ON THE FAR SIDE OF AN INTERSECTION)
TA-33 -  (STATIONARY LANE CLOSURE ON A MULTI-LANE, DIVIDED HIGHWAY)

ELKTON ROAD
TA-1 -  (WORK BEYOND THE SHOULDER > 10 FEET FROM THE EDGE OF THE TRAVELED WAY)
TA-3A -  (WORK ON THE SHOULDER OF A MULTI-LANE, DIVIDED HIGHWAY)

11. WITHIN THE MAINLINE WORK AREA, PERMANENT ADVANCE WARNING SIGNS WITH THE LEGENDS ROAD WORK AHEAD SHALL BE INSTALLED IN ADVANCE OF THE WORK AREA IN BOTH DIRECTIONS. AN
END ROAD WORK SIGN SHALL BE LOCATED 500 FEET DOWNSTREAM FROM THE WORK AREA IN EACH DIRECTION. ON INTERSECTING ROADWAYS WITHIN THE PROJECT LIMITS, A ROAD WORK AHEAD
SIGN SHALL BE PLACED AT A DISTANCE NOT LESS THAN 500 FEET IN ADVANCE OF THE WORK AREA AND AN END ROAD WORK SIGN SHALL BE PLACED ON THE OPPOSITE SIDE OF THE ROADWAY OF
THE ROAD WORK AHEAD SIGN. ALL PERMANENT ADVANCE WARNING SIGNS SHALL BE GROUND MOUNTED ON TWO APPROVED BREAKAWAY SIGN POSTS AND SHALL BE INSTALLED IN COMPLIANCE
WITH THE DE MUTCD. PERMANENT ADVANCE WARNING SIGNS SHALL BE MOUNTED AT A HEIGHT OF 7 FEET, MEASURED FROM THE NEAREST EDGE OF ROADWAY TO THE BOTTOM OF THE SIGN. THE
USE OF APPROVED SKID MOUNTED SIGN SUPPORTS IS NOT ALLOWED UNLESS THE CONTRACTOR CAN DEMONSTRATE THAT A UTILITY CONFLICT EXISTS, WHICH SHALL BE VERIFIED BY THE
DISTRICT SAFETY OFFICER; OR CONCRETE MEDIANS PREVENT THE INSTALLATION OF THE PERMANENT ADVANCE WARNING SIGNS IN THE APPROPRIATE LOCATION. ALL SIGN SUPPORTS SHALL BE
AS APPROVED IN THE MOST RECENT VERSION OF THE TEMPORARY TRAFFIC CONTROL DEVICES APL.

12. THE USE OF MILLINGS AND GRADED AGGREGATE BASE COURSE (GABC) IN THE TRAVEL WAY, TEMPORARY TRAVEL WAY, HIGH VOLUME ENTRANCES AND ACCESS RAMP FOR THE PURPOSE OF
PROVIDING A TEMPORARY ROADWAY SURFACE, POTHOLE REPAIR, TAPERED EDGE FOR UTILITIES, BUTT JOINTS, AND LONGITUDINAL DROP-OFFS (MILLING AND PAVING OPERATIONS) IS PROHIBITED
UNLESS IT IS OTHERWISE DESIGNATED TO BE USED IN THE CONTRACT PLANS. USE COLD PATCH, BITUMINOUS CONCRETE, BITUMINOUS CONCRETE WEDGE, OR TAPER MILL, AS NOTED IN THE
CONTRACT DOCUMENTS OR APPROVED BY THE ENGINEER.

MILLINGS OR GABC SHALL BE USED AT THE FOLLOWING LOCATIONS WHERE ACCESS TO A BUSINESS, RESIDENCE, OR EDGE DROP OFF NEEDS TO BE MAINTAINED UNLESS OTHERWISE NOTED IN THE
PLANS OR DIRECTED BY THE ENGINEER TO USE BITUMINOUS CONCRETE OR COLD PATCH. ALL MILLINGS AND GABC WILL BE ROLLED AND COMPACTED TO HELP PREVENT THE MATERIAL FROM
UNRAVELLING:

12.1. DRIVEWAYS
12.2. ENTRANCES
12.3. LOW VOLUME ACCESS RAMPS (IDENTIFIED IN THE CONTRACT DOCUMENTS)
12.4. EDGE DROP-OFFS ADJACENT TO LIVE ROADWAY (LANES AND SHOULDER) AND THE PROPOSED ROAD CONSTRUCTION
12.5. EDGE OF ROADWAY DROP-OFF

THE BASE COURSE MATERIAL SHALL BE PLACED AT NO GREATER THAN THE SLOPE SPECIFIED IN THE DE MUTCD, TABLE 6G-1 AND SHALL BE COMPACTED.

VERTICAL DIFFERENCES SHALL BE CORRECTED IN ACCORDANCE WITH THE DE MUTCD, TABLE 6G-1.

13. ACCEPTABLE MATERIALS FOR TEMPORARY PEDESTRIAN PATHS SHALL BE AS DEFINED IN STANDARD CONSTRUCTION DETAIL M-13. TYPE 2 TEMPORARY SIDEWALKS (PLYWOOD WALKWAY
STRUCTURES) SHALL BE CONSTRUCTED IN ACCORDANCE WITH STANDARD CONSTRUCTION DETAIL M-13. TEMPORARY PEDESTRIAN PATHS SHALL BE DETECTABLE AS DEFINED IN SECTION 6F.73 OF
THE DE MUTCD.

14. CLOSURES OF TRAVEL LANES AND TURN LANES WITHIN THE PROJECT LIMITS SHALL OCCUR IN ACCORDANCE WITH THE ALLOWABLE LANE CLOSURE HOURS MATRIX SHOWN IN THE PLANS. THE
PROJECT IS SUBJECT TO ADDITIONAL RESTRICTIONS IN ACCORDANCE WITH SECTION 801.3.5 OF THE STANDARD SPECIFICATIONS.

15. THE CONTRACTOR SHALL ADD THE BICYCLE IN LANE (W11-1-DE) SIGN TO THE TYPICAL APPLICATION SIGNING STACK DURING CONSTRUCTION ACTIVITIES THAT RESTRICT USE OF THE EXISTING
SHOULDER/BIKE LANE. WHEN USED, THE SIGN SHALL HAVE A BLACK LEGEND ON A RETROREFLECTIVE FLUORESCENT ORANGE BACKGROUND.

16. CONSTRUCTION ACTIVITIES THAT IMPACT TRAFFIC SIGNAL OPERATION SHALL FOLLOW THE TEMPORARY TRAFFIC CONTROL WITHIN INTERSECTIONS MEMO DATED MAY 17, 2022 (SEE
WWW.MUTCD.DELDOT.GOV).

17. ADDITIONAL LANE RESTRICTIONS WILL BE ENFORCED BY THE ENGINEER, IN CONSULTATION WITH THE DISTRICT SAFETY OFFICER, TO ACCOMMODATE PERMITTED PLANNED SPECIAL EVENTS
THROUGH THE WORK ZONE. KNOWN EVENTS THAT COULD IMPACT THIS PROJECT INCLUDE UNIVERSITY OF DELAWARE HOME FOOTBALL GAME WEEKENDS, MOVE-IN WEEKEND, AND GRADUATION
WEEKEND; CITY OF NEWARK WINE + DINE NIGHT DOWNTOWN, A NEW FOOD NIGHT, FOOD AND BREW FESTIVAL, A TASTE OF NEWARK, AND WINTERFEST. THE ENGINEER WILL NOTIFY THE
CONTRACTOR OF ADDITIONAL LANE RESTRICTIONS TWO WEEKS PRIOR TO THE START OF THE RESTRICTION.

DELDOT ISSUED 12/08/22

DELDOT  GENERAL  NOTES:
1. ALL ENTRANCES SHALL CONFORM TO THE DELAWARE DEPARTMENT OF TRANSPORTATION'S (DELDOT'S) CURRENT DEVELOPMENT COORDINATION MANUAL AND SHALL BE SUBJECT TO ITS

APPROVAL.

2. AS OF THE ISSUANCE OF THE NOTICE TO PROCEED (NTP) ALL MATERIALS AND WORKMANSHIP WITHIN THE STATE OF DELAWARE RIGHT-OF-WAY SHALL BE IN ACCORDANCE WITH CURRENT STATE
OF DELAWARE DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, SUPPLEMENTAL SPECIFICATIONS, STANDARD CONSTRUCTION DETAILS,
SPECIAL PROVISIONS, PAS MANUAL AND DESIGN GUIDANCE MEMORANDUMS.

3. ALL DISTURBED AREAS WITHIN THE STATE RIGHT-OF-WAY, BUT NOT IN THE PAVEMENT, SHALL BE TOP-SOILED (6” MINIMUM), FERTILIZED, SEEDED AND MULCHED. IF SOD IS USED NEXT TO SIDEWALK
OR SHARED-USE PATH, CONTRACTOR SHALL GRADE TOPSOIL ADJACENT TO THE SIDEWALK OR SHARED-USE PATH PRIOR TO PLACEMENT OF SOD TO ENSURE THAT SOD IS PLACED FLUSH OR JUST
BELOW EDGE OF SIDEWALK OR SHARED-USE PATH TO AVOID WATER PONDING ON THE SIDEWALK OR SHARED-USE PATH.

4. A 72-HOUR (MINIMUM) NOTICE SHALL BE GIVEN TO THE DELDOT DISTRICT PERMIT SUPERVISOR PRIOR TO STARTING ENTRANCE CONSTRUCTION.

5. MISS UTILITY OF DELAWARE SHALL BE NOTIFIED THREE (3) CONSECUTIVE WORKING DAYS PRIOR TO EXCAVATION, AT 1-800-282-8555.

6. THE DEVELOPER SHALL BE REQUIRED TO FURNISH AND PLACE RIGHT-OF-WAY MONUMENTS IN ACCORDANCE WITH DELDOT'S DEVELOPMENT COORDINATION MANUAL.

7. AT THE DISCRETION OF THE PUBLIC WORKS INSPECTOR, ANY DAMAGED, NON-COMPLIANT OR MISSING CURB OR SIDEWALK FOUND ON SITE WILL NEED TO BE REPAIRED OR REPLACED TO MEET
CURRENT DELDOT STANDARDS.

8. AS OF THE ISSUANCE OF THE NOTICE TO PROCEED (NTP), ALL SIGNING, STRIPING, AND MAINTENANCE OF TRAFFIC IS THE CONTRACTOR'S RESPONSIBILITY AND SHALL FOLLOW THE GUIDELINES
SHOWN IN THE DELAWARE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (DELAWARE MUTCD) FOR STREETS AND HIGHWAYS. THE DEVELOPER OR PROPERTY OWNERS SHALL BE RESPONSIBLE
FOR MAINTENANCE OF ALL SIGNS INSTALLED AS PART OF THIS PROJECT.

9. PLAN LOCATION AND DIMENSIONS SHALL BE STRICTLY ADHERED TO UNLESS OTHERWISE DIRECTED BY THE DELDOT INSPECTOR.

10. A COPY OF THE-UP-TO DATE APPROVED CONSTRUCTION DOCUMENTS AND DELDOT APPROVAL LETTERS SHALL BE MAINTAINED ON THE PROJECT SITE AT ALL TIMES AND BE AVAILABLE FOR
INSPECTION BY DELDOT PERSONNEL.

11. EXISTING UTILITIES ARE SHOWN IN ACCORDANCE WITH THE BEST AVAILABLE INFORMATION. COMPLETENESS OR CORRECTNESS THEREOF IS NOT GUARANTEED. IT SHALL BE THE CONTRACTOR'S
RESPONSIBILITY TO CONTACT THE UTILITY COMPANIES INVOLVED IN ORDER TO SECURE THE MOST ACCURATE INFORMATION AVAILABLE AS TO UTILITY LOCATION AND ELEVATION. NO
CONSTRUCTION AROUND OR ADJACENT TO UTILITIES SHALL BEGIN WITHOUT NOTIFYING THEIR OWNERS AT LEAST 48-HOURS IN ADVANCE. THE CONTRACTOR SHALL TAKE THE NECESSARY
PRECAUTIONS TO PROTECT THE EXISTING UTILITIES AND MAINTAIN UNINTERRUPTED SERVICE AND ANY DAMAGE DONE TO THEM DUE TO HIS/HER NEGLIGENCE SHALL BE IMMEDIATELY AND
COMPLETELY REPAIRED AT THE CONTRACTOR'S EXPENSE. TO LOCATE EXISTING UTILITIES IN THE FIELD PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL CONTACT MISS UTILITY OF DELAWARE
(SEE NOTE #5).

12. SHOULD UTILITY RELOCATION BE REQUIRED, THE DEVELOPER MUST SUBMIT A UTILITY RELOCATION PLAN FOR DELDOT REVIEW, ALONG WITH CORRESPONDENCE FROM THE UTILITY COMPANIES
STATING PRELIMINARY APPROVAL TO THE RELOCATION AND DESIGN OF THE UTILITIES PRIOR TO THE DELDOT PRE-CONSTRUCTION MEETING. NO PHYSICAL CONSTRUCTION CAN OCCUR UNTIL THE
UTILITY PLANS ARE APPROVED, THE INDIVIDUAL UTILITY COMPANIES ISSUE FINAL APPROVAL, AND A DELDOT UTILITY PERMIT IS ISSUED TO THE UTILITY COMPANY.

13. UPON COMPLETION OF THE CONSTRUCTION OF THE SIDEWALK OR SHARED-USE PATH ACROSS THIS PROJECT'S FRONTAGE AND PHYSICAL CONNECTION TO ADJACENT EXISTING FACILITIES, THE
DEVELOPER, THE PROPERTY OWNERS OR BOTH ASSOCIATED WITH THIS PROJECT, SHALL BE RESPONSIBLE TO REMOVE ANY EXISTING ROAD TIE-IN CONNECTIONS LOCATED ALONG ADJACENT
PROPERTIES, AND RESTORE THE AREA TO GRASS. THESE DISTURBED AREAS SHALL BE TOP-SOILED (6” MINIMUM), FERTILIZED, SEEDED AND MULCHED. SUCH ACTIONS SHALL BE COMPLETED AT
DELDOT'S DISCRETION, AND IN CONFORMANCE WITH THE DEVELOPMENT COORDINATION MANUAL.

14. DELDOT WILL NOT PROVIDE THE RESPECTIVE LOCAL LAND USE AGENCY WITH A 'NO OBJECTION TO THE ISSUANCE OF THE CERTIFICATE OF OCCUPANCY NOTICE' UNTIL THE ENTRANCE(S) ARE
COMPLETED TO THE SATISFACTION OF THE DEPARTMENT.

15. DESIGN, FABRICATION AND INSTALLATION OF ALL PERMANENT SIGNING SHALL BE AS OUTLINED IN THE LATEST VERSION OF THE DELAWARE MUTCD.

16. DESIGN AND INSTALLATION OF ALL PAVEMENT MARKINGS AND STRIPING SHALL BE AS OUTLINED IN THE LATEST VERSION OF THE DELAWARE MUTCD. FOR FINAL PERMANENT PAVEMENT MARKINGS:
16.a. EPOXY RESIN PAINT SHALL BE REQUIRED FOR LONG LINE STRIPING.
16.b. THERMO PLASTIC (EXTRUDED OR PREFORMED MATERIAL) WILL BE REQUIRED ON ASPHALT SURFACES, FOR SHORT LINE STRIPING, I.E. SYMBOLS/LEGENDS.
16.c. PERMANENT PAVEMENT MARKING TAPE (PER DELDOT'S APPROVED MATERIALS LIST) WILL BE REQUIRED ON CONCRETE SURFACES, FOR SHORT LINE STRIPING, I.E. SYMBOLS/LEGENDS.

17. REMOVAL OF PAVEMENT MARKING PAINT OR TAPE SHALL COMPLY WITH SECTION 5.11.2 OF THE DEVELOPMENT COORDINATION MANUAL.

18. BREAKAWAY POSTS SHALL BE USED WHEN INSTALLING ALL SIGNS. REFERENCE DELDOT'S STANDARD CONSTRUCTION DETAILS, SECTION VIII - TRAFFIC, T-15.

19. INCLUDE ALL THAT APPLY:
19.a. THE ENDS OF ALL CURBS SHALL BE TRANSITIONED TO BE FLUSH WITH THE PAVEMENT AT A RATIO OF TWELVE TO ONE (12:1).
19.b. ALL APPROACH AND EXIT ENDS OF MEDIAN ISLAND AND CURB SHALL ALSO BE TRANSITIONED FLUSH WITH THE PAVEMENT AT A RATIO OF TWELVE TO ONE (12:1).

20. ALL FIXED OBJECTS ARE TO BE A MINIMUM OF 10-FEET FROM THE EDGE OF TRAVEL LANE AND 5-FEET FROM THE EDGE OF PAVEMENT. REFERENCE SECTION 5.5.5 OF THE DEVELOPMENT
COORDINATION MANUAL. ANY FIXED OBJECT THAT DOES NOT MEET THIS REQUIREMENT SHALL BE RELOCATED.

21. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ENSURE THAT ALL PAVING WITHIN THE STATE OF DELAWARE RIGHT-OF-WAY IS INSTALLED TO THE ELEVATIONS SHOWN AND NO PONDING OF WATER
EXISTS AFTER PAVING IS COMPLETE.

22. ALL STORM DRAIN PIPING DESIGNATED AS REINFORCED CONCRETE PIPE IS TO BE REINFORCED CONCRETE PIPE, MEETING AASHTO M-170 SPECIFICATIONS. SEE PLANS FOR SPECIFIC CLASS OF
PIPE.

23. ALL PROPOSED CLOSED STORMDRAIN SYSTEMS SHALL BE VIDEO INSPECTED, REPAIRED AS NECESSARY AND APPROVED PRIOR TO THE INSTALLATION OF FINAL PAVING. IF REPAIRS ARE NEEDED,
THE REPAIRED PIPE SECTIONS WILL NEED TO BE VIDEO INSPECTED AGAIN BEFORE THE REPAIR CAN BE APPROVED.

24. THE DEVELOPER AND EXISTING/FUTURE OWNER OF NON-STATE-MAINTAINED ROADWAYS SHALL ENSURE THAT THE TRAFFIC CONTROL DEVICES ON SAID ROADWAYS OPEN TO PUBLIC TRAVEL ARE
IN COMPLIANCE WITH THE LATEST VERSION OF THE DELAWARE MUTCD.

25. ALL SUBGRADE SHALL BE COMPACTED TO 95% OF THE MAXIMUM STANDARD T-99 DRY DENSITY.

26. THE CONTRACTOR SHALL NOTIFY DART FIRST STATE AT DOT_DETOURS@DELAWARE.GOV AT LEAST 14 DAYS PRIOR TO THE START OF ANY DETOURS OR CONSTRUCTION, AND
DOT_DTC_PROJECTDEVELEOPMENT@DELAWARE.GOV AT SUCH TIME THE FACILITY IS COMPLETED AND OPERABLE FOR TRANSIT OPERATIONS. FOR EMERGENCY DETOUR INFORMATION ONLY
PLEASE CONTACT DTC'S CHIEF SCHEDULER AT 302-576-6019.

27. FOR INFORMATION ON OBTAINING A UTILITY PERMIT IN NEW CASTLE COUNTY CONTACT M&O-CANAL DISTRICT-PUBLIC WORKS AT (302) 326-4679.

28. FOR INFORMATION ON GETTING APPROVAL FOR PROPOSED OUTDOOR ADVERTISING IN NEW CASTLE COUNTY CONTACT M&O-CANAL DISTRICT-OUTDOOR ADVERTISING/ROADSIDE CONTROL AT
(302) 326-4688.

29. A LEVEL II CONSTRUCTION AGREEMENT IS REQUIRED FOR THIS SITE.

DELDOT ISSUED 03/14/22
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DEMOLITION  CONSTRUCTION  NOTES
C-PR-DEMO-C-NOTES.DWG

R-1 DEMOLISH THE EXISTING BUILDING & ASSOCIATED IMPERVIOUS / UTILITIES IN ACCORDANCE WITH ALL CITY OF NEWARK
PERMIT SPECIFICATIONS AND REQUIREMENTS.  CONTACT DP&L TO REMOVE ALL EXISTING ELECTRIC FACILITIES.

R-2 REMOVE EXISTING CONCRETE / BITUMINOUS PAVEMENT (TYP.).
R-3 REMOVE EXISTING TREE LINE.  SEE SHEET, C-201 FOR PROPOSED TREE LINE.
R-4 REMOVE EXISTING BIN WALL / RETAINING WALL (TYP.).
R-5 REMOVE EXISTING FENCE (TYP.).
R-6 REMOVE EXISTING SEPTIC SYSTEM IN ACCORDANCE WITH ALL CITY OF NEWARK PERMIT SPECIFICATIONS & REQUIREMENTS.

THE EXISTING ON-SITE SEPTIC SHALL BE ABANDONED BY A CLASS E LICENSED CONTRACTOR AND IN ACCORDANCE WITH
DNREC REGULATIONS GOVERNING THE DESIGN, INSTILLATION, AND OPERATION OF ON-SITE WASTEWATER TREATMENTS
AND DISPOSAL SYSTEMS.

R-7 REMOVE EXISTING GRAVEL (TYP.) .
R-8 REMOVE A PORTION OF EXISTING GUARDRAIL ALONG ELKTON ROAD & OTTS CHAPEL ROAD IN ACCORDANCE WITH DELDOT

REQUIREMENTS AND SPECIFICATIONS.  SEE SHEET, C-201 FOR GUARDRAIL TO REMAIN.
R-9 REMOVE EXISTING CONCRETE PAD (TYP.).
R-10 REMOVE UTILITY POLE AND RELOCATE PER SITE PLAN (TYP.).
R-11 CONTRACTOR TO REMOVE EXISTING SIGN & FOUNDATIONS (TYP.).
R-12 DEMOLISH & REMOVE EXISTING SHED / TRAILER (TYP.).
R-13 REMOVE EXISTING CURB (TYP.).
R-14 REMOVE EXISTING BOLLARD (TYP.).
R-15 REMOVE EXISTING CONCRETE MEDIAN AS NECESSARY FOR PROPOSED TURNING LANE.
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GENERAL  CONSTRUCTION  NOTES
C-PR-SITE-C-NOTES.DWG

G-1 INSTALL 6" UPRIGHT P.C.C. CURB (DELDOT - TYPE 1-6).  SEE DELDOT STANDARD DETAIL NO. C-1, LATEST EDITION.
G-2 TAPER CURB DOWN AT 12:1 SLOPE TO MEET EXISTING / PROPOSED GRADE.
G-3 INSTALL FULL DEPTH PAVEMENT IN LOCATIONS SHOWN.  SEE DETAIL, SHEET C-901.
G-4 INSTALL REINFORCED CONCRETE PAVEMENT AT BUILDING ENTRANCES, WALK AREAS, AND PARKING SPACES AROUND

BUILDING AS SHOWN.  MINIMUM THICKNESS OF WALK AREAS TO BE 4" AND MINIMUM THICKNESS OF PARKING SPACES TO
BE 6".

G-5 INSTALL GASOLINE / DIESEL PUMP CANOPY WITH CONCRETE PAD.  CONCRETE PAD TO BE REINFORCED CONCRETE WITH A
MINIMUM THICKNESS OF 6".

G-6 INSTALL REINFORCED CONCRETE PAD FOR FUEL TANK FIELD AS SHOWN.  MINIMUM THICKNESS OF CONCRETE PAD TO BE
8".

G-7 INSTALL DUMPSTER ENCLOSURE WITH GATES AND CONCRETE SLAB.  CONCRETE PAD TO BE REINFORCED CONCRETE
WITH A MINIMUM THICKNESS OF 8".

G-8 INSTALL FREE AIR STATION WITH 3' x 3' CONCRETE PAD.
G-9 INSTALL GASOLINE VENT STACK PIPES.
G-10 INSTALL BIKE RACKS, SEE SHEET C-901 FOR DETAIL.
G-11 INSTALL PYLON SIGN.
G-12 INSTALL TYPE 1 OR 2 ADA COMPLIANT CURB RAMP (12:1) MAX. SLOPE) WITH TRUNCATED DOMES PER DELDOT

SPECIFICATIONS AND REQUIREMENTS, SEE DELDOT STANDARD CONSTRUCTION DETAILS C-2.
G-13 PROPOSED LOCATION OF OVERHEAD LIGHT POLE.  CONTRACTOR TO COORDINATE WITH THE UTILITY COMPANY AND

OWNER.

STRIPING  &  SIGNAGE  CONSTRUCTION  NOTES
C-PR-STRIPING-C-NOTES.DWG

T-1 PROPOSED THERMO WHITE STOP BAR - 16" WIDE PLACED 4' BEHIND PEDESTRIAN CROSSWALK.  IN ACCORDANCE WITH THE
LATEST "DE MUTCD".

T-2 PROPOSED THERMO "PIANO KEY" PEDESTRIAN CROSSWALK - 24" WIDE WHITE LINES WITH 24" SPACING.  IN ACCORDANCE
WITH THE LATEST "DE MUTCD".

T-3 PROPOSED PAINTED STRIPING - 4" SOLID WHITE LINE.
T-4 PROPOSED PAINTED STRIPING - WHITE STRIPED HASH AREA (45° HATCHED AREA).
T-5 PROPOSED PAINTED STRIPING - 4" SOLID BLUE LINE FOR HANDICAP DEMARCATION.
T-6 PROPOSED PAINTED HANDICAP SYMBOL - BLUE. SEE DETAIL, SHEET C-901.
T-7 PROPOSED PAINTED HANDICAP BLUE STRIPED HASH AREA (45° HATCHED AREA).
T-8 PROPOSED HANDICAP SIGNAGE WITH PROTECTIVE BOLLARD. SEE DETAIL, SHEET C-901.
T-9 INSTALL "STOP" SIGN (R1-1) SIZE 36" x 36" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO DELDOT STANDARD

DETAIL T-15 FOR MORE INFORMATION.
T-10 INSTALL "RIGHT TURN ONLY" SIGN (R3-5) SIZE 30" x 36" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO DELDOT

STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-11 INSTALL "STOP" SIGN (SR1-16-DE) SIZE 24" x 24" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO DELDOT

STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-12 PROPOSED PAINTED "FIRE LANE" TEXT ON PAVEMENT.  WORD HEIGHT SHALL BE 10' IN HEIGHT AND 20' IN WIDTH.  DISTANCE

BETWEEN THE WORD "FIRE" AND "LANE" SHALL BE NO GREATER THAN 30'.
T-13 PROPOSED EPOXY RESIN STRIPING - 4" WIDE SOLID YELLOW FIRE LANE (TYP.).  IN ADDITION, FIRE LANE STRIPING REQUIRES

THAT CURB, WHEN PRESENT, IS ALSO PAINTED YELLOW IN ACCORDANCE WITH THE DSFPR.
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STORM  SEWER  CONSTRUCTION  NOTES
C-PR-U-SD-C-NOTES

D-1 INSTALL STORM DRAIN CATCH BASIN AT LOCATIONS SHOWN (TYP.).  SEE CATCH BASIN SCHEDULE, THIS SHEET, FOR TYPE,
SIZE, GRATE, AND INVERTS.

D-2 INSTALL STORM DRAIN PIPE AT LOCATIONS SHOWN (TYP.).  SEE PIPE SCHEDULE, THIS SHEET, FOR TYPE, SIZE, AND INVERTS.
D-3 INSTALL ROOF DRAIN PIPES AT LOCATIONS SHOWN (TYP.).  CONTRACTOR SHALL MAINTAIN A MINIMUM 1.00% SLOPE ON ALL

PIPES.  SEE ROOF DRAIN PIPE SCHEDULE.  PIPES CONNECTED DIRECTLY TO DOWNSPOUTS SHALL BE MINIMUM 6" IN
DIAMETER.  CONNECT ROOF DOWNSPOUT TO ROOF DRAIN PIPING WITH APPROPRIATE SIZE PVC DOWNSPOUT ADAPTER.
SEE DETAIL, SHEET C-901.  INSTALL APPROPRIATE SIZE CLEANOUT ON ROOF DRAIN PIPING AS SHOWN.

D-4 INSTALL CURB OPENING PER DELDOT STANDARD C-4 AT LOCATIONS SHOWN (TYP.).
D-5 INSTALL FLARED END SECTION (TYP.).  SIZE AND MATERIAL SHALL MATCH CONNECTION PIPE.  SEE UTILITY SCHEDULE FOR

CORRESPONDING PIPE SIZE AND MATERIAL.
D-6 INSTALL PERSONNEL SAFETY GRATE FOR PIPE INLET.  REFER TO DELDOT STANDARD DETAIL D-3, SHEET 2 OF 2, FOR DETAIL.
D-7 INSTALL EMBEDDED STONE RIPRAP OUTLET PROTECTION PLACED ON TYPE GS-1 FABRIC (MIRAFI 140N OR EQUAL).  SEE 

EROSION SEDIMENT CONTROL DETAILS FOR SPECIFICATIONS.
D-8 INSTALL SWALE AT GRADES AS SHOWN ON THIS PLAN.
D-9 INSTALL SIDEWALK OPENING.  SEE DELDOT STANDARD CONSTRUCTION DETAIL C-5 FOR REFERENCE.

SANITARY  SEWER  CONSTRUCTION  NOTES
C-PR-U-SEWER-C-NOTES.DWG

S-1 INSTALL SANITARY SEWER MANHOLE WITH FRAME AND COVER AT THE INVERTS AND ELEVATIONS SHOWN HEREON (TYP.).
S-2 INSTALL PROPOSED MANHOLE NO. : 3A OVER THE EXISTING 4" SEWER FORCE MAIN AND REMOVE EXISTING SEWER MANHOLE

NO : 7 AND THE EXISTING SEWER FORCE MAIN BETWEEN THE MANHOLES.
S-3 RELOCATE THE EXISTING 4" SANITARY SEWER FORCE MAIN ALONG ELKTON ROAD.  INSTALL NEW 4" SDR 11 HDPE SANITARY

SEWER FORCE MAIN AT THE LOCATION SHOWN HEREON AND CONNECT TO PROPOSED MANHOLE NO. : 3A. (36" MINIMUM
COVER).

S-4 INSTALL 4" SDR 11 HDPE SANITARY SEWER FORCE MAIN AT LOCATIONS SHOWN HEREON. INSTALL DETECTION WIRE DUCT,
TAPED TO FORCE MAIN AND METALLIC DETECTABLE REINFORCED UNDERGROUND UTILITY MARKING TAPE, 12" TO 18" BELOW
FINISHED GRADE OR ROAD SURFACE.

S-5 INSTALL  4" PVC SDR 35 SANITARY SEWER LATERAL (2.0% MINIMUM SLOPE) WITH CLEANOUTS SHOWN AT THE LOCATIONS
HEREON.  SEE STANDARD LATERAL CLEANOUT DETAIL, SHEET C-902.  SEE BUILDING PLUMBING DRAWINGS FOR TIE-IN AT
BUILDING.

S-6 INSTALL 1,500 GALLON PRE-CAST GREASE INTERCEPTOR AT THE LOCATION SHOWN.  SEE DETAIL, SHEET C-902.
S-7 INSTALL E/ONE MODEL DH152-93 GRINDER PUMP STATION.  GRINDER PUMP INSTILLATION AND INSPECTION TO BE

COORDINATED WITH E/ONE.  E-ONE MUST PROVIDE A SUCCESSFUL START-UP REPORT TO THE OWNER.  INSTALL ALARM
PANEL AT THE BUILDING, NEAR ELECTRIC SERVICE DISCONNECT.  PROVIDE REMOTE SENTRY UNIT, LOCATED IN THE
MECHANICAL ROOM OF THE BUILDING.  SEE SHEET C-302 FOR ADDITIONAL INFORMATION AND DETAILS.

S-8 INSTALL "SEWER ONLY" WATER METER AND PIT AT LOCATION SHOWN IN ACCORDANCE WITH THE CITY OF NEWARK PUBLIC
WORKS STANDARDS AND SPECIFICATIONS.

DOMESTIC  WATER  SYSTEM  CONSTRUCTION  NOTES
C-PR-U-SEWER-C-NOTES.DWG

W-1 INSTALL 2" PVC, AWWA C900, PRESSURE CLASS 235, SDR 18 DOMESTIC WATER SERVICE (48" MIN. COVER).  SEE BUILDING
PLUMBING PLANS FOR ADDITIONAL INFORMATION.

W-2 INSTALL PIPE BENDS WITH THRUST BLOCKS.  SEE DETAIL, SHEET C-902.
W-3 INSTALL 2" WATER VALVE AT LOCATIONS SHOWN IN ACCORDANCE WITH SUEZ WATER STANDARDS AND SPECIFICATIONS.
W-4 INSTALL 8" x 8" x 8" TEE AND 6" D.I.P. CLASS 52 WATER MAIN FOR FIRE BACKFLOW PREVENTER.  INSTALL A FIRE LINE

BACKFLOW PREVENTER.
W-5 INSTALL 6" x 6" HYDRANT TEE, 6" VALVE DUCTILE IRON HYDRANT LEAD, AND FIRE HYDRANT AT LOCATIONS SHOWN HEREON

(1 REQUIRED).  SEE DETAIL, SHEET C-902. ALL VALVES TO BE RODDED BACK TO THE TEE, WHENEVER POSSIBLE
W-6 INSTALL 8" x 2" DECREASER AT LOCATION SHOWN.
W-7 CONNECT PROPOSED 8" PVC, AWWA C900, PRESSURE CLASS 235, SDR 18 WATER MAIN TO EXISTING WATER VALVE AT

LOCATIONS SHOWN IN ACCORDANCE WITH SUEZ WATER STANDARDS AND SPECIFICATIONS.
W-8 APPROXIMATE LOCATION OF DOMESTIC WATER SERVICE TO THE BUILDING.  SEE PLUMBING PLANS FOR ADDITIONAL DETAILS

AND INFORMATION.

.

N

NAD83 DSP GRID

UG-1
GAS  CONSTRUCTION  NOTES

2017-031-C-PR-Gas-C-Notes

INSTALL NEW GAS SERVICE LINE AT REAR OF BUILDING AS SHOWN.  CONTRACTOR SHALL COORDINATE WITH ARCHITECT AND
PROPANE SUPPLIER DURING INSTALLATION OF SERVICE LINE AND ASSOCIATED EQUIPMENT.

E-1 INSTALL NEW UNDERGROUND ELECTRIC SERVICE LINE IN (2) 4" CONDUITS FROM POWER POLE TO TRANSFORMER AS SHOWN.
CONTRACTOR SHALL COORDINATE WITH ARCHITECT AND CITY OF NEWARK FOR INSTALLATION AND SPECIFICATIONS OF
ELECTRIC SERVICE LINE AND EQUIPMENT.  CONTRACTOR SHALL MAINTAIN A MINIMUM 18" VERTICAL SEPARATION BETWEEN
ELECTRIC SERVICE LINE (AND CONDUIT) AND ALL OTHER UTILITY LINES.

E-2 INSTALL NEW 300KVA 480V TRANSFORMER ON CONCRETE PAD AT LOCATION SHOWN.  CT CABINET TO BE INSTALLED IN
TRANSFORMER. METER BOX TO BE INSTALLED ON A UNISTRUT STRUCTURE NEXT TO TRANSFORMER PAD. CONTRACTOR TO
PROVIDE METER PAN AND CONTRACTOR AT 1.5" PIPE TO TRANSFORMER. CONTRACTOR SHALL COORDINATE WITH ARCHITECT
AND CITY OF NEWARK FOR EXACT LOCATION, INSTALLATION AND SPECIFICATIONS OF TRANSFORMER. CITY OF NEWARK SHALL
BE RESPONSIBLE FOR INSTALLATION OF TRANSFORMER. SEE CITY OF NEWARK ELECTRIC SERVICE HANDBOOK DETAILS. - 3A,
8, 14, & 16.

E-3 INSTALL NEW UNDERGROUND ELECTRIC SERVICE LINE IN (2) 4" CONDUITS FROM NEW TRANSFORMER TO CONNECTION POINT
AT BUILDING AS SHOWN.  CONTRACTOR SHALL COORDINATE WITH ARCHITECT AND CITY OF NEWARK FOR INSTALLATION AND
SPECIFICATIONS OF ELECTRIC SERVICE LINE AND EQUIPMENT.  CONTRACTOR SHALL MAINTAIN A MINIMUM 18" VERTICAL
SEPARATION BETWEEN ELECTRIC SERVICE LINE (AND CONDUIT) AND ALL OTHER UTILITY LINES.

NOTES
EXTERIOR LIGHTING SHALL BE SHIELDED SO THAT IT IS DEFLECTED AWAY FROM ADJACENT PROPERTIES AND FROM 
PASSING MOTORISTS.

ELECTRIC  CONSTRUCTION  NOTES
2016-064-C-PR-Electric-C-Notes

GENERAL  UTILITY  NOTES :
1. ANY DAMAGE TO THE  CITY STORM SEWER, WATER, OR SANITARY SEWER INFRASTRUCTURE SHALL BE REPAIRED OR

REPLACED TO THE SATISFACTION OF THE PUBLIC WORKS AND WATER RESOURCES DIRECTOR.
2. ALL ON-SITE STORM SEWER AND SANITARY SEWER IS PRIVATE. ON-SITE MANHOLES SHALL NOT HAVE "NEWARK" ANYWHERE

ON THE LID.
3. THE DEVELOPER SHALL PAINT ALL EXISTING AND PROPOSED FIRE HYDRANTS ASSOCIATED WITH THIS PROJECT TO REFLECT

THE FLOW CAPACITY AND APPLY 2-INCH REFLECTIVE TAPE IN ACCORDANCE WITH THE STATE FIRE CODE.
7. SPRINKLERS ARE REQUIRED IN ALL UNITS AND ALL FIRE PROTECTION SYSTEMS SHALL BE SUBMITTED TO THE CITY OF

NEWARK FIRE MARSHAL'S OFFICE FOR REVIEW AND PERMITTING PRIOR TO ISSUANCE OF BUILDING PERMIT.
8. WATER METER(S) SHALL BE LOCATED IN A METER PIT IN ACCORDANCE WITH THE LATEST CITY OF NEWARK WATER AND

WASTEWATER STANDARDS AND SPECIFICATIONS.
9. THE DEVELOPER SHALL PAY FEES ASSOCIATED WITH THE NEW WATER METERS PRIOR TO ISSUANCE OF A BUILDING PERMIT.
8. ALL WATER VALVES SHALL BE MUELLER UNLESS OTHERWISE APPROVED BY THE CITY OF NEWARK PUBLIC WORKS AND WATER

RESOURCES DEPARTMENT.
9. ANY SANITARY SEWER LATERALS PROPOSED TO BE REUSED SHALL BE VISUALLY INSPECTED (TELEVISED) BY THE DEVELOPER

AND APPROVED FOR RE-USE BY THE PUBLIC WORKS AND WASTE WATER RESOURCES DEPARTMENT.  CONTACT SHAWN
GEALY, WATER AND WASTEWATER INSPECTOR, AT (302) 229-1396 A MINIMUM OF 48 HOURS IN ADVANCE OF THE CCTV WORK
AND PROVIDE A DIGITAL COPY TO THE PUBLIC WORKS AND WATER RESOURCES DEPARTMENT.

FIRE SITE PLAN

No. 16378
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CATCH  BASIN  SCHEDULE
CB NO.

1A

INLET  BOX

34" X 24"

COVER  SLAB

N/A

TOP  UNIT

TYPE C

FRAME/GRATE

TYPE 1

GRATE  EL.

103.83'

INV. IN
101.06' (SD-2A)

INV. OUT
101.06' (SD-1A)

SANITARY  SEWER  MANHOLE  SCHEDULE
MH  NO.

1

2

3

RIM  EL.

101.90'

104.44'

104.91'

DIA.

48"

48"

48"

DEPTH

3.69'

6.93'

7.97'

INV. IN
98.21' (SS-1A)

97.51' (SS-2A)

96.94' (SS-3A)

INV. OUT
98.21' (SS-2A)

97.51' (SS-3A)

96.94' (SS-4A)STORM  DRAIN  PIPE  SCHEDULE
PIPE  NO.

SD-1A

SD-2A

SD-3A

SIZE
18"

18"

18"

PIPE  TYPE
RCP

RCP

RCP

PIPE CLASS
CLASS V

CLASS V

CLASS V

LENGTH
66'

14'

75'

SLOPE
0.25%

2.41%

0.66%

INV. IN
101.06'

101.39'

101.50'

INV. OUT
100.90'

101.06'

101.00'

CATCH  BASIN  SCHEDULE
CB NO.

EX. CB.

INLET  BOX

34" X 24"

COVER  SLAB

N/A

TOP  UNIT

TYPE A

FRAME/GRATE

TYPE 1

GRATE  EL.

103.00'

INV. IN INV. OUT
100.16' (SD-1Z)

STORM  DRAIN  PIPE  SCHEDULE
PIPE  NO.

SD-1Z

SIZE
15"

PIPE  TYPE
RCP

PIPE CLASS
CLASS IV

LENGTH
116'

SLOPE
0.25%

INV. IN
100.16'

INV. OUT
99.87'

SANITARY  SEWER  PIPE  SCHEDULE
PIPE  NO.

SS-1A

SS-2A

SS-3A
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SEDIMENT AND
STORMWATER
MANAGEMENT
PLANS:
COVER SHEET AND
GENERAL NOTES

CONVENIENCE STORE WITH GAS

PENCADER  HUNDRED
CHRISTINA  RIVER  WATERSHED

TAX  PARCEL:  1805400090
NEWARK  /  NEW CASTLE COUNTY, DE

SEDIMENT  & STORMWATER  MANAGEMENT  PLANS

EROSION  &  SEDIMENT  CONTROL  NOTES:
1. NCC SHALL BE NOTIFIED IN WRITING 5 DAYS PRIOR TO COMMENCING CONSTRUCTION.  FAILURE TO DO SO CONSTITUTES A

VIOLATION OF THE APPROVED SEDIMENT & STORMWATER MANAGEMENT PLAN.

2. A PRE-CONSTRUCTION MEETING (UNLESS WAIVED BY NEW CASTLE COUNTY) MUST BE HELD PRIOR TO COMMENCING
CONSTRUCTION.  CONTACT NEW CASTLE COUNTY DEPARTMENT OF LAND USE VIA EMAIL: PERMITS@NCCDE.ORG TO SCHEDULE
MEETING.  FAILURE TO DO SO CONSTITUTES A VIOLATION OF THE APPROVED SEDIMENT & STORMWATER MANAGEMENT PLAN.

3. DNREC & NEW CASTLE COUNTY (NCC) PERSONNEL SHALL HAVE THE RIGHT TO CONDUCT ON-SITE INSPECTIONS OF LAND
DISTURBING ACTIVITIES.

4. ALL PRE-CONSTRUCTION CONTROLS MUST BE INSTALLED, STABILIZED, INSPECTED BY NCC PRIOR TO BULK GRADING, BUILDING
PERMIT ISSUANCE, OR ANY UTILITY INSTALLATION ON NON-RESIDENTIAL PROJECTS.  PRIOR TO THIS PRE-BULK INSPECTION NO
DISTURBANCE MAY OCCUR ON-SITE OTHER THAN TO THOSE AREAS NECESSARY TO ESTABLISH THE PRE-CONSTRUCTION EROSION
& SEDIMENT CONTROLS.  INSTALL THE PRE-CONSTRUCTION CONTROLS PURSUANT TO THIS PLAN.  ALL PERIMETER SEDIMENT
CONTROLS, INCLUDING SOIL STOCKPILES, SHALL BE VEGETATIVELY STABILIZED.

5. BULK GRADING OF ROADWAYS, INDIVIDUAL LOTS, SEWER & STORM UTILITY INSTALLATION MUST BE COMPLETED, INSPECTED, &
APPROVED PRIOR TO ANY BUILDING PERMIT ISSUANCE, WITH THE EXCEPTION OF MODEL HOMES.  PRIOR TO SCHEDULING THE
POST-BULK INSPECTION, THE SITE MUST BE COMPLETELY STABILIZED & FULLY COMPLIANT WITH THE LATEST APPROVED
SEDIMENT & STORMWATER MANAGEMENT PLAN.

6. NCC SHALL RELEASE (AFTER APPROVAL OF THE POST-BULK INSPECTION) BUILDING PERMITS FOR THOSE LOTS WHICH ARE NOT
CONSTRAINED BY ANY TEMPORARY SEDIMENT CONTROL PRACTICES (WHICH PERFORM A PAGE 8 NECESSARY FUNCTION FOR A
PARTICULAR PHASE OF CONSTRUCTION) AND ON LOT EROSION AND SEDIMENT CONTROLS HAVE BEEN ESTABLISHED.

7. AFTER THE POST-BULK INSPECTION, ADDITIONAL EROSION AND SEDIMENT CONTROLS WILL BE REQUIRED ON INDIVIDUAL LOTS
UNDER CONSTRUCTION IN ORDER TO PREVENT SEDIMENT FROM ACCUMULATING ON ANY STREETS, IN STORM SEWERS OR
DEVELOPED LOTS.  THESE SHALL INCLUDE SILT FENCE AND STABILIZED CONSTRUCTION ENTRANCES FOR THOSE LOTS UNDER
CONSTRUCTION AND ANY ADDITION CONTROLS AS DEEMED NECESSARY BY THE CCR OR NCC E&S INSPECTOR.

8. UNLESS OTHERWISE AUTHORIZED BY NCC, ALL WORK MUST BE DONE IN ACCORDANCE WITH THE LATEST APPROVED SEDIMENT
AND STORMWATER MANAGEMENT PLAN.  IF THE APPROVED PLAN NEEDS TO BE MODIFIED, ADDITIONAL SEDIMENT AND
STORMWATER MANAGEMENT PRACTICES MAY BE REQUIRED AS DEEMED NECESSARY BY THE NEW CASTLE COUNTY DEPARTMENT
OF LAND USE.  IF NCC DETERMINES THE APPROVED PLAN TO BE DEFICIENT, THAT PLAN WILL BE VOIDED, THE SITE ISSUED A STOP
WORK ORDER & THE SUBMISSION OF A REVISED PLAN WILL BE REQUIRED FOR REVIEW AND APPROVAL BY NCC.

9. THE CCR IS RESPONSIBLE FOR INSPECTING THE CONSTRUCTION OF ANY PERMANENT STORMWATER MANAGEMENT FACILITY &
SUBMITTING AN APPROPRIATE INSPECTION CHECKLIST, SIGNED BY A P.E., FOR CERTIFICATION OF THAT WORK.  IF THE SEQUENCE
OF CONSTRUCTION CALLS FOR A PERMANENT STORMWATER MANAGEMENT FACILITY TO BE INSTALLED AS AN ELEMENT OF THE
PERIMETER CONTROLS, THAT CHECKLIST & STORMWATER AS-BUILT WILL BE REQUIRED PRIOR TO BUILDING PERMIT ISSUANCE.

10. ALL INSPECTION REPORTS FROM BOTH THE CCR AND THE COUNTY ENGINEER/INSPECTOR SHALL BE ELECTRONICALLY SUBMITTED
WEEKLY TO ALL PARTIES INCLUDED ON THE CONSTRUCTION INFORMATION SHEET.  THESE REPORTS SHALL INCLUDE A DATE BY
WHICH ALL DEFICIENCIES MUST BE RESOLVED.  FAILURE TO RESOLVE THE DEFICIENCIES INDICATED ON THE INSPECTION REPORT
BY THE GIVEN DATE MAY RESULT IN ENFORCEMENT ACTION CONSIDERED APPROPRIATE BY THE DEPARTMENT.

11. THE CCR & NCC ENGINEER/E&S INSPECTOR MUST BE NOTIFIED 48 HOURS PRIOR TO ALL ELEMENTS OF SITE WORK WHICH REQUIRE
INSPECTION.  FAILURE TO PROVIDE THE APPROPRIATE NOTIFICATION MAY RESULT IN THE CONTRACTOR EXCAVATING SUFFICIENT
MATERIAL TO VERIFY CONSTRUCTION IN ACCORDANCE WITH THE APPROVED SEDIMENT & STORMWATER MANAGEMENT PLAN.
SHOULD ANY PART OF A STORMWATER MANAGEMENT BASIN EMBANKMENT NEED TO BE EXCAVATED THE ENTIRE EMBANKMENT
MUST BE RECONSTRUCTED (IF APPLICABLE).

12. LIMITS OF DISTURBANCE MUST BE DELINEATED IN THE FIELD.  THE LIMITS OF DISTURBANCE SHALL BE CLEARLY DEFINED AT ALL
TIMES DURING CONSTRUCTION. (BREAK DOWN PER PHASE(S), IF APPLICABLE).

13. EROSION & SEDIMENT CONTROL MEASURES SHALL BE INSPECTED PERIODICALLY & AFTER EACH RAINFALL.  MAINTENANCE MUST
BE PERFORMED AFTER EACH INSPECTION AS NECESSARY.  ANY ERODED AREAS SHALL BE STABILIZED & ANY ACCUMULATED
SEDIMENT SHALL BE REMOVED & DISPOSED OF ACCORDING TO PLAN.

14. AT ANY TIME A DEWATERING OPERATION IS USED, IT SHALL BE PREVIOUSLY APPROVED BY THE AGENCY CONSTRUCTION SITE
REVIEWER FOR NON-EROSIVE POINT OF DISCHARGE, & A DEWATERING PERMIT SHOULD BE APPROVED BY THE DNREC WELL
PERMITTING BRANCH.

15. SHOULD QUESTIONS ARISE REGARDING THE MAINTENANCE OF EROSION & SEDIMENT CONTROL PRACTICES, THE SITE
CONTRACTOR SHALL CONTACT THE CONSULTING ENGINEER EXPEDITIOUSLY FOR TECHNICAL ASSISTANCE.

16. UPON RECEIPT OF TWO CONSECUTIVE UNSATISFACTORY CCR AND/OR NCC EROSION & SEDIMENT CONTROL INSPECTION
REPORTS, THE SITE MAY BE ISSUED A STOP WORK ORDER & A SHOW CAUSE HEARING SCHEDULED.

17. THE APPROVED S&S PLAN INCORPORATES POLLUTION PREVENTION PRACTICES LISTED UNDER STANDARDS & SPECIFICATIONS
FOR CONSTRUCTION SITE POLLUTION PREVENTION IN THE DELAWARE EROSION & SEDIMENT CONTROL HANDBOOK, DATED
DECEMBER 2003 & ITS REVISIONS.

18. NCC SHALL NOT RELEASE BUILDING PERMITS FOR THOSE LOTS WHICH ARE CONSTRAINED BY ANY TEMPORARY SEDIMENT
CONTROL PRACTICES (I.E. SEDIMENT TRAPS) & ON WHICH EROSION & SEDIMENT CONTROLS HAVE NOT BEEN ESTABLISHED.

19. DRAINAGE, EROSION & SEDIMENT CONTROL, & STORMWATER MANAGEMENT SHALL BE PROVIDED IN ACCORDANCE WITH THE NEW
CASTLE COUNTY DRAINAGE CODE.

20. APPROVED PLANS REMAIN VALID FOR 5 YEARS FROM THE DATE OF APPROVAL.

21. APPROVAL OF A SEDIMENT & STORMWATER MANAGEMENT PLAN DOES NOT GRANT OR IMPLY A RIGHT TO DISCHARGE
STORMWATER RUNOFF.  THE OWNER/DEVELOPER IS RESPONSIBLE FOR ACQUIRING ANY & ALL AGREEMENTS, EASEMENTS, ETC,
NECESSARY TO COMPLY WITH STATE DRAINAGE & OTHER APPLICABLE LAWS.

22. THE NOTICE OF INTENT FOR STORM WATER DISCHARGES ASSOCIATED WITH CONSTRUCTION ACTIVITY UNDER A NPDES GENERAL
PERMIT FOR THIS PROJECT IS # XXXX.  THE PERMITTEE OF RECORD SHALL NOT BE RELIEVED OF THEIR RESPONSIBILITIES UNTIL A
NOTICE OF TERMINATION HAS BEEN PROCESSED BY THE DEPARTMENT.

23. THE OWNER SHALL BE FAMILIAR WITH & COMPLY WITH ALL ASPECTS OF THE NPDES CONSTRUCTION GENERAL PERMIT.

24. BEST AVAILABLE TECHNOLOGY (BAT) SHALL BE EMPLOYED TO MANAGE TURBID DISCHARGES IN ACCORDANCE WITH
REQUIREMENTS OF 7 DEL.C.CH.60 & THE CURRENT DELAWARE CONSTRUCTION GENERAL PERMIT (CGP).

25. DOCUMENTATION OF SOIL TESTING & MATERIALS USED FOR TEMPORARY OR PERMANENT STABILIZATION INCLUDING BUT NOT
LIMITED TO SOIL TEST RESULTS, SEED TAGS, SOIL AMENDMENT TAGS, ETC. SHALL BE PROVIDED TO THE DEPARTMENT OR
DELEGATED AGENCY TO VERIFY THAT THE PERMANENT OR TEMPORARY STABILIZATION HAS BEEN COMPLETED IN ACCORDANCE
WITH THE APPROVED PLAN.

26. THE DEPARTMENT OR DELEGATED AGENCY MAY REQUIRED ADDITIONAL SOIL TESTING & REAPPLICATION OF PERMANENT OR
TEMPORARY STABILIZATION IN ACCORDANCE WITH THE SPECIFICATIONS IN THE DELAWARE EROSION & SEDIMENT CONTROL
HANDBOOK, OR ALTERNATIVE MEASURES THAT PROVIDE FUNCTIONAL EQUIVALENCY.

27. IT IS THE CONTRACTORS RESPONSIBILITY TO REPAIR & STABILIZE EROSION AND SEDIMENT CONTROLS & STORMWATER
MANAGEMENT PRACTICES DURING CONSTRUCTION, INCLUDING AREAS DISTURBED BY UTILITY COMPANIES.

28. IT IS THE OWNER'S RESPONSIBILITY TO INSPECT & PERFORM MAINTENANCE AND/OR REPAIRS OF THE STORMWATER
MANAGEMENT PRACTICES AFTER CONSTRUCTION.

29. REVIEW AND/OR APPROVAL OF THE SEDIMENT & STORMWATER MANAGEMENT PLAN SHALL NOT RELIEVE THE CONTRACTOR FROM
HIS OR HER RESPONSIBILITIES FOR COMPLIANCE WITH THE REQUIREMENTS OF THE DELAWARE SEDIMENT & STORMWATER
REGULATIONS, NOR SHALL IT RELIEVE THE CONTRACTOR FROM ERRORS OR OMISSIONS IN THE APPROVED PLAN.

30. POST CONSTRUCTION VERIFICATION DOCUMENTS SHALL BE SUBMITTED TO THE DEPARTMENT OR DELEGATED AGENCY WITHIN
60-DAYS OF STORMWATER MANAGEMENT FACILITY COMPLETION.

31. THE CONTRACTOR SHALL AT ALL TIMES PROTECT AGAINST SEDIMENT OR DEBRIS LADEN RUNOFF OR WIND FROM LEAVING THE
SITE.  PERIMETER CONTROLS SHALL BE CHECKED DAILY & ADJUSTED OR REPAIRED TO FULLY CONTAIN & CONTROL SEDIMENT
FROM LEAVING THE SITE.  ACCUMULATED SEDIMENT SHALL BE REMOVED WHEN IT HAS REACHED HALF OF THE EFFECTIVE
CAPACITY OF THE CONTROL. IN ADDITION, THE CONTRACTOR MAY NEED TO ADJUST OR ALTER MEASURES IN TIMES OF ADVERSE
WEATHER CONDITIONS, OR AS DIRECTED BY THE AGENCY CONSTRUCTION SITE REVIEWER.

32. BEFORE ANY EARTHWORK OR EXCAVATION TAKES PLACE, THE CONTRACTOR SHOULD CALL MISS UTILITY AT 811 OR 1-800-282-8555
AT LEAST 48 HOURS PRIOR TO CONSTRUCTION, TO HAVE ALL EXISTING UTILITIES MARKED ONSITE.

33. FOLLOWING SOIL DISTURBANCE OR RE-DISTURBANCE, PERMANENT OR TEMPORARY STABILIZATION SHALL BE COMPLETED FOR
ALL PERIMETER SEDIMENT CONTROLS, SOIL STOCKPILES, & ALL OTHER DISTURBED OR GRADED AREAS ON THE PROJECT SITE
WITHIN 14 CALENDAR DAYS UNLESS MORE RESTRICTIVE FEDERAL REQUIREMENTS APPLY.

JOB #: 2017244.01
REVISED: 01/18/2023

SWM  MAINTENANCE  AGREEMENT
THE MAINTENANCE OF STORMWATER MANAGEMENT FACILITIES ON-SITE, INCLUDING THE STORM DRAIN SYSTEM, DITCHES, SWALES,
PONDS, ETC. SHALL BE THE RESPONSIBILITY OF THE OWNER POST CONSTRUCTION.
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STABILIZATION  AND  SEEDING  NOTES :
1. PERMANENT SEEDING:

1.A. SHALL BE CONDUCTED YEAR AROUND.
1.B. SEED BED PREPARATION: SHALL BE IN ACCORDANCE WITH DE-ESC-3.4.3, SHEET 4 OF 4.
1.C. SOIL AMENDMENTS: FERTILIZER AND LIME APPLICATION SHALL BE IN ACCORDANCE WITH DE-ESC-3.4.3, SHEET 4 

OF 4.
1.D. SEEDING: APPLY ERNST'S #117 WARM SEASON SEED MIXTURE.

APPLY SEED UNIFORMLY WITH A BROADCAST SEEDER, DRILL, CULTIPACKER SEEDER OR 
HYDROSEEDER.  ALL SEED WILL BE APPLIED AT THE RECOMMENDED RATE AND PLANTING 
DEPTH.  REFER TO LANDSCAPE PLANS FOR ADDITIONAL SEEDING REQUIREMENTS.

1.E. MULCH: IMMEDIATELY AFTER SEEDING, UNIFORMLY MULCH ENTIRE AREA WITH STRAW AT A RATE OF
2 TONS PER ACRE MINIMUM.  ALL MULCHING SHALL BE DONE IN ACCORDANCE WITH DETAIL
DE-ESC-3.4.5.

1.F. TOPSOIL: ALL AREAS TO BE PERMANENTLY SEEDED SHALL HAVE A MINIMUM OF 4" OF TOPSOIL.
1.G. SWM FACILITY: PERMANENT SEEDING MIX NO. 4 SHALL BE INSTALLED FOR ALL SIDE SLOPES OF SEDIMENT

BASINS TO BE IN ACCORDANCE WITH DETAIL DE-ESC-3.4.3.

2. TEMPORARY STABILIZATION:

2.A. PROVIDE SEED BED SAME AS 1-B ABOVE.
2.B. APPLY MIX NO. 5 (ANNUAL RYEGRASS) IN ACCORDANCE WITH DETAIL DE-ESC-3.4.3, SHEET 1 OF 4.
2.C. MULCH SAME AS 1-E ABOVE.

3. IF TEMPORARY STABILIZATION IS REQUIRED, PERMANENT SEEDING SHALL BE PERFORMED AS SOON AS POSSIBLE.

4. ALL FILL SLOPE AREAS SHOWN ON PLAN ARE TO BE STABILIZED AS PER STATEMENT 1 OR 2 ABOVE IMMEDIATELY AFTER
COMPLETION OF GRADING OPERATIONS FOR THESE SLOPES.

5. EROSION CONTROL MATTING IS REQUIRED ON ALL SLOPES OF 3:1 OR GREATER AND IN AREAS OF CONCENTRATED FLOW..

SHEET NO.: TITLE:

SEDIMENT  &  STORMWATER  MANAGEMENT  PLANS:  PRE-CONSTRUCTION  SITE  PLANC-501

SHEET  INDEX

C-503 - C-505 SEDIMENT  &  STORMWATER  MANAGEMENT  CONSTRUCTION  DETAILS

SWM-PRE & POST PRE / POST  CONTRIBUTING  DRAINAGE  AREA  PLAN  (INC.  WITHIN  REPORT)

SEDIMENT  &  STORMWATER  MANAGEMENT  PLANS:  COVER  SHEET  &  GENERAL  NOTESC-500

SEDIMENT  &  STORMWATER  MANAGEMENT  PLANS:  CONSTRUCTION  SITE  PLANC-502

EROSION  &  SEDIMENT  CONTROL  LEGEND
C-PR-ESC-LEGEND

STANDARD  INLET  PROTECTION - TYPE  1

STANDARD  INLET  PROTECTION - TYPE  2

STABILIZED  CONSTRUCTION  ENTRANCE

SILT  FENCE

LIMIT  OF  DISTURBANCE

IP-2

IP-1

SCE

L.O.D.

CULVERT  INLET  PROTECTION

SENSITIVE  AREA  PROTECTION

CONCRETE  WASHOUT  &  MIXING  OPERATION

L.O.D.

SAP SAP

CWS CMO

CIP

S.C.D.STONE  CHECK  DAM

RIP-RAP OUTLET PROTECTION R.O.P.

S.F.S.F.

STABILIZATION  MATTING  (SLOPE / CHANNEL) SMS SMC

PARCEL 1805400090
AREA  OF  DISTURBANCE

± 5.29 ACRES
TOTAL:

NEWARK, DELAWARE 19711
250 SOUTH MAIN STREET SUITE 109
BECKER MORGAN GROUP, INC.

PHONE: 302-369-3700

ENGINEERS  CERTIFICATION

P.E. NO. 16378 DATECHRISTOPHER D. DUKE

I, CHRISTOPHER D. DUKE, HEREBY CERTIFY THAT I AM A REGISTERED ENGINEER IN THE STATE OF DELAWARE, THAT THE
INFORMATION SHOWN HEREON HAS BEEN PREPARED UNDER MY SUPERVISION AND TO MY BEST KNOWLEDGE AND BELIEF,  THIS PLAN
COMPLIES WITH THE APPLICABLE STATE AND LOCAL REGULATIONS AND ORDINANCES AND REPRESENTS GOOD ENGINEERING
PRACTICES AS REQUIRED BY THE APPLICABLE LAWS OF THE STATE OF DELAWARE.

VARS PROPERTY MANAGERS

NEWARK, DE 19711
1103 ELKTON ROAD
VARS PROPERTY MANAGERS

DATE

OWNERS  CERTIFICATION
I, THE UNDERSIGNED CERTIFY THAT ALL LAND CLEARING, CONSTRUCTION AND DEVELOPMENT SHALL BE DONE PURSUANT TO THE
APPROVED PLAN AND THAT RESPONSIBLE PERSONNEL (I.E., BLUE CARD HOLDER) INVOLVED IN THE LAND DISTURBANCE WILL HAVE A
CERTIFICATION OF TRAINING PRIOR TO INITIATION OF THE PROJECT, AT A DNREC SPONSORED OR APPROVED TRAINING COURSE FOR
THE CONTROL OF EROSION AND SEDIMENT DURING CONSTRUCTION.  IN ADDITION I GRANT NCC THE RIGHT TO CONDUCT ON-SITE
REVIEWS, AND I UNDERSTAND MY RESPONSIBILITIES UNDER THE NPDES CONSTRUCTION GENERAL PERMIT, AS REFERENCED ON THIS
COVERSHEET.  I ALSO CERTIFY THAT RESPONSIBLE PERSONNEL CERTIFIED BY NCC WILL BE IN CHARGE OF ON-SITE CLEARING AND
LAND DISTURBING ACTIVITIES.

5. PARCEL NUMBER: 1805400090

14.

SITE  DATA

2.

PRESENT USE:10.

309 SOUTH GOVERNORS AVE.
DOVER, DELAWARE 19904
302-734-7950

ENGINEER / SURVEYOR: BECKER MORGAN GROUP INC.

19.

SURVEY DATUM:

MONUMENTATION: 7 FOUND

VERTICAL: 
HORIZONTAL:

NGS MONUMENTS
NAVD 88 - RV17
NAD 83 (2011) DSP - CORS

2 SET

1103 ELKTON ROAD
VARS PROPERTY MANAGERS1. OWNER OF RECORD:

12. ZONING CLASSIFICATION: EXISTING:

8.

22.

SURVEY CLASSIFICATION: URBAN SURVEY20.

SURVEY UNIT: LINEAR: US SURVEY FOOT21.
ANGULAR: DEGREES MINUTES SECONDS (DMS)

NEWARK, DE 19711

SITE AREA SUMMARY:

4. PROPERTY LOCATION:

COMMERCIAL 

LONGITUDE W75° 47' 04.75" WRS80 - NAD83 (2011)  
LATITUDE  N39° 39' 23.03" WRS80 - NAD83 (2011) 

WATERSHED:

6.0504 ACRES

3.
NEWARK, DE 19711

PROPERTY ADDRESS: 1105 ELKTON ROAD 

COORDINATE: GROUND

6. DEED REFERENCE : 400-247

23.

7. MICROFILM  REFERENCE : 6442 "IRON HILL LUMBER COMPANY"

WETLAND AREA:18. AREA 1
AREA 2
TOTAL 

3,388 SQ. FT.
7,777 SQ. FT.
11,165 SQ. FT.

CHRISTINA RIVER

PROPOSED:
BC - CITY OF NEWARK - GENERAL BUSINESS
BC - CITY OF NEWARK - GENERAL BUSINESS

BUILDING AREA: EXISTING:9.

LIMIT OF DISTURBANCE: ± 5.29 ACRES 13.

PROPOSED USE:11. CONVENIENCE STORE WITH GAS 

PROPOSED:
20,249 S.F. ±
12,632 S.F. ±

JURISDICTION: CITY OF NEWARK

15. MAJOR BASIN: PIEDMONT
16. DISCHARGE AREAS: POA-1: 6.69 ACRES  (SITE IMPROVEMENTS UP TO WETLANDS)
17. DNREC NOI No.: XXXX

SOIL  MAP SCALE : 1" =  800'

SITE

SOIL  MAP  TAKEN  FROM  "USDA  WEB  SOIL  SURVEY"
(WEBSOILSURVEY.NRCS.USDA.GOV)
ErB:

Hw:

MuB:

ELSINBORO-DELANCO-URBAN LAND COMPLEX, 0 TO 8 PERCENT

HATBORO-CODORUS COMPLEX, 0 TO 3 PERCENT SLOPES,

MATTAPEX SILT LOAM, 0 TO 2 PERCENT SLOPES, NORTHERN

MuB

Up

N

VoB

W

ErB

ErB

MuB

Hw

Hw

Hw

MuB

OtA

MtaA

MtaB

ST
A

TE
 O

F 
M

A
R

YL
A

N
D

NsB

OTTS  CHAPEL  ROAD

ELK
TO

N  R
OAD

MuB

MtaA:

MATTAPEX SILT LOAM, 2 TO 5 PERCENT SLOPES, NORTHERNMtaB:

MATTAPEX-URBAN LAND COMPLEX, 0 TO 5 PERCENT SLOPES.

NsB: NASSAWANGO SILT LOAM, 2 TO 5 PERCENT SLOPES. (C SOIL)
OtA: OTHELLO SILT LOAMS, 0 TO 2 PERCENT SLOPES, NORTHERN

Up: URBAN LAND.
VoB: URBAN LAND-OTHELLO COMPLEX, 0 TO 5 PERCENT SLOPES.
W: WATER

SLOPES. (B SOIL)

FLOODED. (B/D SOIL)

COASTAL PLAIN. (C SOIL)

COASTAL PLAIN. (C SOIL)

(C SOIL)

COASTAL PLAIN. (C/D SOIL)

DISTURBED ACREAGE - 5.29 ACRES

1. NOTIFY NCC IN WRITING AT LEAST FIVE (5) DAYS PRIOR  TO THE START OF CONSTRUCTION. FAILURE TO DO SO CONSTITUTES A
VIOLATION OF THE APPROVED SEDIMENT AND STORMWATER MANAGEMENT PLANS.

2. PRIOR TO ANY CLEARING, INSTALLATION OF SEDIMENT CONTROL MEASURES OR GRADING, A PRE-CONSTRUCTION MEETING
MUST BE SCHEDULED AND CONDUCTED WITH NCC. THE LANDOWNER/DEVELOPER, CONTRACTOR, AND THE CERTIFIED
CONSTRUCTION REVIEWER (CCR) ARE REQUIRED TO BE IN ATTENDANCE AT THE PRE-CONSTRUCTION MEETING; THE
DESIGNER IS  RECOMMENDED TO ATTEND.

3. OBTAIN ALL TOWN, COUNTY, AND STATE PERMITS PRIOR TO THE START OF CONSTRUCTION.

4. CONTRACTOR SHALL UTILIZE THE EXISTING ENTRANCE ONSITE FOR THE STABILIZED CONSTRUCTION ENTRANCE DURING ALL
SITE AND DELDOT CONSTRUCTION UNTIL THE TURN LANES AND ENTRANCE PAVING ARE COMPLETED AND TEMPORARILY
STRIPED.

5. CLEAR AND GRUB AREAS NECESSARY FOR INSTALLATION OF PERIMETER CONTROLS, INCLUDING BUT NOT LIMITED TO:
STABILIZED CONSTRUCTION ENTRANCE, SILT FENCE, AND INLET PROTECTION ON ALL EXISTING INLETS AND CULVERTS.

6. ALL PERIMETER CONTROLS ARE TO BE REVIEWED BY THE AGENCY CCR AND APPROVED PRIOR TO PROCEEDING WITH
FURTHER SITE DISTURBANCE OR CONSTRUCTION. INSTALL PERIMETER CONTROLS PER THE APPROVED SEDIMENT AND
STORMWATER MANAGEMENT PLANS.

7. THE CONTRACTOR SHALL AT ALL TIMES PROTECT AGAINST SEDIMENT OR DEBRIS LADEN RUNOFF OR WIND FROM LEAVING THE
SITE. PERIMETER CONTROLS SHOULD BE CHECKED DAILY AND ADJUSTED AND/OR REPAIRED TO FULL CONTAIN AND CONTROL
SEDIMENTATION ON THE SITE.  ACCUMULATED SEDIMENT SHALL BE REMOVED WHEN IT HAS REACHED HALF OF THE EFFECTIVE
CAPACITY OF THE CONTROL.  IN ADDITION, THE CONTRACTOR MAY NEED TO ADJUST OR REPAIR MEASURES IN TIMES OF
ADVERSE WEATHER CONDITION. OR AS DIRECTED BY THE AGENCY CCR.

8. DEMOLISH EXISTING SITE FEATURES INCLUDING BUT NOT LIMITED TO STRUCTURES, PAVEMENT, TREES, AND UTILITIES.  SEE
APPROVED DEMOLITION PLAN FOR MORE INFORMATION.

9. CLEAR AND GRUB VEGETATED AREAS NECESSARY FOR CONSTRUCTION. STRIP TOPSOIL AND STOCKPILE IN DESIGNATED
STOCKPILE LOCATION ENCLOSED BY SILT FENCE.

10. CONTRACTOR TO PERFORM DEMOLITION / ABANDONMENT OF ALL ITEMS IN THE AREA OF CONSTRUCTION PER THE APPROVED
DEMOLITION PLAN.  THESE ITEMS SHALL BE REMOVED OR ABANDONED IN ACCORDANCE WITH THE EXISTING/DEMOLITION PLAN
AND/OR STATE OR LOCAL MUNICIPALITY REQUIREMENTS.

11. INSTALL UNDERGROUND UTILITIES INCLUDING ELECTRIC, TELEPHONE, CABLE, GAS, WATER, SEWER, AND STORM DRAINAGE.
ABANDON/REMOVE EXISTING UTILITIES SERVICES FROM SITE.  INSTALL INLET PROTECTION IN ALL CATCH BASINS PER PLAN.
CONTACT UTILITY PROVIDERS, AS NECESSARY.

12. BULK GRADE SITE AREA.

13. INSTALL UTILITIES TO BUILDING.

14. FINAL GRADE PROPOSED PAVED AREAS.

15. INSTALL CURB AND PAVEMENT STONE BASE AS SPECIFIED.

16. INSTALL TYPE "B" BINDER COURSE PER PAVEMENT SECTION.

17. INSTALL REMAINING SITE FEATURES (SIDEWALK, SIGNAGE, ETC.)

18. FINAL GRADE, TOPSOIL AND SEED THE REMAINING AREAS OF THE SITE PER SEEDING AND STABILIZATION NOTES.  INSTALL
LANDSCAPING.

19. INSTALL TYPE "C" PAVEMENT TOP COAT AND STRIPING.

20. PERFORM INSPECTION OF STORMWATER MANAGEMENT FACILITIES.  CORRECT ANY DEFICIENCIES, AS NECESSARY (EROSION,
SCOUR, FOREBAYS, ETC.).  ISOLATOR ROW SHOULD BE INSPECTED AND ANY SEDIMENTATION SHOULD BE CLEARED AT THIS
TIME PRIOR TO APPROVAL.

21. EROSION AND SEDIMENT CONTROL DEVICES SHOULD BE REMOVED ONLY AFTER WORK IN THE AREA HAS BEEN STABILIZED,
WITH WRITTEN APPROVAL FROM NCC.

22. THE TERMINATION OF THE CONSTRUCTION GENERAL PERMIT WILL REQUIRE SUBMISSION AND ACCEPTANCE OF THE POST
CONSTRUCTION VERIFICATION DOCUMENTS, INCLUDING FINAL STABILIZATION THROUGHOUT THE SITE, ALL ELEMENTS OF THE
SEDIMENT AND STORMWATER MANAGEMENT PLAN IMPLEMENTED, AND ACCEPTANCE OF THE FINAL OPERATION AND
MAINTENANCE PLAN.

SEQUENCE OF CONSTRUCTION JOB #: 2017244.01
REVISED: 01/18/2023

03-22-2023

No. 16378
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9,294 S.F. ±

1,473 S.F. ±

EXISTING BUILDING 

"EWING AUTO REPAIR"

2,070 S.F. ±

F.F. EL. = 103.1' 

F.F. EL. = 102.3' 

F.F. EL. = 105.5' 

EXISTING BUILDING

(BUILDING #1109)

5,505 S.F. ±

F.F. EL. = 100.6' 
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               SHALL  BE  BROOM-CLEANED  AT  THE
*NOTE:  ALL  ROADWAYS  LEAVING  THE  SITE

               END  OF  EACH  DAY.
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ELKTON  ROAD  (ROAD  #11)  -  STA:  0+00.00  -  6+15.00
SCALE : 1" = 20'

ELKTON  ROAD  (ROAD  #11)  -  STA:  4+50.00  -  8+50.00
SCALE : 1" = 20'

ENTRANCE PLANS:
DEMOLITION PLAN

.

N

NAD83 DSP GRID

R-1 REMOVE EXISTING PCC / BITUMINOUS PAVEMENT AT LOCATIONS SHOWN HEREON. EDGES TO BE SAWCUT.
R-2 REMOVE EXISTING CURB AT LOCATIONS SHOWN HEREON.
R-3 REMOVE EXISTING SHARED-USE PATH AT LOCATIONS SHOWN HEREON. EDGES TO BE SAWCUT.
R-4 REMOVE EXISTING GRAVEL AREAS AS SHOWN HEREON.
R-5 REMOVE A PORTION OF EXISTING GUARDRAIL ALONG ELKTON ROAD IN ACCORDANCE WITH DELDOT REQUIREMENTS AND

SPECIFICATIONS.  SEE SHEET, C-604 FOR GUARDRAIL TO REMAIN.
R-6 REMOVE OR RELOCATE EXISTING UTILITY LINES, GUY WIRES, EQUIPMENT, ETC. AT LOCATIONS SHOWN.  CONTRACTOR

SHALL COORDINATE WITH UTILITY COMPANY PRIOR TO REMOVAL OR RELOCATION WORK.
R-7 REMOVE OR RELOCATE EXISTING TELEPHONE LINES AND ASSOCIATED EQUIPMENT AT LOCATIONS SHOWN.  CONTRACTOR 

SHALL COORDINATE WITH UTILITY COMPANY PRIOR TO REMOVAL OR RELOCATION WORK.
R-8 REMOVE OR RELOCATE EXISTING GAS LINES AND ASSOCIATED EQUIPMENT AT LOCATIONS SHOWN.  CONTRACTOR 

SHALL COORDINATE WITH UTILITY COMPANY PRIOR TO REMOVAL OR RELOCATION WORK.
R-9 REMOVE EXISTING FENCE AT LOCATIONS SHOWN HEREON.
R-10 REMOVE EXISTING STRIPING IN ACCORDANCE WITH THE MUTCD.  WATER BLASTING TO BE USED FOR STRIPING REMOVAL ON

CONCRETE.
R-11 EXISTING STORM DRAIN PIPE TO BE REMOVED AT LOCATIONS SHOWN HEREON.
R-12 EXISTING SAFETY END STRUCTURE TO BE REMOVED AT LOCATIONS SHOWN HEREON.
R-13 EXISTING SEPTIC SYSTEM TO BE REMOVED IN ACCORDANCE WITH ALL CITY OF NEWARK PERMIT SPECIFICATIONS AND

REQUIREMENTS.
R-14 REMOVE OR RELOCATE EXISTING WATER LINES, VALVES, METERS, ETC. AT LOCATIONS SHOWN.  CONTRACTOR SHALL

COORDINATE WITH UTILITY COMPANY PRIOR TO REMOVAL OR RELOCATION WORK.
R-15 REMOVE OR RELOCATE EXISTING SIGN OR REPLACE AS NEEDED.
R-16 REMOVE OR RELOCATE EXISTING SANITARY FORCE MAIN, MANHOLES, ETC. AT LOCATIONS SHOWN.  CONTRACTOR SHALL

COORDINATE WITH UTILITY COMPANY PRIOR TO REMOVAL OR RELOCATION WORK.
R-17 REMOVE OR RELOCATE EXISTING JUNCTION WELLS, CONDUIT RUN, EQUIPMENT, ETC. AT LOCATIONS SHOWN.  CONTRACTOR

SHALL COORDINATE WITH DELDOT PRIOR TO REMOVAL OR RELOCATION WORK.

JOB No.: 2017244.01
REVISED: 09/14/2022DELDOT  ENTRANCE  DEMOLITION  CONSTRUCTION  NOTES

1" MILLING DEMO

PAVEMENT DEMO LEGEND

FULL-DEPTH PAVEMENT DEMO
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ENTRANCE PLANS:

DELDOT STRIPING & SIGNAGE CONSTRUCTION NOTES
C-PR-STRIPING-C-NOTES.DWG

T-1 PROPOSED THERMO WHITE STOP BAR - 16" WIDE PLACED 4' BEHIND PEDESTRIAN CROSSWALK.  IN ACCORDANCE 
WITH THE LATEST "DE MUTCD".

T-2 PROPOSED THERMO WHITE "PIANO KEY" PEDESTRIAN CROSSWALK - 24" WIDE WHITE LINES WITH 24" SPACING.  IN 
ACCORDANCE WITH THE LATEST "DE MUTCD".

T-3 PROPOSED EPOXY RESIN STRIPING - 6" SOLID WHITE LINE IN ACCORDANCE WITH THE LATEST "DE MUTCD" (TYP.).
T-4 PROPOSED EPOXY RESIN STRIPING - 6" DASHED WHITE LINE (2' LINE / 6' GAP) IN ACCORDANCE WITH THE LATEST "DE

MUTCD".
T-5 PROPOSED EPOXY RESIN STRIPING - 6" SOLID YELLOW LINE IN ACCORDANCE WITH THE LATEST "DE MUTCD" (TYP.).
T-6 PROPOSED THERMO WHITE ARROW IN ACCORDANCE WITH THE LATEST "DE MUTCD".
T-7 PROPOSED HELMETED BIKE SYMBOL, STRIPING IN ACCORDANCE WITH THE LATEST "DE MUTCD".
T-8 INSTALL "STOP" SIGN (R1-1) SIZE 36" x 36" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO DELDOT

STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-9 INSTALL "DO NOT ENTER" SIGN (R5-1) SIZE 24" x 24" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO

DELDOT STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-10 INSTALL "ONE WAY" SIGN (R6-1) SIZE 36" x 12" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO DELDOT

STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-11 INSTALL "NO U-TURNS / NO LEFT TURN" SIGN (R3-18) SIZE 30" x 30" IN ACCORDANCE WITH THE LATEST "DE MUTCD".

REFER TO DELDOT STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-12 INSTALL "DIVIDED HIGHWAY" SIGN (R6-3A) SIZE 30" x 24" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO

DELDOT STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-13 INSTALL "RIGHT TURN ONLY" SIGN (R3-5) SIZE 30" x 36" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO

DELDOT STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-14 INSTALL "YIELD" SIGN (R1-2) SIZE 48" x 48" x 48" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO DELDOT

STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-15 INSTALL "STOP" SIGN (SR1-16-DE) SIZE 24" x 42" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO DELDOT

STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-16 RELOCATE EXISTING "BIKE SYMBOL" SIGN (D11-1A) AND "BIKES KEEP RIGHT" SIGN (M6-1) IN ACCORDANCE WITH THE

LATEST "DE MUTCD".  REPLACE AS NEEDED.
T-17 RELOCATE EXISTING "LEFT LANE MUST TURN LEFT" SIGN IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REPLACE

AS NEEDED.

NOTE:
ALL PROPOSED STRIPING TO TIE INTO EXISTING STRIPING.

JOB No.: 2017244.01
REVISED: 09/15/2022

*

SOLID YELLOW LINE

STRIPING LEGEND

SOLID WHITE LINE

WHITE DASH LINE 
(2' DASH 6' SPACE)

SOLID DOUBLE YELLOW LINE

SIGNAGE PLAN
SITE, STRIPING, &

5.

THE OWNER'S REPRESENTATIVE.
2. TRAFFIC AND LANE MARKING PAINT SHALL NOT BE APPLIED UNTIL LAYOUT AND PLACEMENT ARE VERIFIED WITH

4. CONTRACTOR SHALL PROVIDE SIGNAGE AND STRIPING ON ROADWAY SURFACES AS INDICATED.  

GENERAL  NOTES  FOR  SITE  SIGNAGE  AND  STRIPING
SWEEP AND CLEAN SURFACE TO ELIMINATE LOOSE MATERIAL AND DUST BEFORE PAINTING.1.

ALL TRAFFIC SIGNAGE SHALL BE POSTED IN ACCORDANCE WITH THE CURRENT DELAWARE DEPARTMENT OF 
TRANSPORTATION REGULATIONS.

6. DESIGN, FABRICATION, AND INSTALLATION OF ALL PERMANENT SIGNING SHALL BE AS OUTLINED IN THE "GUIDE FOR 
FABRICATION AND INSTALLATION OF TRAFFIC CONTROL DEVICES."

THERMO WILL BE REQUIRED FOR SHORT LINE STRIPING, I.E. SYMBOLS/LEGENDS.  ALL CONFLICTING STRIPING SHALL BE
FOR FINAL PERMANENT PAVEMENT MARKING, EPOXY RESIN PAINT SHALL BE REQUIRED FOR LONG LINE STRIPING AND 3.

REMOVED.
.

N

NAD83 DSP GRID

.

N

NAD83 DSP GRID

- OTTS CHAPEL RD

OTTS  CHAPEL  ROAD  (ROAD  #397)  -  STA:  0+00.00  -  4+00.00
SCALE : 1" = 20'

OTTS  CHAPEL  ROAD  (ROAD  #397)  -  STA:  2+50.00  -  5+00.00
SCALE : 1" = 20'
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ENTRANCE PLANS:

DELDOT STRIPING & SIGNAGE CONSTRUCTION NOTES
C-PR-STRIPING-C-NOTES.DWG

T-1 PROPOSED THERMO WHITE STOP BAR - 16" WIDE PLACED 4' BEHIND PEDESTRIAN CROSSWALK.  IN ACCORDANCE 
WITH THE LATEST "DE MUTCD".

T-2 PROPOSED THERMO WHITE "PIANO KEY" PEDESTRIAN CROSSWALK - 24" WIDE WHITE LINES WITH 24" SPACING.  IN 
ACCORDANCE WITH THE LATEST "DE MUTCD".

T-3 PROPOSED EPOXY RESIN STRIPING - 6" SOLID WHITE LINE IN ACCORDANCE WITH THE LATEST "DE MUTCD" (TYP.).
T-4 PROPOSED EPOXY RESIN STRIPING - 6" DASHED WHITE LINE (2' LINE / 6' GAP) IN ACCORDANCE WITH THE LATEST "DE

MUTCD".
T-5 PROPOSED EPOXY RESIN STRIPING - 6" SOLID YELLOW LINE IN ACCORDANCE WITH THE LATEST "DE MUTCD" (TYP.).
T-6 PROPOSED THERMO WHITE ARROW IN ACCORDANCE WITH THE LATEST "DE MUTCD".
T-7 PROPOSED HELMETED BIKE SYMBOL, STRIPING IN ACCORDANCE WITH THE LATEST "DE MUTCD".
T-8 INSTALL "STOP" SIGN (R1-1) SIZE 36" x 36" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO DELDOT

STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-9 INSTALL "DO NOT ENTER" SIGN (R5-1) SIZE 24" x 24" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO

DELDOT STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-10 INSTALL "ONE WAY" SIGN (R6-1) SIZE 36" x 12" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO DELDOT

STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-11 INSTALL "NO U-TURNS / NO LEFT TURN" SIGN (R3-18) SIZE 30" x 30" IN ACCORDANCE WITH THE LATEST "DE MUTCD".

REFER TO DELDOT STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-12 INSTALL "DIVIDED HIGHWAY" SIGN (R6-3A) SIZE 30" x 24" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO

DELDOT STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-13 INSTALL "RIGHT TURN ONLY" SIGN (R3-5) SIZE 30" x 36" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO

DELDOT STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-14 INSTALL "YIELD" SIGN (R1-2) SIZE 48" x 48" x 48" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO DELDOT

STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-15 INSTALL "STOP" SIGN (SR1-16-DE) SIZE 24" x 42" IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REFER TO DELDOT

STANDARD DETAIL T-15 FOR MORE INFORMATION.
T-16 RELOCATE EXISTING "BIKE SYMBOL" SIGN (D11-1A) AND "BIKES KEEP RIGHT" SIGN (M6-1) IN ACCORDANCE WITH THE

LATEST "DE MUTCD".  REPLACE AS NEEDED.
T-17 RELOCATE EXISTING "LEFT LANE MUST TURN LEFT" SIGN IN ACCORDANCE WITH THE LATEST "DE MUTCD".  REPLACE

AS NEEDED.

NOTE:
ALL PROPOSED STRIPING TO TIE INTO EXISTING STRIPING.

JOB No.: 2017244.01
REVISED: 09/15/2022

*

SOLID YELLOW LINE

STRIPING LEGEND

SOLID WHITE LINE

WHITE DASH LINE 
(2' DASH 6' SPACE)

SOLID DOUBLE YELLOW LINE

SIGNAGE PLAN
SITE, STRIPING, &

5.

THE OWNER'S REPRESENTATIVE.
2. TRAFFIC AND LANE MARKING PAINT SHALL NOT BE APPLIED UNTIL LAYOUT AND PLACEMENT ARE VERIFIED WITH

4. CONTRACTOR SHALL PROVIDE SIGNAGE AND STRIPING ON ROADWAY SURFACES AS INDICATED.  

GENERAL  NOTES  FOR  SITE  SIGNAGE  AND  STRIPING
SWEEP AND CLEAN SURFACE TO ELIMINATE LOOSE MATERIAL AND DUST BEFORE PAINTING.1.

ALL TRAFFIC SIGNAGE SHALL BE POSTED IN ACCORDANCE WITH THE CURRENT DELAWARE DEPARTMENT OF 
TRANSPORTATION REGULATIONS.

6. DESIGN, FABRICATION, AND INSTALLATION OF ALL PERMANENT SIGNING SHALL BE AS OUTLINED IN THE "GUIDE FOR 
FABRICATION AND INSTALLATION OF TRAFFIC CONTROL DEVICES."

THERMO WILL BE REQUIRED FOR SHORT LINE STRIPING, I.E. SYMBOLS/LEGENDS.  ALL CONFLICTING STRIPING SHALL BE
FOR FINAL PERMANENT PAVEMENT MARKING, EPOXY RESIN PAINT SHALL BE REQUIRED FOR LONG LINE STRIPING AND 3.

REMOVED.
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ELKTON  ROAD  (ROAD  #11)  -  STA:  0+00.00  -  6+15.00
SCALE : 1" = 20'

ELKTON  ROAD  (ROAD  #11)  -  STA:  4+50.00  -  8+50.00
SCALE : 1" = 20'
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ENTRANCE PLANS:

H-1 INSTALL INTEGRAL P.C.C. CURB AND GUTTER - TYPE 3-4.  SEE DELDOT DETAIL C-1 FOR REFERENCE.
H-2 INSTALL P.C.C. CURB - TYPE 2.  SEE DELDOT DETAIL C-1 FOR REFERENCE.
H-3 INSTALL P.C.C. CURB - TYPE 1-6.  SEE DELDOT DETAIL C-1 FOR REFERENCE.
H-4 TAPER CURB DOWN AT 12:1 SLOPE TO MEET EXISTING / PROPOSED GRADE.  SEE DELDOT STANDARD DETAIL C-1.
H-5 TRANSITION FROM DELDOT'S INTEGRAL P.C.C. CURB AND GUTTER - TYPE 3-4 TO UPRIGHT P.C.C. CURB - TYPE 1-6 IN 

LOCATION SHOWN.
H-6 INSTALL PROPOSED DELDOT HANDICAP RAMP TYPE 1 AT LOCATION SHOWN.  FOR DETAIL, SEE DELDOT STANDARD DETAIL

No. C-2.
H-7 INSTALL SHARED-USE PATH (SEE SHEET C-603 & C-604 FOR WIDTHS).  REFER TO DELDOT STANDARD DETAIL M-3, LATEST

EDITION.
H-8 INSTALL FULL DEPTH PCC PAVEMENT SECTION.  SEE DETAIL SHEET C-613. CONNECT TO EXISTING PAVEMENT USING

PAVEMENT TIE IN DETAIL.
H-9 INSTALL FULL DEPTH PAVEMENT SECTION.  SEE DETAIL SHEET C-613. CONNECT TO EXISTING PAVEMENT USING PAVEMENT

TIE IN DETAIL.
H-10 INSTALL DELDOT BIKE SLIP RAMP.  REFER TO DELDOT STANDARD DETAIL M-3, LATEST EDITION.
H-11 INSTALL STORM DRAIN PIPE AT LOCATIONS SHOWN HEREON.  SEE PIPE SCHEDULE, THIS SHEET, FOR TYPE, SIZE, AND

INVERTS.
H-12 INSTALL SAFETY END STRUCTURE AT LOCATIONS SHOWN HEREON.  REFER TO DELDOT STANDARD DETAIL D-1, LATEST

EDITION.  SEE SAFETY END STRUCTURE SCHEDULE, THIS SHEET.
H-13 CONTRACTOR TO MODIFY EXISTING STORM DRAIN CATCH BASIN TO FINAL GRADE.  INSTALL CONCRETE RISER SECTIONS OR

CUT SECTIONS TO ADJUST GRATE TO THE FINISHED ELEVATIONS SHOWN.
H-14 INSTALL SANITARY SEWER FORCE MAIN AT LOCATIONS SHOWN HEREON.  SEE PIPE SCHEDULE, THIS SHEET FOR TYPE, SIZE

AND INVERTS.
H-15 INSTALL SANITARY SEWER MANHOLE AT LOCATIONS SHOWN HEREON.  SEE PIPE SCHEDULE, THIS SHEET, FOR TYPE, SIZE,

AND INVERTS.
H-16 INSTALL GUARD RAIL END TREATMENT ATTENUATOR, TYPE 1.  SEE DELDOT DETAIL B-2 FOR REFERENCE.
H-17 INSTALL DOGHOUSE INLET BOX AT LOCATIONS SHOWN HEREON.  SEE DELDOT DETAIL D-5 FOR REFERENCE.  SEE CATCH

BASIN SCHEDULE, THIS SHEET, FOR TYPE, SIZE, GRATE, AND INVERTS.
H-18 INSTALL DEPRESSED INTEGRAL P.C.C. CURB AND GUTTER - TYPE 3-2.  SEE DELDOT DETAIL C-1 FOR REFERENCE.
H-19 INSTALL DIRECTIONAL TACTILE SURFACE INDICATORS (DTSI).  SEE DELDOT DESIGN GUIDANCE MEMORANDUM 1-28 FOR

REFERENCE.
H-20 INSTALL ALUMINUM PEDESTRIAN RAILING AS SHOWN.  SEE DETAIL, SHEET C-90?.
H-21 CONVERT EXISTING CATCH BASIN TO A JUNCTION BOX AND PAVE OVER.  REFER TO DELDOT STANDARD DETAIL D-7, LATEST

EDITION.
H-21 INSTALL STORM DRAIN CATCH BASIN AT LOCATIONS SHOWN.  SEE CATCH BASIN SCHEDULE, THIS SHEET, FOR TYPE, SIZE,

GRATE, AND INVERTS.
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PROPOSED BITUMINOUS CONCRETE PAVEMENT

PAVEMENT  SECTIONS  LEGEND

FULL DEPTH PAVEMENT SECTION REPLACEMENT

PROPOSED PCC PAVEMENT
FULL DEPTH PAVEMENT SECTION REPLACEMENT
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CURB SCHEDULE
NO.
C-1

C-2

ITEM DESCRIPTION / TYPE
P.C.C. CURB, TYPE 1-6

LENGTH

700'P.C.C. CURB, TYPE 2C-3

317'P.C.C. CURB, TYPE 2C-4

14'I.P.C.C. CURB AND GUTTER, TYPE 3-4C-5

I.P.C.C. CURB AND GUTTER, TYPE 3-4C-6

I.P.C.C. CURB AND GUTTER, TYPE 3-4

71'

75'

115'
C-7

62'P.C.C. CURB, TYPE 1-6

I.P.C.C. CURB AND GUTTER, TYPE 3-2*C-8 119'

I.P.C.C. CURB AND GUTTER, TYPE 3-4C-9 47'

* = DEPRESSED CURB

SAFETY END STRUCTURE SCHEDULE
SES  NO.

1

INVERT
99.87'

SIZE TYPE
R.C.P.15"

OTTS  CHAPEL  ROAD  (ROAD  #397)  -  STA:  0+00.00  -  4+00.00
SCALE : 1" = 20'

OTTS  CHAPEL  ROAD  (ROAD  #397)  -  STA:  2+50.00  -  5+00.00
SCALE : 1" = 20'
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GUARDRAIL SCHEDULE
NO.
ET-1

ET-2

ITEM DESCRIPTION / TYPE
END TREATMENT ATTENUATOR, TYPE 1

BEGIN STA.
2+18.29

4+48.37END TREATMENT ATTENUATOR, TYPE 1

OFFSET
60.2' CL

60.1' CL

LENGTH
12.50'

12.50'

No. 16378
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INV. OUT: 103.48'

5+00 6+00 7+00 8+00 8+50
NCR-0114 - OTHER PRINCIPAL ARTERIAL

VARYING WIDTH RIGHT OF WAY
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INV. OUT: 100.29'

EX. C.B.
GRATE: 102.84'
INV. IN: 100.16'

EX. C.B.
GRATE: 105.83'
INV. IN: 102.79'
INV. OUT: 102.79'

EX. C.B.
GRATE: 105.00'
INV. IN: 101.66'
INV. OUT: 101.66'

EX. 15" RCP 

EX. 15" RCP 

EX. 15" RCP EX. 15" RCP 

FIRC

EX. C.B.
GRATE: 104.45'
INV. IN: 101.06'
INV. OUT: 101.06'
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SD-1Z
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APPROXIMATE LIMITS OF REGULATORY
FLOODWAY AS TAKEN FROM FEMA MAP
NUMBER 10003C0120K, PANEL 120 OF
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INV: 100.71'
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EX. C.B.
GRATE: 110.29'
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FLOODWAY AS TAKEN FROM FEMA MAP
NUMBER 10003C0120K, PANEL 120 OF
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STORM  DRAIN  PIPE  SCHEDULE
PIPE  NO.

SD-1Z

SIZE
15"

PIPE  TYPE
RCP

PIPE CLASS
CLASS IV

LENGTH
116'

SLOPE
0.25%

INV. IN
100.16'

INV. OUT
99.87'

SANITARY  SEWER  MANHOLE  SCHEDULE
MH  NO.

3

RIM  EL.

104.91'

DIA.

48"

DEPTH

7.97'

INV. IN
96.94' (SS-3A)

INV. OUT
96.94' (SS-4A)

SANITARY  SEWER  PIPE  SCHEDULE
PIPE  NO.

SS-4A

SIZE
4"

PIPE  TYPE
Ductile Iron

LENGTH
138'

SLOPE
0.06%

INV. IN
96.94'

INV. OUT
96.86'

CATCH  BASIN  SCHEDULE
CB NO.

1Y

2Y

3Y

INLET  BOX

34" X 24"

34" X 24"

34" X 24"

COVER  SLAB

-

-

JUNCTION BOX

TOP  UNIT

TYPE E

TYPE B

JUNCTION BOX

FRAME/GRATE

TYPE 1

TYPE 1

TYPE 1

GRATE  EL.

111.24'

107.11'

106.76'

INV. IN
104.95' (EX. SD-1)

103.75' (SD-1Y)

INV. OUT
104.95' (EX. SD-2)

103.84' (SD-1Y)

103.75' (EX. SD-3)

STORM  DRAIN  PIPE  SCHEDULE
PIPE  NO.

SD-1Y

SIZE
15"

PIPE  TYPE
RCP

PIPE CLASS
CLASS III

LENGTH
18'

SLOPE
0.50%

INV. IN
103.84'

INV. OUT
103.75'
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ELKTON  ROAD  (ROAD  #11)  -  STA:  0+00.00  -  6+15.00
SCALE : 1" = 20'

ELKTON  ROAD  (ROAD  #11)  -  STA:  4+50.00  -  8+50.00
SCALE : 1" = 20'
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H-1 INSTALL INTEGRAL P.C.C. CURB AND GUTTER - TYPE 3-4.  SEE DELDOT DETAIL C-1 FOR REFERENCE.
H-2 INSTALL P.C.C. CURB - TYPE 2.  SEE DELDOT DETAIL C-1 FOR REFERENCE.
H-3 INSTALL P.C.C. CURB - TYPE 1-6.  SEE DELDOT DETAIL C-1 FOR REFERENCE.
H-4 TAPER CURB DOWN AT 12:1 SLOPE TO MEET EXISTING / PROPOSED GRADE.  SEE DELDOT STANDARD DETAIL C-1.
H-5 TRANSITION FROM DELDOT'S INTEGRAL P.C.C. CURB AND GUTTER - TYPE 3-4 TO UPRIGHT P.C.C. CURB - TYPE 1-6 IN 

LOCATION SHOWN.
H-6 INSTALL PROPOSED DELDOT HANDICAP RAMP TYPE 1 AT LOCATION SHOWN.  FOR DETAIL, SEE DELDOT STANDARD DETAIL

No. C-2.
H-7 INSTALL SHARED-USE PATH (SEE SHEET C-603 & C-604 FOR WIDTHS).  REFER TO DELDOT STANDARD DETAIL M-3, LATEST

EDITION.
H-8 INSTALL FULL DEPTH PCC PAVEMENT SECTION.  SEE DETAIL SHEET C-613. CONNECT TO EXISTING PAVEMENT USING

PAVEMENT TIE IN DETAIL.
H-9 INSTALL FULL DEPTH PAVEMENT SECTION.  SEE DETAIL SHEET C-613. CONNECT TO EXISTING PAVEMENT USING PAVEMENT

TIE IN DETAIL.
H-10 INSTALL DELDOT BIKE SLIP RAMP.  REFER TO DELDOT STANDARD DETAIL M-3, LATEST EDITION.
H-11 INSTALL STORM DRAIN PIPE AT LOCATIONS SHOWN HEREON.  SEE PIPE SCHEDULE, THIS SHEET, FOR TYPE, SIZE, AND

INVERTS.
H-12 INSTALL SAFETY END STRUCTURE AT LOCATIONS SHOWN HEREON.  REFER TO DELDOT STANDARD DETAIL D-1, LATEST

EDITION.  SEE SAFETY END STRUCTURE SCHEDULE, THIS SHEET.
H-13 CONTRACTOR TO MODIFY EXISTING STORM DRAIN CATCH BASIN TO FINAL GRADE.  INSTALL CONCRETE RISER SECTIONS OR

CUT SECTIONS TO ADJUST GRATE TO THE FINISHED ELEVATIONS SHOWN.
H-14 INSTALL SANITARY SEWER FORCE MAIN AT LOCATIONS SHOWN HEREON.  SEE PIPE SCHEDULE, THIS SHEET FOR TYPE, SIZE

AND INVERTS.
H-15 INSTALL SANITARY SEWER MANHOLE AT LOCATIONS SHOWN HEREON.  SEE PIPE SCHEDULE, THIS SHEET, FOR TYPE, SIZE,

AND INVERTS.
H-16 INSTALL GUARD RAIL END TREATMENT ATTENUATOR, TYPE 1.  SEE DELDOT DETAIL B-2 FOR REFERENCE.
H-17 INSTALL DOGHOUSE INLET BOX AT LOCATIONS SHOWN HEREON.  SEE DELDOT DETAIL D-5 FOR REFERENCE.  SEE CATCH

BASIN SCHEDULE, THIS SHEET, FOR TYPE, SIZE, GRATE, AND INVERTS.
H-18 INSTALL DEPRESSED INTEGRAL P.C.C. CURB AND GUTTER - TYPE 3-2.  SEE DELDOT DETAIL C-1 FOR REFERENCE.
H-19 INSTALL DIRECTIONAL TACTILE SURFACE INDICATORS (DTSI).  SEE DELDOT DESIGN GUIDANCE MEMORANDUM 1-28 FOR

REFERENCE.
H-20 INSTALL ALUMINUM PEDESTRIAN RAILING AS SHOWN.  SEE DETAIL, SHEET C-90?.
H-21 CONVERT EXISTING CATCH BASIN TO A JUNCTION BOX AND PAVE OVER.  REFER TO DELDOT STANDARD DETAIL D-7, LATEST

EDITION.
H-21 INSTALL STORM DRAIN CATCH BASIN AT LOCATIONS SHOWN.  SEE CATCH BASIN SCHEDULE, THIS SHEET, FOR TYPE, SIZE,

GRATE, AND INVERTS.
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PROPOSED BITUMINOUS CONCRETE PAVEMENT

PAVEMENT  SECTIONS  LEGEND

FULL DEPTH PAVEMENT SECTION REPLACEMENT

PROPOSED PCC PAVEMENT
FULL DEPTH PAVEMENT SECTION REPLACEMENT

CURB SCHEDULE
NO.
C-1

C-2

ITEM DESCRIPTION / TYPE
P.C.C. CURB, TYPE 1-6

LENGTH

700'P.C.C. CURB, TYPE 2C-3

317'P.C.C. CURB, TYPE 2C-4

14'I.P.C.C. CURB AND GUTTER, TYPE 3-4C-5

I.P.C.C. CURB AND GUTTER, TYPE 3-4C-6

I.P.C.C. CURB AND GUTTER, TYPE 3-4

71'

75'

115'
C-7

62'P.C.C. CURB, TYPE 1-6

I.P.C.C. CURB AND GUTTER, TYPE 3-2*C-8 119'

I.P.C.C. CURB AND GUTTER, TYPE 3-4C-9 47'

* = DEPRESSED CURB

SAFETY END STRUCTURE SCHEDULE
SES  NO.

1

INVERT
99.87'

SIZE TYPE
R.C.P.15"

GUARDRAIL SCHEDULE
NO.
ET-1

ET-2

ITEM DESCRIPTION / TYPE
END TREATMENT ATTENUATOR, TYPE 1

BEGIN STA.
2+18.29

4+48.37END TREATMENT ATTENUATOR, TYPE 1

OFFSET
60.2' CL

60.1' CL

LENGTH
12.50'

12.50'

No. 16378

C

H

R

I

S

T

O

P

HE

R

 
D

.

 

D

U

K

E

L

I

C

E
N

S

E

D

E

L

A

W

A

R

E

P

R

O

F

E

S

S

I

O

N
A

L

 
E

N

G

I

N

E

E

R



PE PE PE PE PE PE PE PE PE PE PE PE PE
PE

OE OE OE OE OE OE OE
O

E

O
E

O
E

O
E

O
E

O
E

OE

OE OE

18
18

18
18

18
18

18
18

24 24

15
15

15
15

15 15

24

24 24

15 15

15
15

15
15

15
15

15
15

15

8

G.V.

OE OE OE OE OE

W.V.
F.H.

O
E

O
E

O
E

O
E

O
E

OE OE OE OE OE
W.M.

TO U.S. ROUTE 40

24" R.C.P.
INV: 101.51'
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0+00 1+00 2+00 3+00 4+00

OTTS CHAPEL ROAD

NCR-397 - MAJOR COLLECTOR
VARYING WIDTH RIGHT OF WAY
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ROCK  CHECK  DAM R.C.D.
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SEQUENCE OF CONSTRUCTION:  OTTS CHAPEL ROAD
1. NOTIFY DELDOT TO HOLD A PRE-CONSTRUCTION MEETING AT LEAST TEN (10) DAYS PRIOR TO THE START OF

CONSTRUCTION.  CONTRACTOR MUST STRICTLY ADHERE TO SEQUENCE, ANY CHANGES MUST BE APPROVED BY THE
DELDOT PRIOR TO IMPLEMENTATION.  THE LIMITS IN THE FIELD WILL BE MARKED.

2. OBTAIN ALL COUNTY AND STATE PERMITS PRIOR TO THE START OF CONSTRUCTION.
3. INSTALL STONE CONSTRUCTION ENTRANCE, PERIMETER CONTROLS, INLET PROTECTION ASSOCIATED WITH

ENTRANCE IMPROVEMENTS AT THE LOCATIONS SHOWN ON THE SITE PLAN.  NOTIFY THE DELDOT FOR INSPECTION
BEFORE PROCEEDING TO STEP NO. 4.

4. CLEAR AND GRUB AREAS NECESSARY FOR INSTALLATION OF PROPOSED IMPROVEMENTS.
5. PLACE MAINTENANCE OF TRAFFIC DEVICES AS NECESSARY THROUGHOUT CONSTRUCTION.
6. BEGIN PROPOSED ENTRANCE IMPROVEMENTS, MEDIAN IMPROVEMENTS TO FOLLOW MAIN ENTRANCE.
7. REMOVE EXISTING PCC PAVEMENT AS SHOWN FOR THE ENTRANCE.
8. REMOVE EXISTING CURB AS SHOWN FOR THE ENTRANCE.
9. REMOVE EXISTING GUARDRAIL AS SHOWN FOR THE ENTRANCE.  POSITIVE PROTECTION SHALL BE PROVIDED DURING

REMOVAL AND SHALL REMAIN IN PLACE UNTIL THE NEW GUARDRAIL IS IN PLACE AND FULLY FUNCTIONAL.
10. CONSTRUCT CURB AND GUTTER AS SHOWN.
10. CONSTRUCT GUARDRAIL AS SHOWN.
11. CONSTRUCT SHARED-USE PATH AS SHOWN.

12. PLACE PROPOSED PAVEMENT UP TO TOP OF PCC PAVEMENT IN LIMITS SHOWN.
13. INSTALL PERMANENT STRIPING IN AREAS SHOWN.
14. TRAFFIC CONTROL DEVICES TO BE PLACED ALONG OTTS CHAPEL ROAD MEDIAN IN ACCORDANCE WITH TA-33, TO

BEGIN PROPOSED MEDIAN IMPROVEMENTS.  ALL LANE CLOSURES MUST FOLLOW THE ALLOWABLE LANE CLOSURE
MATRIX ON SHEET C-002.

14.1. REMOVE EXISTING PCC PAVEMENT AS SHOWN FOR THE MEDIAN.
14.2. REMOVE EXISTING CURB AS SHOWN FOR THE MEDIAN.
14.3. CONSTRUCT CURB AS SHOWN
14.4. PLACE PROPOSED PAVEMENT UP TO TOP OF PCC PAVEMENT IN LIMITS SHOWN.

15. INSTALL SIGNING AND STRIPING AS SHOWN.
16. STABILIZE ALL DISTURBED AREAS WITH TOPSOIL, SEED, AND MULCH.  REMOVAL OF EROSION AND SEDIMENT DEVICES

SHALL BE AS PER THE DIRECTION OF THE ENGINEER.
17. REMOVE MAINTENANCE OF TRAFFIC DEVICES.

NOTE: CONTRACTOR TO ENSURE POSITIVE DRAINAGE THROUGHOUT CONSTRUCTION.

SEQUENCE OF CONSTRUCTION:  OTTS CHAPEL ROAD - CONTINUED

OTTS  CHAPEL  ROAD  (ROAD  #397)  -  STA:  0+00.00  -  4+00.00
SCALE : 1" = 20'

OTTS  CHAPEL  ROAD  (ROAD  #397)  -  STA:  2+50.00  -  5+00.00
SCALE : 1" = 20'
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SEQUENCE OF CONSTRUCTION:  ELKTON ROAD
1. NOTIFY DELDOT TO HOLD A PRE-CONSTRUCTION MEETING AT LEAST TEN (10) DAYS PRIOR TO THE START OF

CONSTRUCTION.  CONTRACTOR MUST STRICTLY ADHERE TO SEQUENCE, ANY CHANGES MUST BE APPROVED BY THE
DELDOT PRIOR TO IMPLEMENTATION.  THE LIMITS IN THE FIELD WILL BE MARKED.

2. OBTAIN ALL COUNTY AND STATE PERMITS PRIOR TO THE START OF CONSTRUCTION.
3. INSTALL STONE CONSTRUCTION ENTRANCE, PERIMETER CONTROLS, INLET PROTECTION ASSOCIATED WITH

ENTRANCE IMPROVEMENTS AT THE LOCATIONS SHOWN ON THE SITE PLAN.  NOTIFY THE DELDOT FOR INSPECTION
BEFORE PROCEEDING TO STEP NO. 4.

4. CLEAR AND GRUB AREAS NECESSARY FOR INSTALLATION OF PROPOSED IMPROVEMENTS.
5. PLACE MAINTENANCE OF TRAFFIC DEVICES AS NECESSARY THROUGHOUT CONSTRUCTION.
6. BEGIN PROPOSED ENTRANCE IMPROVEMENTS.
7. REMOVE EXISTING PCC PAVEMENT AS SHOWN FOR THE ENTRANCE.
8. REMOVE EXISTING CURB AS SHOWN FOR THE ENTRANCE.
9. REMOVE EXISTING GUARDRAIL AS SHOWN FOR THE ENTRANCE.  POSITIVE PROTECTION SHALL BE PROVIDED DURING

REMOVAL AND SHALL REMAIN IN PLACE UNTIL THE NEW GUARDRAIL IS IN PLACE AND FULLY FUNCTIONAL.
10. CONSTRUCT DRAINAGE SYSTEM AS SHOWN.
11. CONSTRUCT CURB AND GUTTER AS SHOWN.
11. CONSTRUCT GUARDRAIL AS SHOWN.

12. CONSTRUCT SHARED-USE PATH AS SHOWN.
13. PLACE PROPOSED PAVEMENT UP TO TOP OF PCC PAVEMENT IN LIMITS SHOWN.
14. INSTALL PERMANENT STRIPING AND SIGNING IN AREAS SHOWN.
15. STABILIZE ALL DISTURBED AREAS WITH TOPSOIL, SEED, AND MULCH.  REMOVAL OF EROSION AND SEDIMENT DEVICES

SHALL BE AS PER THE DIRECTION OF THE ENGINEER.
16. REMOVE MAINTENANCE OF TRAFFIC DEVICES.

NOTE: CONTRACTOR TO ENSURE POSITIVE DRAINAGE THROUGHOUT CONSTRUCTION.

SEQUENCE OF CONSTRUCTION:  ELKTON ROAD - CONTINUED

ELKTON  ROAD  (ROAD  #11)  -  STA:  0+00.00  -  6+15.00
SCALE : 1" = 20'

ELKTON  ROAD  (ROAD  #11)  -  STA:  4+50.00  -  8+50.00
SCALE : 1" = 20'
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SEQUENCE OF CONSTRUCTION:  OTTS CHAPEL ROAD
1. NOTIFY DELDOT TO HOLD A PRE-CONSTRUCTION MEETING AT LEAST TEN (10) DAYS PRIOR TO THE START OF

CONSTRUCTION.  CONTRACTOR MUST STRICTLY ADHERE TO SEQUENCE, ANY CHANGES MUST BE APPROVED BY THE
DELDOT PRIOR TO IMPLEMENTATION.  THE LIMITS IN THE FIELD WILL BE MARKED.

2. OBTAIN ALL COUNTY AND STATE PERMITS PRIOR TO THE START OF CONSTRUCTION.
3. INSTALL STONE CONSTRUCTION ENTRANCE, PERIMETER CONTROLS, INLET PROTECTION ASSOCIATED WITH

ENTRANCE IMPROVEMENTS AT THE LOCATIONS SHOWN ON THE SITE PLAN.  NOTIFY THE DELDOT FOR INSPECTION
BEFORE PROCEEDING TO STEP NO. 4.

4. CLEAR AND GRUB AREAS NECESSARY FOR INSTALLATION OF PROPOSED IMPROVEMENTS.
5. PLACE MAINTENANCE OF TRAFFIC DEVICES AS NECESSARY THROUGHOUT CONSTRUCTION.
6. BEGIN PROPOSED ENTRANCE IMPROVEMENTS, MEDIAN IMPROVEMENTS TO FOLLOW MAIN ENTRANCE.
7. REMOVE EXISTING PCC PAVEMENT AS SHOWN FOR THE ENTRANCE.
8. REMOVE EXISTING CURB AS SHOWN FOR THE ENTRANCE.
9. REMOVE EXISTING GUARDRAIL AS SHOWN FOR THE ENTRANCE.  POSITIVE PROTECTION SHALL BE PROVIDED DURING

REMOVAL AND SHALL REMAIN IN PLACE UNTIL THE NEW GUARDRAIL IS IN PLACE AND FULLY FUNCTIONAL.
10. CONSTRUCT CURB AND GUTTER AS SHOWN.
10. CONSTRUCT GUARDRAIL AS SHOWN.
11. CONSTRUCT SHARED-USE PATH AS SHOWN.

12. PLACE PROPOSED PAVEMENT UP TO TOP OF PCC PAVEMENT IN LIMITS SHOWN.
13. INSTALL PERMANENT STRIPING IN AREAS SHOWN.
14. TRAFFIC CONTROL DEVICES TO BE PLACED ALONG OTTS CHAPEL ROAD MEDIAN IN ACCORDANCE WITH TA-33, TO

BEGIN PROPOSED MEDIAN IMPROVEMENTS.  ALL LANE CLOSURES MUST FOLLOW THE ALLOWABLE LANE CLOSURE
MATRIX ON SHEET C-002.

14.1. REMOVE EXISTING PCC PAVEMENT AS SHOWN FOR THE MEDIAN.
14.2. REMOVE EXISTING CURB AS SHOWN FOR THE MEDIAN.
14.3. CONSTRUCT CURB AS SHOWN
14.4. PLACE PROPOSED PAVEMENT UP TO TOP OF PCC PAVEMENT IN LIMITS SHOWN.

15. INSTALL SIGNING AND STRIPING AS SHOWN.
16. STABILIZE ALL DISTURBED AREAS WITH TOPSOIL, SEED, AND MULCH.  REMOVAL OF EROSION AND SEDIMENT DEVICES

SHALL BE AS PER THE DIRECTION OF THE ENGINEER.
17. REMOVE MAINTENANCE OF TRAFFIC DEVICES.

NOTE: CONTRACTOR TO ENSURE POSITIVE DRAINAGE THROUGHOUT CONSTRUCTION.

SEQUENCE OF CONSTRUCTION:  OTTS CHAPEL ROAD - CONTINUED

OTTS  CHAPEL  ROAD  (ROAD  #397)  -  STA:  0+00.00  -  4+00.00
SCALE : 1" = 20'

OTTS  CHAPEL  ROAD  (ROAD  #397)  -  STA:  2+50.00  -  5+00.00
SCALE : 1" = 20'
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STABILIZED  CONSTRUCTION  ENTRANCE
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STABILIZATION  MATTING  (SLOPE / CHANNEL)

ROCK  CHECK  DAM R.C.D.

SMS SMC

SEQUENCE OF CONSTRUCTION:  ELKTON ROAD
1. NOTIFY DELDOT TO HOLD A PRE-CONSTRUCTION MEETING AT LEAST TEN (10) DAYS PRIOR TO THE START OF

CONSTRUCTION.  CONTRACTOR MUST STRICTLY ADHERE TO SEQUENCE, ANY CHANGES MUST BE APPROVED BY THE
DELDOT PRIOR TO IMPLEMENTATION.  THE LIMITS IN THE FIELD WILL BE MARKED.

2. OBTAIN ALL COUNTY AND STATE PERMITS PRIOR TO THE START OF CONSTRUCTION.
3. INSTALL STONE CONSTRUCTION ENTRANCE, PERIMETER CONTROLS, INLET PROTECTION ASSOCIATED WITH

ENTRANCE IMPROVEMENTS AT THE LOCATIONS SHOWN ON THE SITE PLAN.  NOTIFY THE DELDOT FOR INSPECTION
BEFORE PROCEEDING TO STEP NO. 4.

4. CLEAR AND GRUB AREAS NECESSARY FOR INSTALLATION OF PROPOSED IMPROVEMENTS.
5. PLACE MAINTENANCE OF TRAFFIC DEVICES AS NECESSARY THROUGHOUT CONSTRUCTION.
6. BEGIN PROPOSED ENTRANCE IMPROVEMENTS.
7. REMOVE EXISTING PCC PAVEMENT AS SHOWN FOR THE ENTRANCE.
8. REMOVE EXISTING CURB AS SHOWN FOR THE ENTRANCE.
9. REMOVE EXISTING GUARDRAIL AS SHOWN FOR THE ENTRANCE.  POSITIVE PROTECTION SHALL BE PROVIDED DURING

REMOVAL AND SHALL REMAIN IN PLACE UNTIL THE NEW GUARDRAIL IS IN PLACE AND FULLY FUNCTIONAL.
10. CONSTRUCT DRAINAGE SYSTEM AS SHOWN.
11. CONSTRUCT CURB AND GUTTER AS SHOWN.
11. CONSTRUCT GUARDRAIL AS SHOWN.

12. CONSTRUCT SHARED-USE PATH AS SHOWN.
13. PLACE PROPOSED PAVEMENT UP TO TOP OF PCC PAVEMENT IN LIMITS SHOWN.
14. INSTALL PERMANENT STRIPING AND SIGNING IN AREAS SHOWN.
15. STABILIZE ALL DISTURBED AREAS WITH TOPSOIL, SEED, AND MULCH.  REMOVAL OF EROSION AND SEDIMENT DEVICES

SHALL BE AS PER THE DIRECTION OF THE ENGINEER.
16. REMOVE MAINTENANCE OF TRAFFIC DEVICES.

NOTE: CONTRACTOR TO ENSURE POSITIVE DRAINAGE THROUGHOUT CONSTRUCTION.

SEQUENCE OF CONSTRUCTION:  ELKTON ROAD - CONTINUED

ELKTON  ROAD  (ROAD  #11)  -  STA:  0+00.00  -  6+15.00
SCALE : 1" = 20'

ELKTON  ROAD  (ROAD  #11)  -  STA:  4+50.00  -  8+50.00
SCALE : 1" = 20'
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OTTS  CHAPEL  ROAD   -  TYPICAL  ROADWAY  SECTION  A-A  (STAT:  0+25  -  0+75)
SCALE : 1" = 5'
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501006: 12" P.C.C. PAVEMENT
NON-CARBONATE STONE,

209002: 8" BORROW, TYPE B

PROVIDE 6" TOPSOIL (908010),
PERMANENT GRASS
SEEDING-DRY GROUND
(PS-DG) (908014) AND
MULCHING STRAW (908020) 

DELDOT P.C.C. CURB TYPE 2

(301003).

A

MATERIAL IDENTIFIER

B

C

G

H

TYPICAL SECTION LABELS

301001: 8" GABC OVER
APPROVED SUBGRADE

DELDOT SHARED-USE PATH,
2" TYPE "C" (701014) ON MIN.I
8" GABC (301003).  DETAIL M-3

K

DELDOT INTEGRAL P.C.C.
CURB & GUTTER TYPE 3-4 ON
MIN. 6" GABC (301003).

J 8" P.C.C. CONCRETE (705005)
ON MIN. 8" GABC (301003).

401007: 2" SUPERPAVE TYPE

PG 76-22
D

E 401016: 4" SUPERPAVE TYPE
"B", PG 76-22

F 301001: 8" GABC OVER
APPROVED SUBGRADE

PG 76-22

"C" NON-CARBONATE STONE,

(701016) ON MIN. 6" GABC

PER DELDOT SPECIFICATIONS.
DELDOT P.C.C. CURB TYPEL 1-6 ON MIN. 6" GABC (301003).
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OTTS  CHAPEL  ROAD  (ROAD  #397)  -  ENTRANCE  CROSS  SECTION  PLAN
SCALE : 1" = 40'
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SCALE :  1" = 40'
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AS DETERMINED BY THE MODIFIED PROCTOR TEST, ASTM D 1557

TOP 12" OF SUBGRADE SHALL BE COMPACTED TO
95% OF THE MODIFIED PROCTOR STANDARD DRY DENSITY

(SN 1.12) 8" G.A.B.C. (ITEM 301001)

NO SCALE

PAVEMENT  SECTION  DETAIL

PAVEMENT  SECTION  -  SN 9.12

(SN 3.2) 8" BORROW, TYPE B (ITEM 209002)

OTTS CHAPEL ROAD

(SN 4.8) 12"  P.C.C. PAVEMENT (ITEM 501006)

A
A

B
B

AS DETERMINED BY THE MODIFIED PROCTOR TEST, ASTM D 1557

TOP 12" OF SUBGRADE SHALL BE COMPACTED TO
95% OF THE MODIFIED PROCTOR STANDARD DRY DENSITY

(SN 1.6) 4"  SUPERPAVE  TYPE "B" 
PG 76-22 (ITEM 401016)

NO SCALE

PAVEMENT  SECTION  DETAIL

PAVEMENT  SECTION  -  SN 3.52

(SN 1.12) 8" G.A.B.C. (ITEM 301001)

SITE ENTRANCE

(SN 0.8) 2"  SUPERPAVE  TYPE "C"
PG 76-22 NON-CARBONATE STONE (ITEM 401007)
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Alignment - Otts Chapel Road - STA.: 0+00.00
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501006: 12" P.C.C. PAVEMENT
NON-CARBONATE STONE,

209002: 8" BORROW, TYPE B

PROVIDE 6" TOPSOIL (908010),
PERMANENT GRASS
SEEDING-DRY GROUND
(PS-DG) (908014) AND
MULCHING STRAW (908020) 

DELDOT P.C.C. CURB TYPE 2

(301003).
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B

C

G

H

TYPICAL SECTION LABELS

301001: 8" GABC OVER
APPROVED SUBGRADE

DELDOT SHARED-USE PATH,
2" TYPE "C" (701014) ON MIN.I
8" GABC (301003).  DETAIL M-3

K

DELDOT INTEGRAL P.C.C.
CURB & GUTTER TYPE 3-4 ON
MIN. 6" GABC (301003).

J 8" P.C.C. CONCRETE (705005)
ON MIN. 8" GABC (301003).

401007: 2" SUPERPAVE TYPE

PG 76-22
D

E 401016: 4" SUPERPAVE TYPE
"B", PG 76-22

F 301001: 8" GABC OVER
APPROVED SUBGRADE

PG 76-22

"C" NON-CARBONATE STONE,

(701016) ON MIN. 6" GABC

PER DELDOT SPECIFICATIONS.
DELDOT P.C.C. CURB TYPE

L 1-6 ON MIN. 6" GABC (301003).
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501006: 12" P.C.C. PAVEMENT
NON-CARBONATE STONE,

209002: 8" BORROW, TYPE B

PROVIDE 6" TOPSOIL (908010),
PERMANENT GRASS
SEEDING-DRY GROUND
(PS-DG) (908014) AND
MULCHING STRAW (908020) 

DELDOT P.C.C. CURB TYPE 2

(301003).

A

MATERIAL IDENTIFIER

B

C

G

H

TYPICAL SECTION LABELS

301001: 8" GABC OVER
APPROVED SUBGRADE

DELDOT SHARED-USE PATH,
2" TYPE "C" (701014) ON MIN.I
8" GABC (301003).  DETAIL M-3

K

DELDOT INTEGRAL P.C.C.
CURB & GUTTER TYPE 3-4 ON
MIN. 6" GABC (301003).

J 8" P.C.C. CONCRETE (705005)
ON MIN. 8" GABC (301003).

401007: 2" SUPERPAVE TYPE

PG 76-22
D

E 401016: 4" SUPERPAVE TYPE
"B", PG 76-22

F 301001: 8" GABC OVER
APPROVED SUBGRADE

PG 76-22

"C" NON-CARBONATE STONE,

(701016) ON MIN. 6" GABC

PER DELDOT SPECIFICATIONS.
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Alignment - Elkton Road - STA.: 8+00.00
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501006: 12" P.C.C. PAVEMENT
NON-CARBONATE STONE,

209002: 8" BORROW, TYPE B

PROVIDE 6" TOPSOIL (908010),
PERMANENT GRASS
SEEDING-DRY GROUND
(PS-DG) (908014) AND
MULCHING STRAW (908020) 

DELDOT P.C.C. CURB TYPE 2

(301003).

A
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B

C
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H

TYPICAL SECTION LABELS

301001: 8" GABC OVER
APPROVED SUBGRADE

DELDOT SHARED-USE PATH,
2" TYPE "C" (701014) ON MIN.I
8" GABC (301003).  DETAIL M-3

K

DELDOT INTEGRAL P.C.C.
CURB & GUTTER TYPE 3-4 ON
MIN. 6" GABC (301003).

J 8" P.C.C. CONCRETE (705005)
ON MIN. 8" GABC (301003).

401007: 2" SUPERPAVE TYPE

PG 76-22
D

E 401016: 4" SUPERPAVE TYPE
"B", PG 76-22

F 301001: 8" GABC OVER
APPROVED SUBGRADE

PG 76-22

"C" NON-CARBONATE STONE,
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PER DELDOT SPECIFICATIONS.
DELDOT P.C.C. CURB TYPE

L 1-6 ON MIN. 6" GABC (301003).

EX. E.O.T.EX. E.O.P. EX. E.O.P.EX. E.O.T.
±183.0' EXISTING RIGHT-OF-WAY

EX. E.O.P. EX. E.O.P.EX. E.O.T. EX. E.O.T.
±182.9' EXISTING RIGHT-OF-WAY

32' CLEAR ZONE WIDTH

CLEAR ZONE

L.O.C.

32' CLEAR ZONE WIDTH

CLEAR ZONE EX. R.O.W. PR. P.E.
12.2'

PR. ADDITIONAL PERMANENT
10'

PR. SHARED-USE PATH

1.7' 4.9'

1.2%
SLOPE

1379:1

EX. R.O.W.
CL

EX. GRASSED MEDIAN

±32.7'

EX. TRAVEL LANE

±11.0'

EX. TRAVEL LANE

±11.5'±12.1'

EX. LEFT TURN LANE EX. SHARED-USE PATH

±10.0'±4.9'±1.7'

EX. RIGHT TURN LANE

±13.4'

3.1%2.0%1.7%1.9%

DEPTH OF EX. 6" GAS MAIN
APPROXIMATE LOCATION &

DEPTH OF EX. 6" GAS MAIN
APPROXIMATE LOCATION & H I

KEX. PAVEMENT

EX. PAVEMENT

LOCATION AND DEPTH OF
EX. 15" STORM DRAIN

EX. R.O.W. PR. P.E.

PR. ADDITIONAL PERMANENT

EX. R.O.W.
CL

±12.3'

EX. LEFT TURN LANEEX. GRASSED MEDIAN

±32.0'

EX. TRAVEL LANE

±11.0'

EX. TRAVEL LANE

±11.4'

EX. SHARED-USE PATH

±10.1'±4.8'±1.6'

EX. RIGHT TURN LANE

±13.4'

17:1
8:11.6%215:13.1%2.3%1.2%1.6%

DEPTH OF EX. 6" GAS MAIN
APPROXIMATE LOCATION &DEPTH OF EX. 6" GAS MAIN

APPROXIMATE LOCATION &

LOCATION AND DEPTH OF
EX. 15" STORM DRAIN

13:1
17:1

14:1
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NCR-11, OTHER PRINCIPAL ARTERIAL
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ENTRANCE PLANS:
PEDESTRIAN
MAINTENANCE OF
TRAFFIC PLAN

PEDESTRIAN MAINTENANCE OF TRAFFIC (MOT) NOTES:
1. PRIOR TO THE START OF WORK, A TEMPORARY PEDESTRIAN BOARDWALK SHALL BE CONSTRUCTED (SEE STANDARD CONSTRUCTION

DETAIL M-13).  TYPE III BARRICADES SHALL BE PLACED BLOCKING OFF THE PORTION OF THE SHARED-USE PATHWAY TO BE DISTURBED
BY THE CONSTRUCTION OF THE ENTRANCE.

2. CONTRACTOR SHALL COMPLETE THE WORK WITHIN THE R.O.W. OF NORTH STREET AND TO THE NORTH OF THE TEMPORARY PEDESTRIAN
ACCESS (CURB INSTALLED, HANDICAP RAMPS INSTALLED, MUTI-USE PATHWAY PAVED, AND 12" GABC INSTALLED IN ENTRANCE).

3. CONTRACTOR SHALL REMOVE TEMPORARY PEDESTRIAN ACCESS AND PROCEED WITH REMAINING CONSTRUCTION OF THE ENTRANCE.

ELKTON  ROAD  (ROAD  #11)  -  PEDESTRIAN  MAINTENANCE  OF  TRAFFIC  PLAN
SCALE : 1" = 40'

0

SCALE :  1" = 40'

20 40 80

OTTS  CHAPEL  ROAD  (ROAD  #397)  -  PEDESTRIAN  MAINTENANCE  OF  TRAFFIC  PLAN
SCALE : 1" = 40'

0

SCALE :  1" = 40'

20 40 80

RIGHT-OF-WAY WIDTH VARIES
NCR-397, MAJOR COLLECTOR

OTTS CHAPEL ROAD

RIGHT-OF-WAY WIDTH VARIES

PEDESTRIAN MAINTENANCE OF TRAFFIC (MOT) NOTES:
1. PRIOR TO THE START OF WORK, A TEMPORARY PEDESTRIAN BOARDWALK SHALL BE CONSTRUCTED (SEE STANDARD CONSTRUCTION

DETAIL M-13).  TYPE III BARRICADES SHALL BE PLACED BLOCKING OFF THE PORTION OF THE SHARED-USE PATHWAY TO BE DISTURBED
BY THE CONSTRUCTION OF THE ENTRANCE.

2. CONTRACTOR SHALL COMPLETE THE WORK WITHIN THE R.O.W. OF NORTH STREET AND TO THE NORTH OF THE TEMPORARY PEDESTRIAN
ACCESS (CURB INSTALLED, HANDICAP RAMPS INSTALLED, MUTI-USE PATHWAY PAVED, AND 12" GABC INSTALLED IN ENTRANCE).

3. CONTRACTOR SHALL REMOVE TEMPORARY PEDESTRIAN ACCESS AND PROCEED WITH REMAINING CONSTRUCTION OF THE ENTRANCE.

CONSTRUCT 5' WIDE TEMPORARY
PEDESTRIAN BOARDWALK
(SEE NOTE 1)

PLACE TYPE III BARRICADE

PLACE TYPE III BARRICADE

CONSTRUCT 5' WIDE TEMPORARY
PEDESTRIAN BOARDWALK
(SEE NOTE 1)

PLACE TYPE III BARRICADE

CONSTRUCT 10.5' WIDE TEMPORARY
PEDESTRIAN BOARDWALK
(SEE NOTE 1)

PLACE TYPE III BARRICADE PLACE TYPE III BARRICADE
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RESERVED
PARKING

5-
0"

 - 
M

IN
IM

U
M

12"

18
"

INTERNATIONAL ACCESSIBLE
SIGN BY "SAFETY SIGN CO.",
CLEVELAND, OHIO - OR AS
REQUIRED BY LOCAL CODE

7-
0"

 - 
M

A
XI

M
U

M

1" MIN. TO 4" MAX.

36
"

18
"CONCRETE / PAVEMENT

STONE

2-1/2" SQUARE TUBING

2" SQUARE TUBING

4" I.D. PVC SLEEVE

SOIL INSTALATION CONCRETE  OR  PAVEMENT
INSTALLATION

2-1/4" SQUARE TUBING

NOTE:
FOR POST DETAIL SEE DELDOT STANDARD
DETAIL T-15 - BREAKWAY SIGN POST AND PIN
ASSEMBLY DETAILS.

NOTE :
PROVIDE ONE SIGN
PER ACCESSIBLE STALL

ACCESSIBLE  PARKING  SIGN  &  POLE
NO SCALE BMG NO.: SW-4D

ACCESSIBLE
VAN

RESERVED
PARKING

NOTES:
2" DIA. GALVANIZED PIPE WITH CAP. PAINT FINISH
BURIED TO A MINIMUM DEPTH OF 36"

FOR VAN ACCESSIBLE SPACES ONLY2"  HIGH  LETTERING
(GREEN)

GREEN

WHITE

6"

12"

2" HIGH LETTERING
(GREEN)

18"

WHITE

BLUE

GREEN

1.

2.

THE BOTTOM EDGE OF SIGN SHALL BE A MINIMUM OF 5.0' AND A MAXIMUM OF 7.0'
ABOVE FINISHED GRADE.  CONTRACTOR SHALL  INSTALL ONE SIGN PER ACCESSIBLE
PARKING SPACE.  SIGNS ARE TO BE CENTERED ON STALL WIDTH, FACING PARKING.
THE SIGN BE INACCORDANCE WITH THE STANDARDS AND SPECIFICATIONS AS
DEFINED BY THE CURRENT AMERICANS WITH DISABILITIES ACT (ADA) REGULATIONS.

ACCESSIBLE  PARKING  SIGN  DETAIL
NO SCALE BMG NO.: SW-4CB-VAN

COLOR: WHITE SYMBOL ON BLUE BACKGROUND.  SIZE: 48" X 48".
PROVIDE PREFORMED THERMOPLASTIC (90 MIL) ACCESSIBLE SYMBOL1.

NOTE:

ACCESSIBLE  THERMO  SYMBOL
NO SCALE BMG NO.: SW-4E-2

ACCESSIBLE SPACES SHALL BE 8'-0" WIDE (MIN.),
NOTES:

PAINTED STRIPES

(IF REQUIRED - SEE SITE PLAN)
CONCRETE CURB & GUTTER

8'
-0

" 
 M

IN
IM

U
M

5'
-0

"
8'

-0
"

VA
N

  A
C

C
ES

SI
B

LE

4'
-0

"

3'-0"

SEE DETAIL, THIS SHEET
ACCESSIBLE  SYMBOL

ACCESSIBLE  PARKING  SIGN
(ONE PER SPACE)
TO BE LOCATED OTHER
SIDE OF SIDEWALK
SEE DETAIL, THIS SHEET

ACCESSIBLE  PARKING  SPACE  PLAN
NO SCALE BMG NO. : SW-4B1

COLOR: WHITE SYMBOL ON BLUE BACKGROUND.  SIZE: 48" x 48".
PROVIDE PREFORMED THERMOPLASTIC (90 MIL) ACCESSIBLE SYMBOL

1.
2.

SE
E 

 S
IT

E 
 P

LA
N

8'
-0

" 
 M

IN
IM

U
M

SE
E 

 S
IT

E 
 P

LA
N

NO SCALE BMG NO. : TS-02R

STOP

PAVEMENT

2' FROM BACK OF CURB
IF NO CURB, 3' FROM 
EDGE OF PAVEMENT

SIGN TO BE INSTALLED

N
O

T 
LE

SS
 T

H
AN

 7
'-0

" 

SQUARE POST SHALL NOT BE 
LESS THAN 2" x 2" WITH A WALL 
THICKNESS OF 0.1092"

2" SQUARE POST

2-1/2" SQUARE 4"
 M

AX
.

ON BREAK AWAY POST

FR
O

M
 G

R
O

U
N

D
 T

O
 B

O
TT

O
M

 O
F 

SI
G

N

STOP  SIGN  AND  BREAKAWAY  POST  DETAIL

TUBING

2-1/4" SQUARE
TUBING

NOTE :
ROADSIDE  SIGN - BUSINESS  OR  RESIDENTIAL  DISTRICT

BREAKAWAY  POST  DETAIL
1.

36
"

18
"

DESIGN, FABRICATION AND INSTALLATION OF ALL PERMANENT SIGNING
SHALL BE IN ACCORDANCE WITH LATEST "DEMUTCD" (DELAWARE MANUAL
ON UNIFORM TRAFFIC CONTROL DEVICES) MANUAL (LATEST EDITION).

PEDESTRIAN  CROSSWALK  DETAIL
NO SCALE

STRIPING  OF  CROSSWALK  SHALL  BE  THERMO

2'-0"
(24")

10
'-0

"
(1

20
")

2'-0" (24") SPACING
WHITE STRIPE

ACCESSIBLE  PARKING  SIGN  DETAIL
NO SCALE BMG NO. : SW-4CR

RESERVED
PARKING

NOTES:

WHITE

BLUE

GREEN

1.

2.

THE BOTTOM EDGE OF SIGN SHALL BE A MINIMUM OF 5.0' AND A MAXIMUM OF 7.0'
ABOVE FINISHED GRADE.  CONTRACTOR SHALL  INSTALL ONE SIGN PER ACCESSIBLE
PARKING SPACE.  SIGNS ARE TO BE CENTERED ON STALL WIDTH, FACING PARKING.
THE SIGN BE INACCORDANCE WITH THE STANDARDS AND SPECIFICATIONS AS
DEFINED BY THE CURRENT AMERICANS WITH DISABILITIES ACT (ADA) REGULATIONS.

12"

2" HIGH LETTERING
(GREEN)

2" DIA. GALVANIZED PIPE WITH CAP. PAINT FINISH
BURIED TO A MINIMUM DEPTH OF 36"

18"

CONCRETE  SIDEWALK
NO  SCALE BMG NO. : SW-3C

4"

2% SLOPE MAX.

SEE SITE PLAN

2.

1.

AS PER SPECIFICATIONS.
CONCRETE SIDEWALKS SHALL BE CONSTRUCTED
JOINTS AT INTERVALS NOT GREATER THAN 20 FEET.
MARK IN 5 FOOT SQUARES, USE 1/2 INCH CORK EXPANSION

NOTES:

CLASS "B" CONCRETE 3000 PSI

4" GRADED AGGREGATE BASE COURSE

SET  3'  BELOW  GRADE  AND

18"  DIA  CONCRETE
ENCASEMENT
AROUND  POST

EXTENDED  4'  ABOVE  GRADE.

3'
-0

"
4'

-0
"

4.5"  O.D.  STEEL  PIPE  BOLLARD

ENCASE IN HDPE 1/4" COVER
FILL  SOLID  WITH  CONCRETE.

6"

PIPE  BOLLARD  DETAIL
NO SCALE BMG NO. : SW-9A

IDEAL SHIELD, OR APPROVED
EQUAL, WITH DOME TOP

CURB  TAPER  DETAIL
NO SCALE

DELDOT ACCESS MANUAL - PAGE 4-3

BMG NO. : SW-1C

2"

4'-0"

GRADED AGGREGATE BASE

SLOPE VARIES

PROFILE OF SHOULDER
AT FACE OF CURB

TOP OF CURB

CURB

BOTTOM OF CURB

CONCRETE  CURB  OPENING
NO SCALE BMG NO. : SW-10A

1.5' R

PLAN

SECTION  A - A

4'-0"
7"

1" BATTER

2"R

2"R

AGGREGATE BASE
4" MINIMUM

AT 30 DAYS
3000 PSI CONRETE

CURB & GUTTER
6" CONCRETE

SLOPE

14"

6"

NOSE CURB DOWN

8"

16"

SECTION  B - B

SLOPE

B

NOSE CURB DOWN

A A

B

4'-0"

3'
-0

"

NORMAL DUTY CONCRETE SECTION
NO SCALE CONCRETE-SECTION

AS DETERMINED BY THE MODIFIED PROCTOR TEST, ASTM D 1557

TOP 12" OF SUBGRADE SHALL BE COMPACTED TO
95% OF THE MODIFIED PROCTOR STANDARD DRY DENSITY

6" FIBER REINFORCED CONCRETE (4000 PSI) 
8"  G.A.B.C.

1.  CONTROL, EXPANSION, AND CONSTRUCTION JOINTS TO BE PROVIDED PER
DETAILS, THIS SHEET.

HEAVY DUTY CONCRETE SECTION  
NO SCALE CONCRETE-SECTION

AS DETERMINED BY THE MODIFIED PROCTOR TEST, ASTM D 1557

TOP 12" OF SUBGRADE SHALL BE COMPACTED TO
95% OF THE MODIFIED PROCTOR STANDARD DRY DENSITY

8" FIBER REINFORCED CONCRETE (4000 PSI) 
8"  G.A.B.C.

1.  CONTROL, EXPANSION, AND CONSTRUCTION JOINTS TO BE PROVIDED PER
DETAILS, THIS SHEET.

NO SCALE BMG NO. : SW-6E

CONTROL  JOINT  DETAIL

XXXXXXXXXX

JOINT  SEALANT - 3/4" DEEP (MIN.)
HELD 1/4" BELOW SURFACE

D/3

D

1. USE SPECIFICATION ACI 360R-06 TO PLACE CONTROL JOINTS SO AS TO UNIFORMLY DIVIDE SLABS INTO
NOMINAL 12'x12' (NORMAL DUTY) OR 16'x16' (HEAVY DUTY) SECTIONS.  SEAL CONTROL JOINTS IF
SPECIFIED BY OWNER'S REPRESENTATIVE.

2. FOR 5' TO 7' WALKS, INSTALL A CONTROL JOINT EVERY 5'.  IN 10' WALKS, INSTALL A CONTROL JOINT
EVERY 5' AND ONE IN THE CENTER.

(TYPE OF JOINT: SAWN, PREMOLD STRIP, HAND FORMED AND SAWN AT CRITICAL JOINTS

1/4"

NO SCALE BMG NO. : SW-6F

ISOLATION / EXPANSION  JOINT  DETAIL

X X X X X

XXXXX

1/2" EXPANSION MATERIAL

JOINT  SEALANT - 3/4" DEEP (MIN.) HELD 1/4" BELOW 
SURFACE.  USE REMOVEABLE MATERIAL DURING FORMING 
REQUIRED TO OBTAIN A 3/4" RECESS

1. PLACE AGAINST CONCRETE TANK SLAB, ABUTTING ROADWAY PAVEMENTS AND STRUCTURES
(BUILDINGS, CANOPY COLUMNS, CATCH BASINS, ETC.)

LIGHT PAVEMENT SECTION  
NO SCALE BMG NO. : SW-2AB

AS DETERMINED BY THE MODIFIED PROCTOR TEST, ASTM D 1557

TOP 12" OF SUBGRADE SHALL BE COMPACTED TO
95% OF THE MODIFIED PROCTOR STANDARD DRY DENSITY

2-3/4" BITUMINOUS CONCRETE, TYPE "B"

1-1/4" BITUMINOUS CONCRETE, TYPE "C" 
 PG 64-22 , CARBONATE STONE

PG 64-22  
6"  G.A.B.C.
DELDOT TYPE "B", CR-6

PAVEMENT SECTION FOR: 
LIGHT DUTY (PARKING AREAS)

HEAVY PAVEMENT SECTION  
NO SCALE BMG NO. : SW-2AB

AS DETERMINED BY THE MODIFIED PROCTOR TEST, ASTM D 1557

TOP 12" OF SUBGRADE SHALL BE COMPACTED TO
95% OF THE MODIFIED PROCTOR STANDARD DRY DENSITY

4" BITUMINOUS CONCRETE, TYPE "B"

2" BITUMINOUS CONCRETE, TYPE "C"
PG 64-22 , CARBONATE STONE

PG 64-22  
8"  G.A.B.C.
DELDOT TYPE "B", CR-6

PAVEMENT SECTION FOR:  SN: 3.52
HEAVY DUTY (DRIVE AISLES)

X X X X X X X X

CONCRETE  PAD  SECTION  (8"  THICKNESS)
NO SCALE BMG NO.: SW-6D

1" X 1" CHAMFER
#4 BARS @ 12" O.C.E.W.2-1/2"  CLEARANCE  (TYP.)

6" X 6"  W4.0XW4.0  W.W.F.

#4 BARS 

8"
8"1'

-2
"

12"

8"

95% OF THE MODIFIED PROCTOR STANDARD DRY DENSITY
TOP 12" OF SUBGRADE SHALL BE COMPACTED TO
CR-1 BASE
8" GRADED AGGREGATE SUBBASE

WIDTH  VARIES - SEE  SITE  PLAN

4000 P.S.I. CONCRETE

NOTE:
CONTRACTOR  TO  PROVIDE  CONTRACTION  JOINTS  AT  A  MINIMUM  OF  10'  SPACING  WITH
EXPANSION  JOINTS  AT  A  MINIMUM  SPACING  OF  20'  AND  WHEN  ADJACENT  TO  FIXED  OBJECTS
SUCH  AS  CURB,  WALLS,  ETC.

CONCRETE  PAD  SECTION  (6"  THICKNESS)
NO SCALE BMG NO. : SW-6B

#4 BARS @ 12" O.C.E.W.2-1/2"  CLEARANCE  (TYP.)
6" X 6"  W4.0XW4.0  W.W.F.
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X X X X X X X X
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95% OF THE MODIFIED PROCTOR STANDARD DRY DENSITY
TOP 12" OF SUBGRADE SHALL BE COMPACTED TO

6" GRADED AGGREGATE SUBBASE

VARIES - SEE SITE PLAN

4000 P.S.I. CONCRETE

NOTES:

(TYPE B CRUSHER RUN)

CONTRACTOR  TO  PROVIDE  CONTRACTION  JOINTS  AT  A  MINIMUM  OF  10'  SPACING  WITH
EXPANSION  JOINTS  AT  A  MINIMUM  SPACING  OF  20'  AND  WHEN  ADJACENT  TO  FIXED  OBJECTS
SUCH  AS  CURB,  WALLS,  ETC.

7  SPACE  BIKE  RACK (BELSON  MODEL  H36-7-P-SF)
NO SCALE

5'  -  3 58 "

9 - 78 "

5'  -  1 14 "

37"

2" SCHEDULE  
40 PIPE

2 - 38 "
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M
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T

3000 PSI CONC. AT 30 DAYS

COMBINATION  SIDEWALK  AND  PC.C.  CURB  TYPE  1-6
NO SCALE BMG NO.: SW-03I

2.

1.

AS PER SPECIFICATIONS.
CONCRETE SIDEWALKS SHALL BE CONSTRUCTED
JOINTS AT INTERVALS NOT GREATER THAN 16'
MARK IN 4' SQUARES, USE PREMOLDED EXPANSION

NOTES:

4"

18
"
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20"

BASE COURSE (GABC)
GRADED AGGREGATE  

P.C.C.  CURB - TYPE  1 - 6

6"

8-1/4" 3/4" BATTER
1-1/2" R
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SEE DETAIL,  THIS  SHEET

BASE COURSE (GABC)
GRADED AGGREGATE  

2.0% SLOPE  (MAX.)

WIDTH  VARIES - SEE  SITE  PLAN

EXPANSION JOINT
1/2" PERFORMED BITUMINOUS

4"

CLASS  "B"  CONCRETE
3000 PSI CONC.
AT 30 DAYS
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1/
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1-1/2"

6"
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20" BASE COURSE (GABC)
GRADED AGGREGATE  

DEPRESSED CURB

NORMAL CURB

6" WHEN ADJACENT TO PORTLAND
CEMENT PAVEMENT AND THERE
IS A SEPARATION, USE
APPROVED JOINT FILLER.

DEPRESS CURB AT ENTRANCES
AS DETAILED

DEPRESS CURB FLUSH WITH 
PAVEMENT AT CURB RAMPS

NOTES :
1.

2.

3.

REVERSE  GUTTER  SLOPE  
WHEN PAVEMENT DRAINS

4.

AWAY FROM PROPOSED CURB

8-1/4" 3/4" BATTER

P.C.C.  CURB - TYPE  1 - 6 NO.: C-1 (2017)

1-1/2" R

DELDOT STANDARD
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9"

SHOWN  FOR  REFERENCE  ONLY - SEE  DELDOT  STANDARDSNO SCALE BMG NO.: SW-01I-A

1" LIP WITH 3/4"
ROUND EDGE

SEE NOTES 2 & 3
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-0
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8"

DUMPSTER  ENCLOSURE  DETAIL
NO SCALE

MPT TRASH
COMPACTOR

CARDBOARD
RECYCLING
CONTAINER

8' x 10' SHED

6" BOLLARD (TYP.)

LIGHT

LIGHT

LIGHT

TC DISC

TC CONTROLS /
SONOZAIRE

FREEZE PROOF
YARD HYDRANT

CANE BOLT
RECEIVER
SLEEVE (TYP.)

6" REINFORCED
CONCRETE

1500 GALLON TOP SEAM

DWG. #:

Heavy Duty Grease Trap

P.E.G

Not to ScaleSCALE:

DRAWN BY: DATE:

1 of 1

05/31/17

A A

PLAN VIEW

SECTION A-A

78
.0

0

132.00

55
.0

0

3.00

4.
00

1. OVERALL HEIGHT: 4'11"
2. WEIGHT: TANK 9600 lbs.
                   COVER 4450 lbs.

4'
-0

"

3'
-1

0"

4x4 4/4 WELDED WIRE MESH
WALLS AND FLOOR

#5 BAR 12" OCEW
24" DIA. x 6" HIGH
POLYLOK LID & RISER

5.
00

Ø2
4.

00

INLET OUTLET

PVC BAFFLE
(PROVIDED) PVC BAFFLE

(PROVIDED BY OTHER)
POLYLOK POLY IV
BOOT SEALS

PVC BAFFLE
 (PROVIDED BY OTHER)

41.5081.50

4" SAND
CUSHION

REF. STRUCTURAL

2'
-0

"

1'-6"
7"

CONCRETE
REINFORCING BARS,
REF STRUCTURAL

DUMPSTER  ENCL.  FOUNDATION  SECTION
NO SCALE

1'
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"
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"
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-6

"
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-6
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-0

"
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FINISH AS SCHEDULED

3" NOM. O.D. GALVANIZED
STEEL POST

TREATED 2x4 HORIZONTAL
SUPPORTS (TYP)

26 GA. REVERSE R
PANEL SHEATHING

20 GA. DARK BRONZE CAP
FLASHING, GC SUPPLIED

POST AND FOOTING BEYOND
REF STRUCTURAL

T.O. ENCLOSURE FRAMING
REF ELEVATIONS

T.O. ENCLOSURE SLAB
REF CIVIL

DUMPSTER  ENCLOSURE  WALL  SECTION
NO SCALE

ROOF  DRAIN / DOWNSPOUT  WITH  45°  WYE  CLEANOUT  DETAIL
NO SCALE

SCREW-IN CAP

2' DIA., 4" THICK CONCRETE SLAB

1/2" EXPANSION GAP

FINISHED  GRADE

6" DIA. PIPE

6" DIA. - 45° BEND

6" x 6" x 6" LATERAL

6" DIA.  SDR-35  PVC

4" MIN.

CONCRETE BASE

6"

FIRM EARTH

FLOW

CAST IRON FRAME AND COVER

NOTES:

ALL  JOINTS  SHAL  BE  WATERTIGHT  (WT).

1.

2.
ALL  CLEANOUTS  SHALL  BE  6"  MINIMUM.3.

CONNECTIONS TO THE  H.D.P.E. MAIN SHALL
UTILIZE AN INSERTA TEE (OR EQUAL).

2'
-6

" M
IN

.

6" DIA.  SDR-35  PVC

BUILDING  FACE

FLEXIBLE RUBBER
ADAPTOR CONNECTION

THRUST  BLOCK  DETAIL
NO  SCALE BMG NO.: W-05

E

TYPICAL  SECTION

WALL
TRENCH

CROSS  WITH  PLUG

A

LATERAL

A

TEE  WITH  PLUG

B (FITTING)

B (PLUG)

E

90° BEND

A

A

45° - 22° - 11 1/4° BENDS

"C" SQUARE

D

D

D
E

D

FRONT OF PLUG
BOARD IN

AA

A
A

LAT

20"

16"

14"

10"

7"

150 P.S.I. TEST PRESSURE
THRUST BLOCK SCHEDULE

AAAABE MIM.INCHES

20"

16"

14"

10"

7"

30"12

2, 3 & 4

10

8

28"

20"

6 14"

10"

8"8"16"26"

24"

18"

14"

10"

15"

10"

8"

6"

7"

5"

7"

5"

4"

3"

4"

3"

DIMENSIONSSIZE
PIPE HOLD

90° 45° 11 1/4°22 1/2°

EDCAA

20"20"18"20"

14"

16" 16"

14"

7"

10" 12"

10"

16"

14"

14"

12"

10"

7"

8"

6"

TEE PLUG

1.

2.

3.

4.

5.

NOTE :

6.

EARTH
UNDISTURBED

TRENCH BOTTOM

THRUST BLOCKS SHALL BE POURED AGAINST UNDISTURBED MATERIAL.
WHERE TRENCH WALL HAS BEEN DISTURBED EXCAVATE ALL LOOSE
MATERIAL AND EXTEND THRUST BLOCK TO UNDISTURBED MATERIAL.
IN THE CASE OF FIRE HYDRANTS THE BOARDS MAY BE OMITTED WHEN
SOLID BEARING CAN BE OBTAINED.

ON TEES AND BENDS EXTEND THRUST BLOCK THE FULL LENGTH AND
PUT WOOD BLOCKING IN FRONT OF ALL PLUGS BEFORE POURNING
CONCRETE.
ALL WOOD BLOCKING SHALL BE 0.6 LB. CCA TREATED.

BACKFILL SHALL CONSIST OF SUITABLE MATERIAL FROM TRENCH
EXCAVATION OR SELECT BACKFILL AT THE DIRECTION OF THE
ENGINEER.  ANY MUCK FOUND AROUND THE EXCAVATION SHALL BE
REPLACED WITH COMPACTED ACCEPTABLE MATERIAL.

ALL PIPES 16" DIA. AND ABOVE SHALL HAVE RESTRAINED JOINTS OR
HAVE SUITABLE THRUST RESTRAINT PROVIDED OF A DESIGN
APPROVED BY THE ENGINEER.

CAST IRON FRAME AND COVER
2' DIA., 4" THICK CONCRETE SLAB

GRADE

1/2" EXPANSION GAP

6" DIA. PIPE

6" DIA. - 45° BEND

6" x 6" x 4" LATERAL

CAP (IF NECESSARY)

CONCRETE BASE

6" MIN.

6" SEWER LATERAL
SEE PLAN FOR SIZE

FIRM EARTH

4" MIN.

SANITARY  SEWER  CLEANOUT

SCREW-IN CAP

NO  SCALE BMG NO. : SS-3B

4" LATERAL TO STRUCUTRE

FLOW
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LANDSCAPE PLAN

0

SCALE:  1" = 30'
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DECIDUOUS  TREE  PLANTING  DETAIL
NO SCALE

UNDISTURBED SOIL

NOTE:
DO NOT HEAVILY PRUNE THE TREE
AT PLANTING.  PRUNE ONLY
CROSSOVER LIMBS, CO-DOMINANT
LEADERS, AND BROKEN OR DEAD
BRANCHES.  SOME INTERIOR
TWIGS AND LATERAL BRANCHES
MAY BE PRUNED; HOWEVER, DO
NOT REMOVE THE TERMINAL BUDS
OF BRANCHES THAT EXTEND TO
THE EDGE OF THE CROWN.

REMOVE ALL WIRE AND
BURLAP. CUT & REMOVE ALL
STRAPPING, ROPES, AND WIRE
CAGES.

SOIL MIXTURE - CONSISTING OF
1/4 HUMUS AND 3/4 TOPSOIL

FINISHED
GRADE

2"x2" WOODEN
STAKES.  DRIVE
SECURELY INTO
GROUND.  3 PER
TREE.

CANVAS WEBBING OR
PLASTIC HORTICULTURAL
TAPE.  DO NOT STRETCH.

MULCH - PLACE 3"
LAYER OF SPECIFIED
MULCH.  DO NOT PLACE
IN CONTACT WITH TREE
TRUNK.  KEEP MULCH
WEEDED AND REPLACE
AS NEEDED.

BMG NO. : L-01

SET ROOT BALL 2" ABOVE
GRADE.  REMOVE EXCESS
SOIL ON TOP OF THE
BALL, JUST EXPOSING
THE ROOT FLARE.

EVERGREEN  TREE  PLANTING  DETAIL
NO SCALE

SOIL MIXTURE - CONSISTING OF
1/4 HUMUS AND 3/4 TOPSOIL

MULCH - PLACE 3"
LAYER OF SPECIFIED
MULCH.  DO NOT PLACE
IN CONTACT WITH TREE
TRUNK.  KEEP MULCH
WEEDED AND REPLACE
AS NEEDED.

SET ROOT BALL 2" ABOVE
GRADE.  REMOVE EXCESS
SOIL ON TOP OF THE
BALL, JUST EXPOSING
THE ROOT FLARE.

UNDISTURBED SOIL

REMOVE ALL WIRE AND
BURLAP. CUT & REMOVE ALL
STRAPPING, ROPES, AND WIRE
CAGES.

FINISHED
GRADE

CANVAS WEBBING OR
PLASTIC HORTICULTURAL
TAPE.  DO NOT STRETCH.

2"x2" WOODEN
STAKES.  DRIVE
SECURELY INTO
GROUND.  3 PER
TREE.

BMG NO. : L-02

SHRUB  PLANTING  DETAIL
NO SCALE

SET ROOT BALL 2" ABOVE
GRADE.  REMOVE EXCESS
SOIL ON TOP OF THE
BALL, JUST EXPOSING
THE ROOT FLARE.

REMOVE ALL WIRE AND BURLAP.
CUT & REMOVE ALL STRAPPING,
ROPES, AND WIRE CAGES.  FOR
CONTAINER PLANTS, CUT
ROOTS ON FOUR (4) SIDES AND/
OR SPREAD OUT IN NEW SOIL
MIXTURE.

SOIL MIXTURE -
CONSISTING OF 1/4
HUMUS AND 3/4
TOPSOIL

UNDISTURBED SOIL

FINISHED
GRADE

MULCH - PLACE 3"
LAYER OF SPECIFIED
MULCH.  DO NOT PLACE
IN CONTACT WITH
SHRUB TRUNK.  KEEP
MULCH WEEDED AND
REPLACE AS NEEDED.

BMG NO. : L-03

NOTE:
PRIOR TO MULCHING. APPLY
APPROVED PRE-EMERGENT WEED
CONTROL ON ALL SHRUB BEDS.

4/20/211 AGENCY SUBMISSION
.

7/7/212 AGENCY SUBMISSION

11/9/213 AGENCY SUBMISSION

1/10/234 AGENCY SUBMISSION

3/17/235 AGENCY SUBMISSION

NEWARK, DE 19711

NEW CASTLE COUNTY
PENCADER HUNDRED 

1105 ELKTON ROAD

CONVENIENCE
STORE WITH 

MINOR SUBDIVISION AND
SPECIAL USE PERMIT
PR#22-11-01

GAS

.

N

NAD83 DSP GRID

1. QUALITY AND SIZE OF PLANTS, SPREAD OF ROOTS, AND SIZE OF BALLS SHALL BE IN ACCORDANCE WITH THE
CURRENT STANDARDS OF THE AMERICAN ASSOCIATION OF NURSERYMEN "AMERICAN STANDARDS FOR 
NURSERY STOCK."

EVERGREEN TREES SHALL HAVE A FULL, WELL-BRANCHED, CONICAL FORM TYPICAL OF THE SPECIES.

ALL DECIDUOUS SHADE TREES SHALL BRANCH A MINIMUM OF 7'-0" ABOVE GROUND LEVEL.  TREES SHALL BE 
PLANTED AND STAKED IN ACCORDANCE WITH THE DETAIL SHOWN.

PLANT MATERIALS DELIVERED TO THE SITE IN UNCOVERED TRUCKS WILL BE REJECTED.

UNACCEPTABLE PLANT MATERIALS:  MATERIALS WHICH HAVE DAMAGED OR CROOKED LEADERS, DEFORMED
GROWTH HABIT, ABRASIONS OF THE BARK, SUN SCALD, WINDBURN, DISFIGURING NOT COMPLETELY CALLUSED
WILL BE REJECTED. IN ADDITION, TREES HAVING THEIR CENTRAL LEADERS HEADED BACK WILL ALSO BE 
REJECTED.  PLANTS WITH LOOSE OR CRACKED ROOT BALL OR CONTAINERS WILL BE REJECTED.

2. ALL PLANTS SHALL BE PLANTED IN TOPSOIL THAT IS THOROUGHLY WATERED AND TAMPED AS BACKFILLING 
PROGRESSES. NOTHING BUT SUITABLE TOPSOIL, FREE OF DRY SOD, STIFF CLAY, LITTER, STONES IN EXCESS OF
ONE (1) INCH DIAMETER, ETC. SHALL BE USED FOR PLANTING.

MULCH FOR PLANTING BEDS SHALL BE SHREDDED HARDWOOD BARK MULCH UNLESS OTHERWISE SPECIFIED ON
THE PLANS AND SHALL HAVE NO LEAVES, YOUNG GREEN GROWTH, BRANCHES, TWIGS, GREATER IN DIAMETER
OF ½", WEEDS, SHAVINGS OR FOREIGN MATERIAL SUCH AS STONES, ETC. SHALL BE MIXED WITH THE MULCH.
ALL SHRUB MASSES SHALL BE PLANTED IN CONTINUOUS MULCHED BEDS WITH A LIGHTLY COMPACTED DEPTH
OF THREE (3) INCHES.  ALL CONTAINER PLANTS ARE TO HAVE ROOTS CUT ON FOUR SIDES AND/ OR SPREAD OUT
IN NEW SOIL MIXTURE.

3. ALL AREAS NOT STABILIZED IN PAVING OR PLANT MATERIALS SHOULD BE SEEDED AND MULCHED. (SEE EROSION
& SEDIMENT CONTROL PLAN AND NOTES.)

4. LANDSCAPE BEDS NOT DEFINED BY CURBS, SIDEWALKS, WALLS OR OTHER STRUCTURES SHALL BE ENCLOSED
BY ALUMINUM EDGING UNLESS OTHERWISE INDICATED.

5. AREAS DISTURBED BY LANDSCAPE OPERATIONS SHALL BE GRADED TO MATCH EXISTING TOPSOIL AND SEED OR
SOD AS REQUIRED.

6. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO UTILITIES AND MAY MAKE MINOR ADJUSTMENTS IN
SPACING AND/OR LOCATION OF PLANT MATERIALS. CONTACTOR TO VERIFY "AS BUILT" LOCATION OF ALL 
UTILITIES.

7. NO PLANT, EXCEPT GROUNDCOVERS, SHALL BE WITHIN THREE (3) FEET FROM SIDEWALKS.

8. NO TREE SHALL BE PLANTED CLOSER THAN TEN (10) FEET FROM ANY STRUCTURE OR BUILDING.

9. NO TREE SHALL BE PLANTED WITHIN TEN (10) FEET OF UNDERGROUND UTILITIES OR FIRE HYDRANTS.

10. ONLY TREES THAT REACH A HEIGHT AND SIZE AT MATURITY OF SMALL TO MEDIUM SHALL BE PLANTED UNDER
POWER LINES.

11. THE CONTRACTOR SHALL WATER ALL PLANTS THOROUGHLY TWICE DURING THE FIRST 24-HOUR PERIOD 
AFTER PLANTING, AND THEN WEEKLY OR MORE OFTEN, IF NECESSARY, DURING THE FIRST GROWING SEASON,
UNLESS THE OWNER AGREES TO MAINTAIN AND WATER THEM.

12. TREES TO REMAIN ON-SITE SHALL BE PROTECTED WITH SNOW FENCE DURING CONSTRUCTION (SEE DETAIL).
SNOW FENCING TO BE MAINTAINED DURING CONSTRUCTION BY CONTRACTOR.

13. THE PLANTING PLAN SHALL TAKE PRECEDENCE OVER THE PLANT SCHEDULE SHOULD ANY PLANT QUANTITY 
DISCREPANCIES OCCUR.

14. NO SUBSTITUTIONS SHALL BE MADE WITHOUT APPROVAL OF THE OWNER AND/ OR THE LANDSCAPE ARCHITECT.

15. ALL NEW TREES SHALL BE GUARANTEED TO SURVIVE FOR ONE FULL YEAR AFTER INSTALLATION (FULL COST).
ALL  STAKES AND GUYS SHALL BE REMOVED FROM TREES AND SITE AS EARLY AS THREE (3) MONTHS, BUT NO
LONGER THAN ONE (1) YEAR AFTER PLANTING.

GENERAL  LANDSCAPE  NOTES :

DELAWARE  LANDSCAPE  ARCHITECTS  CERTIFICATION

CHAD D. CARTER, RLA, ASLA                 S1-499                                   DATE

I, CHAD D. CARTER, RLA, ASLA, HEREBY CERTIFY THAT I AM A
LANDSCAPE ARCHITECT IN THE STATE OF DELAWARE, THAT THE
LANDSCAPING INFORMATION SHOWN HEREON HAS BEEN PREPARED
UNDER MY SUPERVISION AND TO MY BEST KNOWLEDGE AND BELIEF,
REPRESENTS GOOD LANDSCAPING PRACTICES.

REMARKS

2"

SIZE

PLUG

ROOT

9

QUANTITY

AR

KEY

ACER RUBRUM 'SUNSET RED'

BOTANICAL NAME COMMON NAME
PLANT  LIST 

SUNSET RED MAPLE

5 GAL. CONT.45IG ILEX GLABRA 'SHAMROCK' SHAMROCK INKBERRY

SHADE TREES
DUNE

EVERGREEN TREES
2" PLUGJV JUNIPERUS VIRGINIANA10 EASTER RED CEDAR
2" PLUG3PS PINUS STROBUS EASTER WHITE PINE

DUNE
DUNE

SHRUBS & GRASSES

5 GAL. CONT. 5AC AMELANCHIER CANADENSIS SERVICEBERRY
FLOWERING TREES

5 GAL. CONT.54PV PANICUM VIRGATUM 'SHENANDOAH' SHENANDOAH SWITCH GRASS
CHAD D. CARTER, RLA, ASLA               3/22/2023


